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1. WHAT’S IN THE BOX 

 

Technical Documents

 

IP Camera Mounting Screws 

Mounting Template Hex key 

RJ45 waterproof cover Rubber Grommet 

Quick Start Guide QR code for access to literature 

 

2. NETWORK TOPOLOGY 

 

  

ASPECT is designed as an out of the box CCTV system which has been optimised to improve the installation 
experience.  

Connect the ASPECT IP cameras to the POE ports of the ASPECT NVR, the NVR will power, assign an IP 
address, display the video and automatically start recording the camera.  

[NOTE] This may not be applicable to all installation environments. 

Default Login Details: 

Username: admin 
Password: (no password) 

! For security purposes, please 
change the password to be more 
complex 
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2. INSTALLATION 

Cable Connections 
 

 
No. Name Description 
1 Sunshield Used to provide the lens with cover from direct sunlight  
2 Lens  
3 Zoom Adjustments Used to adjusted the focal point of the lens 
4 Service Video Output Analogue video output for installation positioning 

5 Reset Button Used to reset camera settings when camera is powered 
on 

6 SD Card Slot Used to connect SD card for use in edge storage 
7 Bracket For securing camera to mounting surface 
8 Audio Out RCA connector for 2 way audio 
9 Audio In RCA connector for 2 way audio 
10 Alarm Terminal ports for alarm in and alarm out 
11 Power DC connector for local power connection 

12 RJ45 Port 
Used for connecting video and power over Ethernet 
between NVR & IPC 

[NOTE] Press the reset button for 10 seconds, this will reboot the camera and set all configurations to default 

[NOTE] This diagram and list is for reference only and does not represent all cameras 
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3. INSTALLATION: MOUNTING THE CAMERA 

Bullet Housing 

Remove the packaging and ensure all the required tools are present. 
1. Stick the mounting template to the wall where the camera will be installed. Then drill the holes as 

marked on the template 
2. Fix the camera to the surface with screws. 

 
 
 
 
 
 
 
 
 
 
 
 

3. Loosen the hex key on the base to adjust the viewing position of the camera 
4. Make the connections to the camera for power, video, alarm, etc. 

 
Turret Housing 
Remove the packaging and ensure all the required tools are present. 
 

1.   
2. Stick the mounting template to the surface where the camera will be installed. Then drill holes as 

marked on the template. 

4. Fit the base in line with the 
screws holes drilled in step 1 
then fix the camera to the 
base. 

 
 

3. Loosen the set screw with 
hex key to rotate the main 
body and then separate the 
camera and base 

 

4. Rotate and twist the camera 
to position it. Then tighten 
the set screw to secure 
camera in position 
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Vandal dome Housing 
Remove packaging and ensure all the required tool are present. 
  1. Loosen the set screw to remove the 

bracket from the bottom of the camera 
and fit this to the mounting surface 

 
 

4. Fit the camera to the bracket, twist 
clockwise and tighten the set screw 

 

5. Loosen the 3 hex screws to remove the 
dome cover then reposition and adjust the 
lens of the camera 

 

6. Tighten the screws in the dome cover to 
ensure the camera is properly covered. 
Check the video to ensure the camera is 
positioned properly. 

 

 [NOTE] A loose cover may result in water ingress. 

Making the internal connections 

2. Remove the 2 plugs from the bottom of the 
camera 

 

3. Pass the cables through the waterproof 
grommets for power, video, other I/O. Then wire 
the plugs and connect to camera PCB and 
reattached the plugs to the bottom of the camera 
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4. CONNECTING TO NVR 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

NVR with POE in closed CCTV mode 

1. Connect camera to POE port of NVR 

 

Connecting IP cameras to NVR from LAN (Open CCTV mode) 

2. Connect NVR, POE switch and cameras within the same LAN 
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5. CONNECT AND OPERATE CAMERA FROM PC 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

6. WEB PAGE OVERVIEW 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

1. Connect the camera to LAN environment including a POE switch, router & computer 
2. Download, Install and run ASPECT device manager on the PC from the QR code 

provided in this guide 
3. Open ASPECT Device Manager 
4. Program will automatically scan LAN 
5. Network device information will be displayed, such as; IP address, MAC address, 

Device Type, Ports & Model name 

Using the cameras web browser it 
is possible to adjust the focal length 
of motorised zoom cameras, view 
the different video streams via a 
computer and configure the 
cameras system settings. Usually 
the ASPECT NVR will configure any 
settings in the camera. 

Click the ‘Config’ tab to enter the 
cameras system settings to make 
any required changes. 

 

Additional things possible with device 
manager; set IP addresses from a 
different IP address range, perform 
basic configurations & double click 
the IP address to open the camera 
web page in Internet Explorer. 

Alternatively, the default IP address is: 
192.168.1.10 
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7. SET ENHANCED SECURITY PASSWORD 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

8. RESET USER PASSWORD 

  

It is highly recommended that secure passwords and user accounts 
are created to increase security on the CCTV system. Aspect helps 
protect your CCTV by encouraging the use of secure usernames and 
passwords for users. 

1. Set new secure password following the rules displayed 
2. Confirm new password 
3. Enter an email address where a password recovery code will 

be sent in the event of a user forgetting their password 
i. It is advised that the email account for 

password recovery is a generic mailbox that 
multiple individuals can access in the event 
of a forgotten password to reset the device. 

4. User can skip this step by choosing to use unsecure password 
 

Ensure that this step is repeated for any new users. Remember, if the 
admin password is changed in this step the connection details within 
the ASPECT recording device will need to be updated. 

Aspect devices support password reset function, to be used when a 
user has forgotten their user account password. For the function to 
work, the recorder must be properly configured to a network, if 
there is no network available, please contact your provider for a 
resolution. 
 

1. From the login page, click ‘Forgot Password?’ button 
2. In the pop up window enter the recovery email address and 

then click ‘Send recovery code’ 
3. Monitor the email mailbox for receipt of the password 

recovery code on email, enter the code from the email into 
the password recovery code field on screen and then click 
‘Next step’ 

4. Now enter a new secure password and confirm new 
password and click ‘Save’ 

The password has now been reset. Remember, that the 
connection details in the recording device may need to be 
update. 
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7. CONNECTING ALARM & AUDIO INPUTS/OUTPUTS 

 

  

AUDIO Connections 
To connect audio devices to the IP camera (Ultra & Pro IP cameras only) for use in installation where audio 
listening and broadcasting are required. 

Step 1: Connect an audio pick up device and audio output device to the RCA connectors on the camera fly 
lead. 

 
Step 2: Go to Main menu > Set > Channel > Encode,  
select the channel with connected audio devices and  
enabled audio recording. 
 

ALARM Connections 

Make use of alarm inputs on Pro and Ultra cameras by connecting them to the alarm detection devices 
such as PIR’s. 

Step 1:  Using a screwdriver loosen the screw terminal port, and then connect the alarm cables to the 
alarm in (IN, GND) ports & alarm output (1A, 1B) ports. 
Step 2: Tighten the screw driver to secure the alarm cable. 

Step 3: Navigate to the IPC web page via the IP address (found in  
Section 5 of this guide) and go to Config > Alarm > Alarm in 

Step 4: Enable the alarm input, set N/O or N/C,  
set the alarm actions to email users, trigger alarm  
output of the camera, record the alarm to edge  
storage (SD card) 
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8. CAUTION 

 
 
 
 

 

CAUTION: 

 RISK OF ELECTRIC SHOCK. DO NOT OPEN 

SHOCK CAUTION: To reduce the risk of electric shock. Do not 
remove cover or back. There are no user serviceable 
parts inside. Refer product to supplier 

CAUTION To prevent electric shocks and risk of fire hazard, do 
not use other than specified power source 

!
! 

!

!
! 

!

This symbol is intended to alert the user to the presence of important operating and 
maintenance instructions within the literature accompanying the product. 

This symbol is intended to alert the user to the presence of uninsulated ‘dangerous voltage’ 
within the product’s enclosure that may be of sufficient magnitude to constitute a risk of 
electric shock to untrained personnel. 

!
! 

  
 

CAUTIONS: 
 Please note the cameras operating temperature and it environment requirements. Avoid using the 

camera at too high or too low temperatures. The recommended operating temperature is -10~ +50°C. 
 To avoid damaging the light processor (CMOS), do not expose the camera lens to direct sun light or 

other bright light sources 
 Do not mount the camera near a radiator or heater source. 
 The power supply must match the cameras requirements. Ensure the output voltage, current, voltage 

polarity and operating temperature are within the cameras requirements for power. 
 During a thunderstorm, please ensure an anti-thunder device is connected or disconnect the power 

supply to the camera 
 In order to capture high quality pictures, the power supply cable and the video output cable must be 

of high quality and not too long. 

Technical Documents 

 


