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SECTION 1 Identification of the substance / mixture and of the company / undertaking

Product Identifier

Product name ACR Electronics ELT 4000 Family

Chemical Name Not Applicable

Synonyms Artical Number:8271, 8272, 8273, A3-06-3005-1, 8260, 8261, 8262, 8263, A3-06-3005, 8340

Proper shipping name CORROSIVE SOLID, N.O.S. (contains potassium hydroxide)

Chemical formula Not Applicable

Other means of
identification

Not Available

Relevant identified uses of the substance or mixture and uses advised against

Relevant identified uses Use according to manufacturer's directions.

Details of the manufacturer or supplier of the safety data sheet

Registered company name Flight Data Systems

Address 31 McGregors Drive Keilor Park Victoria 3042 Australia

Telephone +61 3 8331 2900

Fax +61 3 9336 1758

Website

Email sales@flightdata.aero

Emergency telephone number

Association / Organisation CHEMWATCH EMERGENCY RESPONSE

Emergency telephone
numbers

+61 1800 951 288

Other emergency
telephone numbers

+61 3 9573 3188

Once connected and if the message is not in your preferred language then please dial 01

SECTION 2 Hazards identification

Classification of the substance or mixture

Poisons Schedule Not Applicable

Classification [1]
Acute Toxicity (Oral) Category 4, Skin Corrosion/Irritation Category 1A, Serious Eye Damage/Eye Irritation Category 1, Acute
Toxicity (Inhalation) Category 4, Hazardous to the Aquatic Environment Long-Term Hazard Category 2, Oxidizing Solids Category
3

Legend:
1. Classified by Chemwatch; 2. Classification drawn from HCIS; 3. Classification drawn from Regulation (EU) No 1272/2008 -
Annex VI

Label elements

http://www.flightdata.aero/
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Hazard pictogram(s)

Signal word Danger

Hazard statement(s)

H302 Harmful if swallowed.

H314 Causes severe skin burns and eye damage.

H332 Harmful if inhaled.

H411 Toxic to aquatic life with long lasting effects.

H272 May intensify fire; oxidiser.

Precautionary statement(s) Prevention

P210 Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking.

P260 Do not breathe dust/fume.

P264 Wash all exposed external body areas thoroughly after handling.

P271 Use only outdoors or in a well-ventilated area.

P280 Wear protective gloves, protective clothing, eye protection and face protection.

P220 Keep away from clothing and other combustible materials.

P270 Do not eat, drink or smoke when using this product.

P273 Avoid release to the environment.

Precautionary statement(s) Response

P301+P330+P331 IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.

P303+P361+P353 IF ON SKIN (or hair): Take off immediately all contaminated clothing. Rinse skin with water [or shower].

P305+P351+P338 IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing.

P310 Immediately call a POISON CENTER/doctor/physician/first aider.

P370+P378 In case of fire: Use alcohol resistant foam or normal protein foam to extinguish.

P363 Wash contaminated clothing before reuse.

P391 Collect spillage.

P301+P312 IF SWALLOWED: Call a POISON CENTER/doctor/physician/first aider if you feel unwell.

P304+P340 IF INHALED: Remove person to fresh air and keep comfortable for breathing.

Precautionary statement(s) Storage

P405 Store locked up.

Precautionary statement(s) Disposal

P501 Dispose of contents/container to authorised hazardous or special waste collection point in accordance with any local regulation.

SECTION 3 Composition / information on ingredients

Substances

See section below for composition of Mixtures

Mixtures

CAS No %[weight] Name

1313-13-9 32-38

7439-89-6 19-23

7440-66-6 11-16

1310-58-3 5-9

7782-42-5 3-5

manganese dioxide

iron

zinc

potassium hydroxide

graphite
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CAS No %[weight] Name

7727-43-7 <5

Not Available NotSpec paper, proprietary

Not Available NotSpec plastic, proprietary

Not Available NotSpec ingredients, proprietary

7732-18-5 NotSpec

Legend: 1. Classified by Chemwatch; 2. Classification drawn from HCIS; 3. Classification drawn from Regulation (EU) No 1272/2008 -
Annex VI; 4. Classification drawn from C&L; * EU IOELVs available

SECTION 4 First aid measures

Description of first aid measures

Eye Contact

If this product comes in contact with the eyes:
Immediately hold eyelids apart and flush the eye continuously with running water.
Ensure complete irrigation of the eye by keeping eyelids apart and away from eye and moving the eyelids by occasionally
lifting the upper and lower lids.
Continue flushing until advised to stop by the Poisons Information Centre or a doctor, or for at least 15 minutes.
Transport to hospital or doctor without delay.
Removal of contact lenses after an eye injury should only be undertaken by skilled personnel.
DO NOT attempt to remove particles attached to or embedded in eye .
Lay victim down, on stretcher if available and pad BOTH eyes, make sure dressing does not press on the injured eye by
placing thick pads under dressing, above and below the eye.
Seek urgent medical assistance, or transport to hospital.

Skin Contact

If skin or hair contact occurs:
Immediately flush body and clothes with large amounts of water, using safety shower if available.
Quickly remove all contaminated clothing, including footwear.
Wash skin and hair with running water. Continue flushing with water until advised to stop by the Poisons Information Centre.
Transport to hospital, or doctor.

For thermal burns:
Decontaminate area around burn.
Consider the use of cold packs and topical antibiotics.

For first-degree burns (affecting top layer of skin)
Hold burned skin under cool (not cold) running water or immerse in cool water until pain subsides.
Use compresses if running water is not available.
Cover with sterile non-adhesive bandage or clean cloth.
Do NOT apply butter or ointments; this may cause infection.
Give over-the counter pain relievers if pain increases or swelling, redness, fever occur.

For second-degree burns (affecting top two layers of skin)
Cool the burn by immerse in cold running water for 10-15 minutes.
Use compresses if running water is not available.
Do NOT apply ice as this may lower body temperature and cause further damage.
Do NOT break blisters or apply butter or ointments; this may cause infection.
Protect burn by cover loosely with sterile, nonstick bandage and secure in place with gauze or tape.

To prevent shock: (unless the person has a head, neck, or leg injury, or it would cause discomfort):
Lay the person flat.
Elevate feet about 12 inches.
Elevate burn area above heart level, if possible.
Cover the person with coat or blanket.
Seek medical assistance.

For third-degree burns
Seek immediate medical or emergency assistance.
In the mean time:

Protect burn area cover loosely with sterile, nonstick bandage or, for large areas, a sheet or other material that will not leave
lint in wound.
Separate burned toes and fingers with dry, sterile dressings.
Do not soak burn in water or apply ointments or butter; this may cause infection.
To prevent shock see above.
For an airway burn, do not place pillow under the person's head when the person is lying down. This can close the airway.
Have a person with a facial burn sit up.
Check pulse and breathing to monitor for shock until emergency help arrives.

Inhalation

If fumes or combustion products are inhaled remove from contaminated area.
Lay patient down. Keep warm and rested.
Prostheses such as false teeth, which may block airway, should be removed, where possible, prior to initiating first aid
procedures.
Apply artificial respiration if not breathing, preferably with a demand valve resuscitator, bag-valve mask device, or pocket
mask as trained. Perform CPR if necessary.
Transport to hospital, or doctor, without delay.

barium sulfate

water
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Inhalation of vapours or aerosols (mists, fumes) may cause lung oedema.
Corrosive substances may cause lung damage (e.g. lung oedema, fluid in the lungs).
As this reaction may be delayed up to 24 hours after exposure, affected individuals need complete rest (preferably in
semi-recumbent posture) and must be kept under medical observation even if no symptoms are (yet) manifested.
Before any such manifestation, the administration of a spray containing a dexamethasone derivative or beclomethasone
derivative may be considered.

This must definitely be left to a doctor or person authorised by him/her.
(ICSC13719)

Ingestion

For advice, contact a Poisons Information Centre or a doctor at once.
Urgent hospital treatment is likely to be needed.
If swallowed do NOT induce vomiting.
If vomiting occurs, lean patient forward or place on left side (head-down position, if possible) to maintain open airway and
prevent aspiration.
Observe the patient carefully.
Never give liquid to a person showing signs of being sleepy or with reduced awareness; i.e. becoming unconscious.
Give water to rinse out mouth, then provide liquid slowly and as much as casualty can comfortably drink.
Transport to hospital or doctor without delay.

Indication of any immediate medical attention and special treatment needed

Treat symptomatically.

Copper, magnesium, aluminium, antimony, iron, manganese, nickel, zinc (and their compounds) in welding, brazing, galvanising or smelting operations all give rise

to thermally produced particulates of smaller dimension than may be produced if the metals are divided mechanically. Where insufficient ventilation or respiratory

protection is available these particulates may produce "metal fume fever" in workers from an acute or long term exposure.

Onset occurs in 4-6 hours generally on the evening following exposure. Tolerance develops in workers but may be lost over the weekend. (Monday Morning

Fever)

Pulmonary function tests may indicate reduced lung volumes, small airway obstruction and decreased carbon monoxide diffusing capacity but these

abnormalities resolve after several months.

Although mildly elevated urinary levels of heavy metal may occur they do not correlate with clinical effects.

The general approach to treatment is recognition of the disease, supportive care and prevention of exposure.

Seriously symptomatic patients should receive chest x-rays, have arterial blood gases determined and be observed for the development of tracheobronchitis

and pulmonary edema.

[Ellenhorn and Barceloux: Medical Toxicology]

Both dermal and oral toxicity of manganese salts is low because of limited solubility of manganese. No known permanent pulmonary sequelae develop after acute

manganese exposure. Treatment is supportive.

[Ellenhorn and Barceloux: Medical Toxicology]

In clinical trials with miners exposed to manganese-containing dusts, L-dopa relieved extrapyramidal symptoms of both hypo kinetic and dystonic patients. For

short periods of time symptoms could also be controlled with scopolamine and amphetamine. BAL and calcium EDTA prove ineffective.

[Gosselin et al: Clinical Toxicology of Commercial Products.]

For acute or short-term repeated exposures to highly alkaline materials:

Respiratory stress is uncommon but present occasionally because of soft tissue edema.

Unless endotracheal intubation can be accomplished under direct vision, cricothyroidotomy or tracheotomy may be necessary.

Oxygen is given as indicated.

The presence of shock suggests perforation and mandates an intravenous line and fluid administration.

Damage due to alkaline corrosives occurs by liquefaction necrosis whereby the saponification of fats and solubilisation of proteins allow deep penetration into

the tissue.

Alkalis continue to cause damage after exposure.

INGESTION:

Milk and water are the preferred diluents

No more than 2 glasses of water should be given to an adult.

Neutralising agents should never be given since exothermic heat reaction may compound injury.

* Catharsis and emesis are absolutely contra-indicated.

* Activated charcoal does not absorb alkali.

* Gastric lavage should not be used.

Supportive care involves the following:

Withhold oral feedings initially.

If endoscopy confirms transmucosal injury start steroids only within the first 48 hours.

Carefully evaluate the amount of tissue necrosis before assessing the need for surgical intervention.

Patients should be instructed to seek medical attention whenever they develop difficulty in swallowing (dysphagia).

SKIN AND EYE:

Injury should be irrigated for 20-30 minutes.

Eye injuries require saline. [Ellenhorn & Barceloux: Medical Toxicology]
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SECTION 5 Firefighting measures

Extinguishing media

Metal dust fires need to be smothered with sand, inert dry powders.

DO NOT USE WATER, CO2 or FOAM.

Use DRY sand, graphite powder, dry sodium chloride based extinguishers, G-1 or Met L-X to smother fire.

Confining or smothering material is preferable to applying water as chemical reaction may produce flammable and explosive hydrogen gas.

Chemical reaction with CO2 may produce flammable and explosive methane.

If impossible to extinguish, withdraw, protect surroundings and allow fire to burn itself out.

DO NOT use halogenated fire extinguishing agents.

Special hazards arising from the substrate or mixture

Fire Incompatibility
Reacts with acids producing flammable / explosive hydrogen (H2) gas

None known.

Advice for firefighters

Fire Fighting

When silica dust is dispersed in air, firefighters should wear inhalation protection as hazardous substances from the fire may
be adsorbed on the silica particles.
When heated to extreme temperatures, (>1700 deg.C) amorphous silica can fuse.
Alert Fire Brigade and tell them location and nature of hazard.
Wear full body protective clothing with breathing apparatus.
Prevent, by any means available, spillage from entering drains or water course.
Use fire fighting procedures suitable for surrounding area.
Do not approach containers suspected to be hot.
Cool fire exposed containers with water spray from a protected location.
If safe to do so, remove containers from path of fire.
Equipment should be thoroughly decontaminated after use.

Fire/Explosion Hazard

Solid which exhibits difficult combustion or is difficult to ignite.
Avoid generating dust, particularly clouds of dust in a confined or unventilated space as dusts may form an explosive mixture
with air, and any source of ignition, i.e. flame or spark, will cause fire or explosion.
Dust clouds generated by the fine grinding of the solid are a particular hazard; accumulations of fine dust (420 micron or less)
may burn rapidly and fiercely if ignited; once initiated larger particles up to 1400 microns diameter will contribute to the
propagation of an explosion.
A dust explosion may release large quantities of gaseous products; this in turn creates a subsequent pressure rise of
explosive force capable of damaging plant and buildings and injuring people.
Usually the initial or primary explosion takes place in a confined space such as plant or machinery, and can be of sufficient
force to damage or rupture the plant. If the shock wave from the primary explosion enters the surrounding area, it will disturb
any settled dust layers, forming a second dust cloud, and often initiate a much larger secondary explosion. All large scale
explosions have resulted from chain reactions of this type.
Dry dust can also be charged electrostatically by turbulence, pneumatic transport, pouring, in exhaust ducts and during
transport.
Build-up of electrostatic charge may be prevented by bonding and grounding.
Powder handling equipment such as dust collectors, dryers and mills may require additional protection measures such as
explosion venting.
All movable parts coming in contact with this material should have a speed of less than 1-metre/sec.

Decomposition may produce toxic fumes of:
metal oxides
When aluminium oxide dust is dispersed in air, firefighters should wear protection against inhalation of dust particles, which can
also contain hazardous substances from the fire absorbed on the alumina particles.
May emit corrosive fumes.

HAZCHEM 2X

SECTION 6 Accidental release measures

Personal precautions, protective equipment and emergency procedures

See section 8

Environmental precautions

See section 12

Methods and material for containment and cleaning up

Minor Spills

Clean up waste regularly and abnormal spills immediately.
Avoid breathing dust and contact with skin and eyes.
Wear protective clothing, gloves, safety glasses and dust respirator.
Use dry clean up procedures and avoid generating dust.
Vacuum up or sweep up. NOTE: Vacuum cleaner must be fitted with an exhaust micro filter (HEPA type) (consider
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explosion-proof machines designed to be grounded during storage and use).
Dampen with water to prevent dusting before sweeping.
Place in suitable containers for disposal.

Drains for storage or use areas should have retention basins for pH adjustments and dilution of spills before discharge or
disposal of material.
Check regularly for spills and leaks.

Major Spills

· Do not use compressed air to remove metal dusts from floors, beams or equipment
· Vacuum cleaners, of flame-proof design, should be used to minimise dust accumulation.
· Use non-sparking handling equipment, tools and natural bristle brushes.
· Provide grounding and bonding where necessary to prevent accumulation of static charges during metal dust handling and
transfer operations
· Cover and reseal partially empty containers.
· Do not allow chips, fines or dusts to contact water, particularly in enclosed areas.
If molten:

Contain the flow using dry sand or salt flux as a dam.
All tooling (e.g., shovels or hand tools) and containers which come in contact with molten metal must be preheated or
specially coated, rust free and approved for such use.
Allow the spill to cool before remelting scrap.

Personal Protective Equipment advice is contained in Section 8 of the SDS.

SECTION 7 Handling and storage

Precautions for safe handling

Safe handling

For molten metals:
· Molten metal and water can be an explosive combination. The risk is greatest when there is sufficient molten metal to entrap or
seal off water. Water and other forms of contamination on or contained in scrap or remelt ingot are known to have caused
explosions in melting operations. While the products may have minimal surface roughness and internal voids, there remains the
possibility of moisture contamination or entrapment. If confined, even a few drops can lead to violent explosions.
· All tooling, containers, molds and ladles, which come in contact with molten metal must be preheated or specially coated, rust
free and approved for such use.
· Any surfaces that may contact molten metal (e.g. concrete) should be specially coated
· Drops of molten metal in water (e.g. from plasma arc cutting), while not normally an explosion hazard, can generate enough
flammable hydrogen gas to present an explosion hazard. Vigorous circulation of the water and removal of the particles minimise
the hazard.
During melting operations, the following minimum guidelines should be observed:
· Inspect all materials prior to furnace charging and completely remove surface contamination such as water, ice, snow, deposits
of grease and oil or other surface contamination resulting from weather exposure, shipment, or storage.
· Store materials in dry, heated areas with any cracks or cavities pointed downwards.
· Preheat and dry large objects adequately before charging in to a furnace containing molten metal. This is typically done by the
use of a drying oven or homogenising furnace. The dry cycle should bring the metal temperature of the coldest item of the batch
to 200 degree C (400 deg F) and then hold at that temperature for 6 hours.

Avoid all personal contact, including inhalation.
Wear protective clothing when risk of exposure occurs.
Use in a well-ventilated area.
WARNING: To avoid violent reaction, ALWAYS add material to water and NEVER water to material.
Avoid smoking, naked lights or ignition sources.
Avoid contact with incompatible materials.
When handling, DO NOT eat, drink or smoke.
Keep containers securely sealed when not in use.
Avoid physical damage to containers.
Always wash hands with soap and water after handling.
Work clothes should be laundered separately. Launder contaminated clothing before re-use.
Use good occupational work practice.
Observe manufacturer's storage and handling recommendations contained within this SDS.
Atmosphere should be regularly checked against established exposure standards to ensure safe working conditions are
maintained.

Other information

Store in original containers.
Keep containers securely sealed.
Store in a cool, dry, well-ventilated area.
Store away from incompatible materials and foodstuff containers.
Protect containers against physical damage and check regularly for leaks.
Observe manufacturer's storage and handling recommendations contained within this SDS.
DO NOT store near acids, or oxidising agents
No smoking, naked lights, heat or ignition sources.

Conditions for safe storage, including any incompatibilities
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Suitable container

CARE: Packing of high density product in light weight metal or plastic packages may result in container collapse with product
release
Lined metal can, lined metal pail/ can.
Plastic pail.
Polyliner drum.
Packing as recommended by manufacturer.
Check all containers are clearly labelled and free from leaks.

For low viscosity materials
Drums and jerricans must be of the non-removable head type.
Where a can is to be used as an inner package, the can must have a screwed enclosure.

For materials with a viscosity of at least 2680 cSt. (23 deg. C) and solids (between 15 C deg. and 40 deg C.):
Removable head packaging;
Cans with friction closures and
low pressure tubes and cartridges

may be used.
-
Where combination packages are used, and the inner packages are of glass, porcelain or stoneware, there must be sufficient
inert cushioning material in contact with inner and outer packages unless the outer packaging is a close fitting moulded plastic
box and the substances are not incompatible with the plastic.

Storage incompatibility

The material is described as an electropositive metal.
The activity or electromotive series of metals is a listing of the metals in decreasing order of their reactivity with hydrogen-ion
sources such as water and acids. In the reaction with a hydrogen-ion source, the metal is oxidised to a metal ion, and the
hydrogen ion is reduced to H2. The ordering of the activity series can be related to the standard reduction potential of a metal
cation. The more positive the standard reduction potential of the cation, the more difficult it is to oxidise the metal to a hydrated
metal cation and the later that metal falls in the series
Three notable groups comprise the series

very electropositive metals
electropositive metals
electronegative metals

Electropositive metals.have electronegativities that fall between 1.4 and 1.9 Cations of these metals generally have standard
reduction potentials between 0.0 and -1.6 V
They:

do not react very readily with water to release hydrogen
react with H+ (acids)

Electropositive metals do not burn in air as readily as do very electropositive metals. The surfaces of these metals will tarnish in
the presence of oxygen forming a protective oxide coating. This coating protects the bulk of the metal against further oxidation
(the metal is passivated).

Reaction is reduced in the massive form (sheet, rod, or drop), compared with finely divided forms. The less active metals will not
burn in air but:

can react exothermically with oxidising acids to form noxious gases.
catalyse polymerisation and other reactions, particularly when finely divided
react with halogenated hydrocarbons (for example, copper dissolves when heated in carbon tetrachloride), sometimes
forming explosive compounds.
Elemental metals may react with azo/diazo compounds to form explosive products

Finely divided metal powders develop pyrophoricity when a critical specific surface area is exceeded; this is ascribed to high
heat of oxide formation on exposure to air.
Safe handling is possible in relatively low concentrations of oxygen in an inert gas
Several pyrophoric metals, stored in glass bottles have ignited when the container is broken on impact. Storage of these
materials moist and in metal containers is recommended.
The reaction residues from various metal syntheses (involving vacuum evaporation and co-deposition with a ligand) are often
pyrophoric

If the surface of the metal is in contact with both oxygen and water, corrosion can occur. In corrosion, the metal acts as an anode
and is oxidised.

Many metals may incandesce, react violently, ignite or react explosively upon addition of concentrated nitric acid.
Some electropositive metals do not react with nitric acid because they are passivated.

http://www.wou.edu/las/physci/ch412/activity.htm
For aluminas (aluminium oxide):
Incompatible with hot chlorinated rubber.
In the presence of chlorine trifluoride may react violently and ignite.
-May initiate explosive polymerisation of olefin oxides including ethylene oxide.
-Produces exothermic reaction above 200°C with halocarbons and an exothermic reaction at ambient temperatures with
halocarbons in the presence of other metals.
-Produces exothermic reaction with oxygen difluoride.
-May form explosive mixture with oxygen difluoride.
-Forms explosive mixtures with sodium nitrate.
-Reacts vigorously with vinyl acetate.
Aluminium oxide is an amphoteric substance, meaning it can react with both acids and bases, such as hydrofluoric acid and
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sodium hydroxide, acting as an acid with a base and a base with an acid, neutralising the other and producing a salt.
Sodium hydroxide/ potassium hydroxide:

reacts with water evolving heat and corrosive fumes
reacts violently with acids, trans-acetylene dichloride, aminotetrazole, p-bis(1,3-dibromoethyl), benzene, bromoform,
halogenated compounds, nitrogen-containing compounds, organic halogens, chlorine dioxide ((explodes), chloroform,
cresols, cyclopentadiene, 4-chloro-2-methylphenol, cis-dichloroethylene, 2,2-dichloro-3,3-dimethylbutane, ethylene
chlorohydrin, germanium, iodine pentafluoride, maleic anhydride, p-nitrotoluene,nitrogen trichloride, o-nitrophenol,
phosphonium iodide, potassium peroxodisulfate, propylene oxide, 1,2,4,5-tetrachlorobenzene (highly toxic substance is
forme), 2,2,3,3-tetrafluoro-1-propanol, tetrahydrofuran, thorium dicarbide, trichloroethanol, 2,4,6-trinitrotoluene, vinyl acetate
reacts with fluorine, nitroalkanes, (forming explosive compounds)
incompatible with acetic acid, acetaldehyde, acetic anhydride, acrolein, acrylonitrile, allyl chloride, organic anhydride,
acrylates, alcohols, aldehydes, alkylene oxides, substituted allyls, ammonium chloroplatinate, benzanthrone, bromine,
benzene-1,4-diol, carbon dioxide, cellulose nitrate, chlorine trifluoride, 4-chlorobutyronitrile, chlorohydrin, chloronitrotoluenes,
chlorosulfonic acid, cinnamaldehyde, caprolactam solution, chlorocresols, 1,2-dichloroethylene, epichlorohydrin, ethylene
cyanohydrin, formaldehyde (forms formic acid and flammable hydrogen gas), glycols, glyoxal, hexachloroplatinate, hydrogen
sulfide, hydroquinone, iron-silicon, isocyanates, ketones, methyl azide, 4-methyl-2-nitrophenol, mineral acids (forming
corresponding salt),nitrobenzene, N-nitrosohydroxylamine, nitrates pentol, phenols, phosphorus, phosphorus pentaoxide,
beta-propiolactone, sodium, sulfur dioxide, tetrahydroborate, 1,1,1,2-tetrachloroethane, 2,2,2-trichloroethanol,
trichloronitromethane, zirconium
ignites on contact with cinnamaldehyde or zinc and reacts explosively with a mixture of chloroform and methane
forms heat-, friction-, and/ or shock-sensitive- explosive salts with nitro-compounds, cyanogen azide, 3-ethyl-4-hydroxy-1,2,5-
oxadiazole, 3-methyl-2-penten-4-yn-1-ol, N,N'-bis(2,2,2-trinitroethyl)urea, trichloroethylene (forms dichloroacetylene)
increase the explosive sensitivity of nitromethane
attacks some plastics, rubber, coatings and metals: aluminium, tin, zinc,etc, and their alloys, producing flammable hydrogen
gas

Silicas:
react with hydrofluoric acid to produce silicon tetrafluoride gas
react with xenon hexafluoride to produce explosive xenon trioxide
reacts exothermically with oxygen difluoride, and explosively with chlorine trifluoride (these halogenated materials are not
commonplace industrial materials) and other fluorine-containing compounds
may react with fluorine, chlorates
are incompatible with strong oxidisers, manganese trioxide, chlorine trioxide, strong alkalis, metal oxides, concentrated
orthophosphoric acid, vinyl acetate
may react vigorously when heated with alkali carbonates.
Inorganic peroxy compounds are potent oxidisers that pose fire or explosive hazards when in contact with ordinary
combustible materials.
Inorganic peroxides react with organic compounds to generate organic peroxide and hydroperoxide products that react
violently with reducing agents.
Inorganic oxidising agents can react with reducing agents to generate heat and products that may be gaseous (causing
pressurization of closed containers). The products may themselves be capable of further reactions (such as combustion in
the air).
Organic compounds in general have some reducing power and can in principle react with compounds in this class. Actual
reactivity varies greatly with the identity of the organic compound.
Inorganic oxidising agents can react violently with active metals, cyanides, esters, and thiocyanates.
Peroxides, in contact with inorganic cobalt and copper compounds, iron and iron compounds, acetone, metal oxide salts and
acids and bases can react with rapid, uncontrolled decomposition, leading to fires and explosions.
Inorganic reducing agents react with oxidizing agents to generate heat and products that may be flammable, combustible, or
otherwise reactive. Their reactions with oxidizing agents may be violent.
Incidents involving interaction of active oxidants and reducing agents, either by design or accident, are usually very energetic
and examples of so-called redox reactions.
WARNING: Avoid or control reaction with peroxides. All transition metal peroxides should be considered as potentially
explosive. For example transition metal complexes of alkyl hydroperoxides may decompose explosively.
The pi-complexes formed between chromium(0), vanadium(0) and other transition metals (haloarene-metal complexes) and
mono-or poly-fluorobenzene show extreme sensitivity to heat and are explosive.
Avoid reaction with borohydrides or cyanoborohydrides
Metals and their oxides or salts may react violently with chlorine trifluoride and bromine trifluoride.
These trifluorides are hypergolic oxidisers. They ignite on contact (without external source of heat or ignition) with recognised
fuels - contact with these materials, following an ambient or slightly elevated temperature, is often violent and may produce
ignition.
The state of subdivision may affect the results.
Avoid any contamination of this material as it is very reactive and any contamination is potentially hazardous
Reacts slowly with water.
CAUTION contamination with moisture will liberate explosive hydrogen gas, causing pressure build up in sealed containers.
Reacts violently with caustic soda, other alkalies - generating heat, highly flammable hydrogen gas.
If alkali is dry, heat generated may ignite hydrogen - if alkali is in solution may cause violent foaming
Avoid contact with copper, aluminium and their alloys.
Many metals may incandesce, react violently, ignite or react explosively upon addition of concentrated nitric acid.
Avoid storage with reducing agents.

SECTION 8 Exposure controls / personal protection
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Control parameters

Occupational Exposure Limits (OEL)

INGREDIENT DATA

Source Ingredient Material name TWA STEL Peak Notes

Australia Exposure
Standards

manganese
dioxide

Manganese, dust &
compounds (as Mn)

1 mg/m3
Not
Available

Not
Available

Not Available

Australia Exposure
Standards

potassium
hydroxide

Potassium hydroxide
Not
Available

Not
Available

2 mg/m3 Not Available

Australia Exposure
Standards

graphite
Graphite (all forms except
fibres) (respirable dust)
(natural & synthetic)

3 mg/m3
Not
Available

Not
Available

(e) Containing no asbestos and <
1% crystalline silica.

Australia Exposure
Standards

barium sulfate Barium sulphate 10 mg/m3
Not
Available

Not
Available

(a) This value is for inhalable
dust containing no asbestos and
< 1% crystalline silica.

Emergency Limits

Ingredient TEEL-1 TEEL-2 TEEL-3

manganese dioxide 4.7 mg/m3 7.9 mg/m3 690 mg/m3

manganese dioxide 4.2 mg/m3 6.9 mg/m3 41 mg/m3

iron 3.2 mg/m3 35 mg/m3 150 mg/m3

zinc 6 mg/m3 21 mg/m3 120 mg/m3

potassium hydroxide 0.18 mg/m3 2 mg/m3 54 mg/m3

graphite 6 mg/m3 330 mg/m3 2,000 mg/m3

barium sulfate 15 mg/m3 170 mg/m3 990 mg/m3

Ingredient Original IDLH Revised IDLH

manganese dioxide 500 mg/m3 Not Available

iron Not Available Not Available

zinc Not Available Not Available

potassium hydroxide Not Available Not Available

graphite 1,250 mg/m3 Not Available

barium sulfate Not Available Not Available

water Not Available Not Available

MATERIAL DATA

Exposure controls

Appropriate engineering
controls

Engineering controls are used to remove a hazard or place a barrier between the worker and the hazard. Well-designed
engineering controls can be highly effective in protecting workers and will typically be independent of worker interactions to
provide this high level of protection.
The basic types of engineering controls are:
Process controls which involve changing the way a job activity or process is done to reduce the risk.
Enclosure and/or isolation of emission source which keeps a selected hazard "physically" away from the worker and ventilation
that strategically "adds" and "removes" air in the work environment. Ventilation can remove or dilute an air contaminant if
designed properly. The design of a ventilation system must match the particular process and chemical or contaminant in use.
Employers may need to use multiple types of controls to prevent employee overexposure.

Employees exposed to confirmed human carcinogens should be authorized to do so by the employer, and work in a regulated
area.
Work should be undertaken in an isolated system such as a "glove-box" . Employees should wash their hands and arms
upon completion of the assigned task and before engaging in other activities not associated with the isolated system.
Within regulated areas, the carcinogen should be stored in sealed containers, or enclosed in a closed system, including
piping systems, with any sample ports or openings closed while the carcinogens are contained within.
Open-vessel systems are prohibited.
Each operation should be provided with continuous local exhaust ventilation so that air movement is always from ordinary
work areas to the operation.
Exhaust air should not be discharged to regulated areas, non-regulated areas or the external environment unless
decontaminated. Clean make-up air should be introduced in sufficient volume to maintain correct operation of the local
exhaust system.
For maintenance and decontamination activities, authorized employees entering the area should be provided with and
required to wear clean, impervious garments, including gloves, boots and continuous-air supplied hood. Prior to removing
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protective garments the employee should undergo decontamination and be required to shower upon removal of the garments
and hood.
Except for outdoor systems, regulated areas should be maintained under negative pressure (with respect to non-regulated
areas).
Local exhaust ventilation requires make-up air be supplied in equal volumes to replaced air.
Laboratory hoods must be designed and maintained so as to draw air inward at an average linear face velocity of 0.76 m/sec
with a minimum of 0.64 m/sec. Design and construction of the fume hood requires that insertion of any portion of the
employees body, other than hands and arms, be disallowed.

Personal protection

Eye and face protection

Safety glasses with unperforated side shields may be used where continuous eye protection is desirable, as in laboratories;
spectacles are not sufficient where complete eye protection is needed such as when handling bulk-quantities, where there is
a danger of splashing, or if the material may be under pressure.
Chemical goggles.whenever there is a danger of the material coming in contact with the eyes; goggles must be properly
fitted.
Full face shield (20 cm, 8 in minimum) may be required for supplementary but never for primary protection of eyes; these
afford face protection.
Alternatively a gas mask may replace splash goggles and face shields.
Contact lenses may pose a special hazard; soft contact lenses may absorb and concentrate irritants. A written policy
document, describing the wearing of lenses or restrictions on use, should be created for each workplace or task. This should
include a review of lens absorption and adsorption for the class of chemicals in use and an account of injury experience.
Medical and first-aid personnel should be trained in their removal and suitable equipment should be readily available. In the
event of chemical exposure, begin eye irrigation immediately and remove contact lens as soon as practicable. Lens should
be removed at the first signs of eye redness or irritation - lens should be removed in a clean environment only after workers
have washed hands thoroughly. [CDC NIOSH Current Intelligence Bulletin 59], [AS/NZS 1336 or national equivalent]

Skin protection See Hand protection below

Hands/feet protection

Elbow length PVC gloves
The selection of suitable gloves does not only depend on the material, but also on further marks of quality which vary from
manufacturer to manufacturer. Where the chemical is a preparation of several substances, the resistance of the glove material
can not be calculated in advance and has therefore to be checked prior to the application.
The exact break through time for substances has to be obtained from the manufacturer of the protective gloves and has to be
observed when making a final choice.
Personal hygiene is a key element of effective hand care. Gloves must only be worn on clean hands. After using gloves, hands
should be washed and dried thoroughly. Application of a non-perfumed moisturiser is recommended.
Suitability and durability of glove type is dependent on usage. Important factors in the selection of gloves include:
· frequency and duration of contact,
· chemical resistance of glove material,
· glove thickness and
· dexterity
Select gloves tested to a relevant standard (e.g. Europe EN 374, US F739, AS/NZS 2161.1 or national equivalent).
· When prolonged or frequently repeated contact may occur, a glove with a protection class of 5 or higher (breakthrough time
greater than 240 minutes according to EN 374, AS/NZS 2161.10.1 or national equivalent) is recommended.
· When only brief contact is expected, a glove with a protection class of 3 or higher (breakthrough time greater than 60 minutes
according to EN 374, AS/NZS 2161.10.1 or national equivalent) is recommended.
· Some glove polymer types are less affected by movement and this should be taken into account when considering gloves for
long-term use.
· Contaminated gloves should be replaced.
As defined in ASTM F-739-96 in any application, gloves are rated as:
· Excellent when breakthrough time > 480 min
· Good when breakthrough time > 20 min
· Fair when breakthrough time < 20 min
· Poor when glove material degrades
For general applications, gloves with a thickness typically greater than 0.35 mm, are recommended.
It should be emphasised that glove thickness is not necessarily a good predictor of glove resistance to a specific chemical, as the
permeation efficiency of the glove will be dependent on the exact composition of the glove material. Therefore, glove selection
should also be based on consideration of the task requirements and knowledge of breakthrough times.
Glove thickness may also vary depending on the glove manufacturer, the glove type and the glove model. Therefore, the
manufacturers technical data should always be taken into account to ensure selection of the most appropriate glove for the task.
Note: Depending on the activity being conducted, gloves of varying thickness may be required for specific tasks. For example:
· Thinner gloves (down to 0.1 mm or less) may be required where a high degree of manual dexterity is needed. However, these
gloves are only likely to give short duration protection and would normally be just for single use applications, then disposed of.
· Thicker gloves (up to 3 mm or more) may be required where there is a mechanical (as well as a chemical) risk i.e. where there
is abrasion or puncture potential
Gloves must only be worn on clean hands. After using gloves, hands should be washed and dried thoroughly. Application of a
non-perfumed moisturiser is recommended.

Protective gloves eg. Leather gloves or gloves with Leather facing

Body protection See Other protection below
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Other protection

Employees working with confirmed human carcinogens should be provided with, and be required to wear, clean, full body
protective clothing (smocks, coveralls, or long-sleeved shirt and pants), shoe covers and gloves prior to entering the
regulated area. [AS/NZS ISO 6529:2006 or national equivalent]
Employees engaged in handling operations involving carcinogens should be provided with, and required to wear and use
half-face filter-type respirators with filters for dusts, mists and fumes, or air purifying canisters or cartridges. A respirator
affording higher levels of protection may be substituted. [AS/NZS 1715 or national equivalent]
Emergency deluge showers and eyewash fountains, supplied with potable water, should be located near, within sight of, and
on the same level with locations where direct exposure is likely.
Prior to each exit from an area containing confirmed human carcinogens, employees should be required to remove and leave
protective clothing and equipment at the point of exit and at the last exit of the day, to place used clothing and equipment in
impervious containers at the point of exit for purposes of decontamination or disposal. The contents of such impervious
containers must be identified with suitable labels. For maintenance and decontamination activities, authorized employees
entering the area should be provided with and required to wear clean, impervious garments, including gloves, boots and
continuous-air supplied hood.
Prior to removing protective garments the employee should undergo decontamination and be required to shower upon
removal of the garments and hood.

· During repair or maintenance activities the potential exists for exposures to toxic metal particulate in excess of the occupational
standards. Under these circumstances, protecting workers can require the use of specific work practices or procedures involving
the combined use of ventilation, wet and vacuum cleaning methods, respiratory protection, decontamination, special protective
clothing, and when necessary, restricted work zones.
· Protective over-garments or work clothing must be worn by persons who may become contaminated with particulate during
activities such as machining, furnace rebuilding, air cleaning equipment filter changes, maintenance, furnace tending, etc.
Contaminated work clothing and over-garments must be managed in a controlled manner to prevent secondary exposure to
workers of third parties, to prevent the spread of particulate to other areas, and to prevent particulate from being taken home by
workers.
· Personnel who handle and work with molten metal should utilise primary protective clothing like polycarbonate face shields, fire
resistant tapper's jackets, neck shades (snoods), leggings, spats and similar equipment to prevent burn injuries. In addition to
primary protection, secondary or day-to-day work clothing that is fire resistant and sheds metal splash is recommended for use
with molten metal. Synthetic materials should never be worn even as secondary clothing (undergarments).

Overalls.
PVC Apron.
PVC protective suit may be required if exposure severe.
Eyewash unit.
Ensure there is ready access to a safety shower.

Recommended material(s)

GLOVE SELECTION INDEX

Glove selection is based on a modified presentation of the:

"Forsberg Clothing Performance Index".

The effect(s) of the following substance(s) are taken into account in the

computer-generated selection:

ACR Electronics ELT 4000 Family

Material CPI

BUTYL A

NEOPRENE A

NATURAL RUBBER C

NATURAL+NEOPRENE C

NITRILE C

NITRILE+PVC C

PVA C

PVC C

VITON C

* CPI - Chemwatch Performance Index

A: Best Selection

B: Satisfactory; may degrade after 4 hours continuous immersion

C: Poor to Dangerous Choice for other than short term immersion

NOTE: As a series of factors will influence the actual performance of the glove,

a final selection must be based on detailed observation. -

* Where the glove is to be used on a short term, casual or infrequent basis,

factors such as "feel" or convenience (e.g. disposability), may dictate a choice

of gloves which might otherwise be unsuitable following long-term or frequent

use. A qualified practitioner should be consulted.

Respiratory protection

Type -P Filter of sufficient capacity. (AS/NZS 1716 & 1715, EN 143:2000 &

149:2001, ANSI Z88 or national equivalent)

Required Minimum
Protection Factor

Half-Face
Respirator

Full-Face
Respirator

Powered Air
Respirator

up to 10 x ES
P1
Air-line*

-
-

PAPR-P1
-

up to 50 x ES Air-line** P2 PAPR-P2

up to 100 x ES - P3 -

Air-line* -

100+ x ES - Air-line** PAPR-P3

* - Negative pressure demand ** - Continuous flow

A(All classes) = Organic vapours, B AUS or B1 = Acid gasses, B2 = Acid gas

or hydrogen cyanide(HCN), B3 = Acid gas or hydrogen cyanide(HCN), E =

Sulfur dioxide(SO2), G = Agricultural chemicals, K = Ammonia(NH3), Hg =

Mercury, NO = Oxides of nitrogen, MB = Methyl bromide, AX = Low boiling

point organic compounds(below 65 degC)

If inhalation risk above the TLV exists, wear approved dust respirator.

Use respirators with protection factors appropriate for the exposure level.

Up to 5 X TLV, use valveless mask type; up to 10 X TLV, use 1/2 mask dust

respirator

Up to 50 X TLV, use full face dust respirator or demand type C air supplied

respirator

Up to 500 X TLV, use powered air-purifying dust respirator or a Type C

pressure demand supplied-air respirator

Over 500 X TLV wear full-face self-contained breathing apparatus with

positive pressure mode or a combination respirator with a Type C positive

pressure supplied-air full-face respirator and an auxiliary self-contained

breathing apparatus operated in pressure demand or other positive

pressure mode
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· Respirators may be necessary when engineering and administrative controls

do not adequately prevent exposures.

· The decision to use respiratory protection should be based on professional

judgment that takes into account toxicity information, exposure measurement

data, and frequency and likelihood of the worker's exposure - ensure users are

not subject to high thermal loads which may result in heat stress or distress

due to personal protective equipment (powered, positive flow, full face

apparatus may be an option).

· Published occupational exposure limits, where they exist, will assist in

determining the adequacy of the selected respiratory protection. These may be

government mandated or vendor recommended.

· Certified respirators will be useful for protecting workers from inhalation of

particulates when properly selected and fit tested as part of a complete

respiratory protection program.

· Where protection from nuisance levels of dusts are desired, use type N95

(US) or type P1 (EN143) dust masks. Use respirators and components tested

and approved under appropriate government standards such as NIOSH (US)

or CEN (EU)

· Use approved positive flow mask if significant quantities of dust becomes

airborne.

· Try to avoid creating dust conditions.

Where significant concentrations of the material are likely to enter the breathing

zone, a Class P3 respirator may be required.

Class P3 particulate filters are used for protection against highly toxic or highly

irritant particulates.

Filtration rate: Filters at least 99.95% of airborne particles

Suitable for:

· Relatively small particles generated by mechanical processes eg. grinding,

cutting, sanding, drilling, sawing.

· Sub-micron thermally generated particles e.g. welding fumes, fertilizer and

bushfire smoke.

· Biologically active airborne particles under specified infection control

applications e.g. viruses, bacteria, COVID-19, SARS

· Highly toxic particles e.g. Organophosphate Insecticides, Radionuclides,

Asbestos

Note: P3 Rating can only be achieved when used with a Full Face Respirator

or Powered Air-Purifying Respirator (PAPR). If used with any other respirator, it

will only provide filtration protection up to a P2 rating.

SECTION 9 Physical and chemical properties

Information on basic physical and chemical properties

Appearance Solid.

Physical state Divided Solid
Relative density (Water =

1)
Not Available

Odour Not Available
Partition coefficient

n-octanol / water
Not Available

Odour threshold Not Available
Auto-ignition temperature

(°C)
Not Applicable

pH (as supplied) Not Applicable
Decomposition

temperature (°C)
Not Available

Melting point / freezing
point (°C)

Not Available Viscosity (cSt) Not Applicable

Initial boiling point and
boiling range (°C)

Not Applicable Molecular weight (g/mol) Not Applicable

Flash point (°C) Not Applicable Taste Not Available

Evaporation rate Not Available Explosive properties Not Available

Flammability Not Applicable Oxidising properties Not Available

Upper Explosive Limit (%) Not Applicable
Surface Tension (dyn/cm

or mN/m)
Not Applicable

Lower Explosive Limit (%) Not Applicable Volatile Component (%vol) Not Available

Vapour pressure (kPa) Not Applicable Gas group Not Available
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Solubility in water Not Applicable pH as a solution (1%) Not Available

Vapour density (Air = 1) Not Available VOC g/L Not Available

SECTION 10 Stability and reactivity

Reactivity See section 7

Chemical stability

Presence of heat source and ignition source
Unstable in the presence of incompatible materials.
Product is considered stable.
Hazardous polymerisation will not occur.

Possibility of hazardous
reactions

See section 7

Conditions to avoid See section 7

Incompatible materials See section 7

Hazardous decomposition
products

See section 5

SECTION 11 Toxicological information

Information on toxicological effects

Inhaled

Strong evidence exists that exposure to the material may produce very serious irreversible damage (other than carcinogenesis,
mutagenesis and teratogenesis) following a single exposure by inhalation.
Evidence shows, or practical experience predicts, that the material produces irritation of the respiratory system, in a substantial
number of individuals, following inhalation. In contrast to most organs, the lung is able to respond to a chemical insult by first
removing or neutralising the irritant and then repairing the damage. The repair process, which initially evolved to protect
mammalian lungs from foreign matter and antigens, may however, produce further lung damage resulting in the impairment of
gas exchange, the primary function of the lungs. Respiratory tract irritation often results in an inflammatory response involving the
recruitment and activation of many cell types, mainly derived from the vascular system.
Inhalation of alkaline corrosives may produce irritation of the respiratory tract with coughing, choking, pain and mucous
membrane damage. Pulmonary oedema may develop in more severe cases; this may be immediate or in most cases following a
latent period of 5-72 hours. Symptoms may include a tightness in the chest, dyspnoea, frothy sputum, cyanosis and dizziness.
Findings may include hypotension, a weak and rapid pulse and moist rales.
Inhalation of dusts, generated by the material during the course of normal handling, may produce severe damage to the health of
the individual. Relatively small amounts absorbed from the lungs may prove fatal.
Inhalation of of potassium hydroxide dust may be fatal due to spasm, inflammation and oedema of the larynx and bronchi,
chemical pneumonitis and severe pulmonary oedema. Symptoms of overexposure include burning sensation, coughing,
wheezing, laryngitis, shortness of breath, headache, nausea and vomiting
Persons with impaired respiratory function, airway diseases and conditions such as emphysema or chronic bronchitis, may incur
further disability if excessive concentrations of particulate are inhaled.
If prior damage to the circulatory or nervous systems has occurred or if kidney damage has been sustained, proper screenings
should be conducted on individuals who may be exposed to further risk if handling and use of the material result in excessive
exposures.
Manganese fume is toxic and produces nervous system effects characterised by tiredness. Acute poisoning is rare although
acute inflammation of the lungs may occur. A chemical pneumonia may also result from frequent exposure. Inhalation of freshly
formed metal oxide particles sized below 1.5 microns and generally between 0.02 to 0.05 microns may result in "metal fume
fever". Symptoms may be delayed for up to 12 hours and begin with the sudden onset of thirst, and a sweet, metallic or foul taste
in the mouth. Other symptoms include upper respiratory tract irritation accompanied by coughing and a dryness of the mucous
membranes, lassitude and a generalised feeling of malaise. Mild to severe headache, nausea, occasional vomiting, fever or
chills, exaggerated mental activity, profuse sweating, diarrhoea, excessive urination and prostration may also occur. Tolerance to
the fumes develops rapidly, but is quickly lost. All symptoms usually subside within 24-36 hours following removal from exposure.

Inhalation of freshly formed metal oxide particles sized below 1.5 microns and generally between 0.02 to 0.05 microns may result
in "metal fume fever". Symptoms may be delayed for up to 12 hours and begin with the sudden onset of thirst, and a sweet,
metallic or foul taste in the mouth. Other symptoms include upper respiratory tract irritation accompanied by coughing and a
dryness of the mucous membranes, lassitude and a generalised feeling of malaise. Mild to severe headache, nausea, occasional
vomiting, fever or chills, exaggerated mental activity, profuse sweating, diarrhoea, excessive urination and prostration may also
occur. Tolerance to the fumes develops rapidly, but is quickly lost. All symptoms usually subside within 24-36 hours following
removal from exposure.
Inhalation of dusts, generated by the material, during the course of normal handling, may be harmful.

Ingestion

Accidental ingestion of the material may be harmful; animal experiments indicate that ingestion of less than 150 gram may be
fatal or may produce serious damage to the health of the individual.

Strong evidence exists that exposure to the material may produce very serious irreversible damage (other than carcinogenesis,
mutagenesis and teratogenesis) following a single exposure by swallowing.
Ingestion of alkaline corrosives may produce immediate pain, and circumoral burns. Mucous membrane corrosive damage is
characterised by a white appearance and soapy feel; this may then become brown, oedematous and ulcerated. Profuse

Chemwatch: 318-333

Version No: 2.1

Page 13 of 23

ACR Electronics ELT 4000 Family

Issue Date: 09/22/2021

Print Date: 01/18/2023

Continued...



salivation with an inability to swallow or speak may also result. Even where there is limited or no evidence of chemical burns,
both the oesophagus and stomach may experience a burning pain; vomiting and diarrhoea may follow. The vomitus may be thick
and may be slimy (mucous) and may eventually contain blood and shreds of mucosa. Epiglottal oedema may result in respiratory
distress and asphyxia. Marked hypotension is symptomatic of shock; a weak and rapid pulse, shallow respiration and clammy
skin may also be evident. Circulatory collapse may occur and, if uncorrected, may produce renal failure. Severe exposures may
result in oesophageal or gastric perforation accompanied by mediastinitis, substernal pain, peritonitis, abdominal rigidity and
fever. Although oesophageal, gastric or pyloric stricture may be evident initially, these may occur after weeks or even months and
years. Death may be quick and results from asphyxia, circulatory collapse or aspiration of even minute amounts. Death may also
be delayed as a result of perforation, pneumonia or the
effects of stricture formation.
Poisonings rarely occur after oral administration of manganese salts as they are generally poorly absorbed from the gut
(generally less than 4%) and seems to be dependent, in part, on levels of dietary iron and may increase following the
consumption of alcohol. A side-effect of oral manganese administration is an increase in losses of calcium in the faeces and a
subsequent lowering of calcium blood levels. Absorbed manganese tends to be slowly excreted in the bile. Divalent manganese
appears to be 2.5-3 times more toxic than the trivalent form.
The material can produce severe chemical burns within the oral cavity and gastrointestinal tract following ingestion.

Skin Contact

The material can produce severe chemical burns following direct contact with the skin.

Strong evidence exists that exposure to the material may produce very serious irreversible damage (other than carcinogenesis,
mutagenesis and teratogenesis) following a single exposure by skin contact.
Contact with aluminas (aluminium oxides) may produce a form of irritant dermatitis accompanied by pruritus.
Though considered non-harmful, slight irritation may result from contact because of the abrasive nature of the aluminium oxide
particles.
Potassium hydroxide burns are not immediately painful; onset of pain may be delayed minutes or hours; thus care should be
taken to avoid contamination of gloves and boots.
Skin contact with alkaline corrosives may produce severe pain and burns; brownish stains may develop. The corroded area may
be soft, gelatinous and necrotic; tissue destruction may be deep.
Irritation and skin reactions are possible with sensitive skin
Open cuts, abraded or irritated skin should not be exposed to this material
Entry into the blood-stream through, for example, cuts, abrasions, puncture wounds or lesions, may produce systemic injury with
harmful effects. Examine the skin prior to the use of the material and ensure that any external damage is suitably protected.

Limited evidence exists, or practical experience predicts, that the material either produces inflammation of the skin in a
substantial number of individuals following direct contact, and/or produces significant inflammation when applied to the healthy
intact skin of animals, for up to four hours, such inflammation being present twenty-four hours or more after the end of the
exposure period. Skin irritation may also be present after prolonged or repeated exposure; this may result in a form of contact
dermatitis (nonallergic). The dermatitis is often characterised by skin redness (erythema) and swelling (oedema) which may
progress to blistering (vesiculation), scaling and thickening of the epidermis. At the microscopic level there may be intercellular
oedema of the spongy layer of the skin (spongiosis) and intracellular oedema of the epidermis.

Eye

When applied to the eye(s) of animals, the material produces severe ocular lesions which are present twenty-four hours or more
after instillation.
Direct contact with alkaline corrosives may produce pain and burns. Oedema, destruction of the epithelium, corneal opacification
and iritis may occur. In less severe cases these symptoms tend to resolve. In severe injuries the full extent of the damage may
not be immediately apparent with late complications comprising a persistent oedema, vascularisation and corneal scarring,
permanent opacity, staphyloma, cataract, symblepharon and loss of sight.
The material can produce severe chemical burns to the eye following direct contact. Vapours or mists may be extremely irritating.
Contact with the eye, by metal dusts, may produce mechanical abrasion or foreign body penetration of the eyeball. Iron particles
embedded in the eye may produce a condition known as ocular siderosis; effects include discolouration of the cornea and iris
and pupillary effects such as poor reaction to light and accommodation. Particles entering the lens may produce cataracts. A rare
consequence of ocular siderosis is glaucoma.

Chronic

Repeated or prolonged exposure to corrosives may result in the erosion of teeth, inflammatory and ulcerative changes in the
mouth and necrosis (rarely) of the jaw. Bronchial irritation, with cough, and frequent attacks of bronchial pneumonia may ensue.
Gastrointestinal disturbances may also occur. Chronic exposures may result in dermatitis and/or conjunctivitis.
Long-term exposure to respiratory irritants may result in disease of the airways involving difficult breathing and related systemic
problems.
Strong evidence exists that the substance may cause irreversible but non-lethal mutagenic effects following a single exposure.
On the basis of epidemiological data, the material is regarded as carcinogenic to humans. There is sufficient data to establish a
causal association between human exposure to the material and the development of cancer.
Toxic: danger of serious damage to health by prolonged exposure through inhalation, in contact with skin and if swallowed. 
Serious damage (clear functional disturbance or morphological change which may have toxicological significance) is likely to be
caused by repeated or prolonged exposure. As a rule the material produces, or contains a substance which produces severe
lesions. Such damage may become apparent following direct application in subchronic (90 day) toxicity studies or following
sub-acute (28 day) or chronic (two-year) toxicity tests.
Exposure to the material may cause concerns for human fertility, generally on the basis that results in animal studies provide
sufficient evidence to cause a strong suspicion of impaired fertility in the absence of toxic effects, or evidence of impaired fertility
occurring at around the same dose levels as other toxic effects, but which are not a secondary non-specific consequence of other
toxic effects.

Exposure to the material may cause concerns for humans owing to possible developmental toxic effects, generally on the basis
that results in appropriate animal studies provide strong suspicion of developmental toxicity in the absence of signs of marked
maternal toxicity, or at around the same dose levels as other toxic effects but which are not a secondary non-specific
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consequence of other toxic effects.
Limited evidence suggests that repeated or long-term occupational exposure may produce cumulative health effects involving
organs or biochemical systems.
Chronic exposure to aluminas (aluminium oxides) of particle size 1.2 microns did not produce significant systemic or respiratory
system effects in workers. Epidemiologic surveys have indicated an excess of nonmalignant respiratory disease in workers
exposed to aluminum oxide during abrasives production.
Very fine Al2O3 powder was not fibrogenic in rats, guinea pigs, or hamsters when inhaled for 6 to 12 months and sacrificed
at periods up to 12 months following the last exposure.
When hydrated aluminas were injected intratracheally, they produced dense and numerous nodules of advanced fibrosis in rats,
a reticulin network with occasional collagen fibres in mice and guinea pigs, and only a slight reticulin network in rabbits. Shaver's
disease, a rapidly progressive and often fatal interstitial fibrosis of the lungs, is associated with a process involving the fusion of
bauxite (aluminium oxide) with iron, coke and silica at 2000 deg. C.
The weight of evidence suggests that catalytically active alumina and the large surface area aluminas can induce lung
fibrosis(aluminosis) in experimental animals, but only when given by the intra-tracheal route. The pertinence of such experiments
in relation to workplace exposure is doubtful especially since it has been demonstrated that the most reactive of the aluminas (i.e.
the chi and gamma forms), when given by inhalation, are non-fibrogenic in experimental animals. However rats exposed by
inhalation to refractory aluminium fibre showed mild fibrosis and possibly carcinogenic effects indicating that fibrous aluminas
might exhibit different toxicology to non-fibrous forms. Aluminium oxide fibres administered by the intrapleural route produce clear
evidence of carcinogenicity.
Saffil fibre an artificially produced form alumina fibre used as refractories, consists of over 95% alumina, 3-4 % silica. Animal
tests for fibrogenic, carcinogenic potential and oral toxicity have included in-vitro, intraperitoneal injection, intrapleural injection,
inhalation, and feeding. The fibre has generally been inactive in animal studies. Also studies of Saffil dust clouds show very low
respirable fraction.
There is general agreement that particle size determines that the degree of pathogenicity (the ability of a micro-organism to
produce infectious disease) of elementary aluminium, or its oxides or hydroxides when they occur as dusts, fumes or vapours.
Only those particles small enough to enter the alveolii (sub 5 um) are able to produce pathogenic effects in the lungs.
Chronic symptoms produced by crystalline silicas included decreased vital lung capacity and chest infections. Lengthy exposure
may cause silicosis a disabling form of pneumoconiosis which may lead to fibrosis, a scarring of the lining of the air sacs in the
lung.
The form and severity in which silicosis manifests itself depends in part on the type and extent of exposure to silica dusts:
chronic, accelerated and acute forms are all recognized. In later stages the critical condition may become disabling and
potentially fatal. Restrictive and/or obstructive lung function changes may result from chronic exposure. A risk associated with
silicosis is development of pulmonary tuberculosis (silico-tuberculosis). Respiratory insufficiencies due to massive fibrosis and
reduced pulmonary function, possibly with accompanying heart failure, are other potential causes of death due to silicosis.
Not all individuals with silicosis will exhibit symptoms (signs) of the disease. However, silicosis can be progressive, and
symptoms may potentially appear years after exposures have ceased. Symptoms of silicosis may include (but are
not limited to): Shortness of breath; difficulty breathing with or without exertion; coughing; diminished work capacity; diminished
chest expansion; reduction of lung volume; heart enlargement and/or failure.
Respirable dust containing newly broken particles has been shown to be more hazardous to animals in laboratory tests than
respirable dust containing older silica particles of similar size. Respirable silica particles which had aged for sixty days or more
showed less lung injury in animals than equal exposures of respirable dust containing newly broken pieces of silica. There are
reports in the literature indicating that crystalline silica exposure may be associated with adverse health effects involving the
kidney, scleroderma (thickening of the skin caused by swelling and thickening of fibrous tissue) and other autoimmune and
immunity-related disorders. Several studies of persons with silicosis or silica exposure also indicate or suggest increased risk of
developing lung cancer, a risk that may increase with the duration of exposure. Many of these studies of silicosis do not account
for lung cancer confounders, especially smoking.
Symptoms may appear 8 to 18 months after initial exposure. Smoking increases this risk. Classic silicosis is a chronic disease
characterised by the formation of scattered, rounded or stellate silica-containing nodules of scar tissue in the lungs ranging from
microscopic to 1.0 cm or more. The nodules isolate the inhaled silica particles and protect the surrounding normal and
functioning tissue from continuing injury. Simple silicosis (in which the nodules are less than 1.0 cm in diameter) is generally
asymptomatic but may be slowly progressive even in the absence of continuing exposure. Simple silicosis can develop in
complicated silicoses (in which nodules are greater than 1.0 cm in diameter) and can produce disabilities including an associated
tuberculous infection (which 50 years ago accounted for 75% of the deaths among silicotic workers). Crystalline silica deposited
in the lungs causes epithelial and macrophage injury and activation. Crystalline silica translocates to the interstitium and the
regional lymph nodes and cause the recruitment of inflammatory cells in a dose dependent manner. In humans, a large fraction
of crystalline silica persists in the lungs. The question of potential carcinogenicity associated with chronic inhalation of crystalline
silica remains equivocal with some studies supporting the proposition and others finding no significant association. The results of
recent epidemiological studies suggest that lung cancer risk is elevated only in those patients with overt silicosis. A relatively
large number of epidemiological studies have been undertaken and in some, increased risk gradients have been observed in
relation to dose surrogates - cumulative exposure, duration of exposure, the presence of radiographically defined silicosis, and
peak intensity exposure. Chronic inhalation in rats by single or repeated intratracheal instillation produced a significant increase
in the incidences of adenocarcinomas and squamous cell carcinomas of the lung. Lifetime inhalation of crystalline silica (87%
alpha-quartz) at 1 mg/m3 (74% respirable) by rats, produced an increase in animals with keratinising cystic squamous cell
tumours, adenomas, adenocarcinomas, adenosquamous cell carcinomas, squamous cell carcinoma and nodular bronchiolar
alveolar hyperplasia accompanied by extensive subpleural and peribronchiolar fibrosis, increased pulmonary collagen content,
focal lipoproteinosis and macrophage infiltration. Thoracic and abdominal malignant lymphomas developed in rats after single
intrapleural and intraperitoneal injection of suspensions of several types of quartz.
Some studies show excess numbers of cases of schleroderma, connective tissue disorders, lupus, rheumatoid arthritis chronic
kidney diseases, and end-stage kidney disease in workers
NOTE: Some jurisdictions require health surveillance be conducted on workers occupationally exposed to silica, crystalline. Such
surveillance should emphasise

·         demography, occupational and medical history and health advice
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·         standardised respiratory function tests such as FEV1, FVC and FEV1/FVC
·         standardised respiratory function tests such as FV1, FVC and FEV1/FVC
·         chest X-ray, full size PA view
·         records of personal exposure

Overexposure to the breathable dust may cause coughing, wheezing, difficulty in breathing and impaired lung function. Chronic
symptoms may include decreased vital lung capacity and chest infections. Repeated exposures in the workplace to high levels of
fine-divided dusts may produce a condition known as pneumoconiosis, which is the lodgement of any inhaled dusts in the lung,
irrespective of the effect. This is particularly true when a significant number of particles less than 0.5 microns (1/50000 inch) are
present. Lung shadows are seen in the X-ray. Symptoms of pneumoconiosis may include a progressive dry cough, shortness of
breath on exertion, increased chest expansion, weakness and weight loss. As the disease progresses, the cough produces
stringy phlegm, vital capacity decreases further, and shortness of breath becomes more severe. Other signs or symptoms include
changed breath sounds, reduced oxygen uptake during exercise, emphysema and rarely, pneumothorax (air in the lung cavity).
Removing workers from the possibility of further exposure to dust generally stops the progress of lung abnormalities. When there
is high potential for worker exposure, examinations at regular period with emphasis on lung function should be performed.
Inhaling dust over an extended number of years may cause pneumoconiosis, which is the accumulation of dusts in the lungs and
the subsequent tissue reaction. This may or may not be reversible.
Chronic excessive iron exposure has been associated with haemosiderosis and consequent possible damage to the liver and
pancreas. Haemosiderin is a golden-brown insoluble protein produced by phagocytic digestion of haematin (an iron-based
pigment). Haemosiderin is found in most tissues, especially in the liver, in the form of granules. Other sites of haemosiderin
deposition include the pancreas and skin. A related condition, haemochromatosis, which involves a disorder of metabolism of
these deposits, may produce cirrhosis of the liver, diabetes, and bronze pigmentation of the skin - heart failure may eventually
occur.
Such exposure may also produce conjunctivitis, choroiditis, retinitis (both inflammatory conditions involving the eye) and siderosis
of tissues if iron remains in these tissues. Siderosis is a form of pneumoconiosis produced by iron dusts. Siderosis also includes
discoloration of organs, excess circulating iron and degeneration of the retina, lens and uvea as a result of the deposition of
intraocular iron. Siderosis might also involve the lungs - involvement rarely develops before ten years of regular exposure. Often
there is an accompanying inflammatory reaction of the bronchi. Permanent scarring of the lungs does not normally occur.
High levels of iron may raise the risk of cancer. This concern stems from the theory that iron causes oxidative damage to tissues
and organs by generating highly reactive chemicals, called free radicals, which subsequently react with DNA. Cells may be
disrupted and may be become cancerous. People whose genetic disposition prevents them from keeping tight control over iron
(e.g. those with the inherited disorder, haemochromatosis) may be at increased risk.
Iron overload in men may lead to diabetes, arthritis, liver cancer, heart irregularities and problems with other organs as iron builds
up.
[K. Schmidt, New Scientist, No. 1919 pp.11-12, 2nd April, 1994]
Repeated or prolonged exposure may also damage the liver and may cause a decrease in the heart rate. Systemic poisoning
may result from inhalation or chronic ingestion of manganese containing substances. Progressive and permanent disability can
occur from chronic manganese poisoning if it is not treated, but it is not fatal.
Chronic exposure has been associated with two major effects; bronchitis/pneumonitis following inhalation of manganese dusts
and "manganism", a neuropsychiatric disorder that may also arise from inhalation exposures. Chronic exposure to low levels may
result in the accumulation of toxic concentrations in critical organs. The brain in particular appears to sustain cellular damage to
the ganglion. Symptoms appear before any pathology is evident and may include a mask-like facial expression, spastic gait,
tremors, slurred speech, sometimes dystonia (disordered muscle tone), fatigue, anorexia, asthenia (loss of strength and energy),
apathy and the inability to concentrate. Insomnia may be an early finding. Chronic poisoning may occur over a 6-24 month period
depending on exposure levels.
The onset of chronic manganese poisoning is insidious, with apathy, anorexia weakness, headache and spasms. Manganese
psychosis follows with certain definitive features: unaccountable laughter, euphoria, impulsive acts, absentmindedness, mental
confusion, aggressiveness and hallucinations. The final stage is characterised by speech difficulties, muscular twitching, spastic
gait and other nervous system effects. Symptoms resemble those of Parkinson's disease. Rat studies indicate the gradual
accumulation of brain manganese to produce lesions mimicking those found in Parkinsonism. If the disease is diagnosed whilst
still in the early stages and the patient is removed from exposure, the course may be reversed.
Inhalation of manganese fumes may cause 'metal fume fever' characterised by flu-like symptoms: fever, chill, nausea, weakness
and body aches. Manganese dust is no longer believed to be a causative factor in pneumonia. If there is any relationship at all, it
appears to be as an aggravating factor to a preexisting condition.
Prolonged or repeated eye contact may result in conjunctivitis.
Manganese is an essential trace element in all living organisms with the level of tissue manganese remaining remarkably
constant throughout life.
Following an oral intake of extremely high doses of zinc (where 300 mg Zn/d – 20 times the US Recommended Dietary
Allowance (RDA) – is a "low intake" overdose), nausea, vomiting, pain, cramps and diarrhea may occur. There is evidence of
induced copper deficiency, alterations of blood lipoprotein levels, increased levels of LDL, and decreased levels of HDL at
long-term intakes of 100 mg Zn/d. The USDA RDA is 15 mg Zn/d.
There is also a condition called the "zinc shakes" or "zinc chills" or metal fume fever that can be induced by the inhalation of
freshly formed zinc oxide formed during the welding of galvanized materials.
Supplemental zinc can prevent iron absorption, leading to iron deficiency and possible peripheral neuropathy, with loss of
sensation in extremities.
Zinc is necessary for normal fetal growth and development. Fetal damage may result from zinc deficiency. Only one report in the
literature suggested adverse developmental effects in humans due to exposure to excessive levels of zinc. Four women were
given zinc supplements of 0.6 mg zinc/kg/day as zinc sulfate during the third trimester of pregnancy. Three of the women had
premature deliveries, and one delivered a stillborn infant. However, the significance of these results cannot be determined
because very few details were given regarding the study protocol, reproductive histories, and the nutritional status of the women.
Other human studies have found no developmental effects in the newborns of mothers consuming 0.3 mg zinc/kg/day as zinc
sulfate or zinc citrate or 0.06 mg zinc/kg/day as zinc aspartate during the last two trimesters. There has been a suggestion that
increased serum zinc levels in pregnant women may be associated with an increase in neural tube defects, but others have failed
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to confirm this association. The developmental toxicity of zinc in experimental animals has been evaluated in a number of
investigations. Exposure to high levels of zinc in the diet prior to and/or during gestation has been associated with increased fetal
resorptions, reduced fetal weights, altered tissue concentrations of fetal iron and copper, and reduced growth in the offspring.
Animal studies suggest that exposure to very high levels of dietary zinc is associated with reduced fetal weight, alopecia,
decreased hematocrit, and copper deficiency in offspring. For example, second generation mice exposed to zinc carbonate
during gestation and lactation (260 mg/kg/day in the maternal diet), and then continued on that diet for 8 weeks, had reduced
body weight, alopecia, and signs of copper deficiency (e.g., lowered hematocrit and occasional achromotrichia [loss of hair
colour]. Similarly, mink kits from dams that ingested a time-weighted-average dose of 20.8 mg zinc/kg/day as zinc sulfate also
had alopecia and achromotrichia. It is likely that the alopecia resulted from zinc-induced copper deficiency, which is known to
cause alopecia in monkeys. However, no adverse effects were observed in parental mice or mink. No effects on reproduction
were reported in rats exposed to 50 mg zinc/kg/day as zinc carbonate; however, increased stillbirths were observed in rats
exposed to 250 mg zinc/kg/day.
Welding or flame cutting of metals with zinc or zinc dust coatings may result in inhalation of zinc oxide fume; high concentrations
of zinc oxide fume may result in "metal fume fever"; also known as "brass chills", an industrial disease of short duration. [I.L.O]
Symptoms include malaise, fever, weakness, nausea and may appear quickly if operations occur in enclosed or poorly ventilated
areas.
Genotoxicity studies conducted in a variety of test systems have failed to provide evidence for mutagenicity of zinc. However,
there are indications of weak clastogenic effects following zinc exposure.

ACR Electronics ELT 4000
Family

TOXICITY IRRITATION

Not Available Not Available

manganese dioxide

TOXICITY IRRITATION

Oral (Rat) LD50; >3478 mg/kg[2] Eye: no adverse effect observed (not irritating)[1]

Skin: no adverse effect observed (not irritating)[1]

iron
TOXICITY IRRITATION

Oral (Rat) LD50; 98600 mg/kg[2] Not Available

zinc

TOXICITY IRRITATION

Dermal (rabbit) LD50: 1130 mg/kg[2] Eye: no adverse effect observed (not irritating)[1]

Oral (Rat) LD50; >2000 mg/kg[1] Skin: no adverse effect observed (not irritating)[1]

potassium hydroxide

TOXICITY IRRITATION

Oral (Rat) LD50; 273 mg/kg[2] Eye (rabbit):1mg/24h rinse-moderate

Skin (human): 50 mg/24h SEVERE

Skin (rabbit): 50 mg/24h SEVERE

graphite

TOXICITY IRRITATION

Inhalation(Rat) LC50: >2 mg/L4h[1] Not Available

Oral (Rat) LD50; >2000 mg/kg[1]

barium sulfate

TOXICITY IRRITATION

dermal (rat) LD50: >2000 mg/kg[1] Not Available

Oral (Mouse) LD50; >3000 mg/kg[2]

water
TOXICITY IRRITATION

Oral (Rat) LD50; >90000 mg/kg[2] Not Available

Legend: 1. Value obtained from Europe ECHA Registered Substances - Acute toxicity 2. Value obtained from manufacturer's SDS.
 Unless otherwise specified data extracted from RTECS - Register of Toxic Effect of chemical Substances

ZINC
The material may cause skin irritation after prolonged or repeated exposure and may produce a contact dermatitis (nonallergic).
This form of dermatitis is often characterised by skin redness (erythema) and swelling epidermis. Histologically there may be
intercellular oedema of the spongy layer (spongiosis) and intracellular oedema of the epidermis.

POTASSIUM HYDROXIDE

The material may produce moderate eye irritation leading to inflammation. Repeated or prolonged exposure to irritants may
produce conjunctivitis.
The material may produce severe skin irritation after prolonged or repeated exposure, and may produce a contact dermatitis
(nonallergic). This form of dermatitis is often characterised by skin redness (erythema) thickening of the epidermis.
Histologically there may be intercellular oedema of the spongy layer (spongiosis) and intracellular oedema of the epidermis.
Prolonged contact is unlikely, given the severity of response, but repeated exposures may produce severe ulceration.
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Legend:  – Data either not available or does not fill the criteria for classification
 – Data available to make classification

MANGANESE DIOXIDE &
ZINC & GRAPHITE &
BARIUM SULFATE &

WATER

No significant acute toxicological data identified in literature search.

POTASSIUM HYDROXIDE
& GRAPHITE

Asthma-like symptoms may continue for months or even years after exposure to the material ends. This may be due to a
non-allergic condition known as reactive airways dysfunction syndrome (RADS) which can occur after exposure to high levels of
highly irritating compound. Main criteria for diagnosing RADS include the absence of previous airways disease in a non-atopic
individual, with sudden onset of persistent asthma-like symptoms within minutes to hours of a documented exposure to the
irritant. Other criteria for diagnosis of RADS include a reversible airflow pattern on lung function tests, moderate to severe
bronchial hyperreactivity on methacholine challenge testing, and the lack of minimal lymphocytic inflammation, without
eosinophilia. RADS (or asthma) following an irritating inhalation is an infrequent disorder with rates related to the concentration of
and duration of exposure to the irritating substance. On the other hand, industrial bronchitis is a disorder that occurs as a result of
exposure due to high concentrations of irritating substance (often particles) and is completely reversible after exposure ceases.
The disorder is characterized by difficulty breathing, cough and mucus production.

Acute Toxicity Carcinogenicity

Skin Irritation/Corrosion Reproductivity

Serious Eye
Damage/Irritation

STOT - Single Exposure

Respiratory or Skin
sensitisation

STOT - Repeated Exposure

Mutagenicity Aspiration Hazard

SECTION 12 Ecological information

Toxicity

ACR Electronics ELT 4000
Family

Endpoint Test Duration (hr) Species Value Source

Not
Available

Not Available Not Available
Not
Available

Not
Available

manganese dioxide

Endpoint Test Duration (hr) Species Value Source

EC50 48h Crustacea >0.022mg/l 2

NOEC(ECx) 48h Crustacea 0.022mg/l 2

iron

Endpoint Test Duration (hr) Species Value Source

NOEC(ECx) 48h Algae or other aquatic plants 0.1-4mg/l 4

EC50 72h Algae or other aquatic plants 18mg/l 2

EC50 48h Crustacea >100mg/l 2

LC50 96h Fish 0.05mg/l 2

zinc

Endpoint Test Duration (hr) Species Value Source

EC50(ECx) 72h Algae or other aquatic plants 0.005mg/l 4

EC50 72h Algae or other aquatic plants 0.005mg/l 4

EC50 48h Crustacea 1.4mg/l 2

LC50 96h Fish 0.16mg/L 4

EC50 96h Algae or other aquatic plants 0.264-0.881mg/l 4

potassium hydroxide

Endpoint Test Duration (hr) Species Value Source

NOEC(ECx) 24h Fish 28mg/l 2

LC50 96h Fish 80mg/l 2

graphite

Endpoint Test Duration (hr) Species Value Source

NOEC(ECx) 72h Algae or other aquatic plants >=100mg/l 2

EC50 72h Algae or other aquatic plants >100mg/l 2

EC50 48h Crustacea >100mg/l 2

LC50 96h Fish >100mg/l 2
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barium sulfate

Endpoint Test Duration (hr) Species Value Source

NOEC(ECx) 72h Algae or other aquatic plants >=1.15mg/l 2

EC50 72h Algae or other aquatic plants >1.15mg/l 2

EC50 48h Crustacea 32mg/l 4

LC50 96h Fish >3.5mg/l 2

water

Endpoint Test Duration (hr) Species Value Source

Not
Available

Not Available Not Available
Not
Available

Not
Available

Legend: Extracted from 1. IUCLID Toxicity Data 2. Europe ECHA Registered Substances - Ecotoxicological Information - Aquatic Toxicity 
4. US EPA, Ecotox database - Aquatic Toxicity Data 5. ECETOC Aquatic Hazard Assessment Data 6. NITE (Japan) -
Bioconcentration Data 7. METI (Japan) - Bioconcentration Data 8. Vendor Data

Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic environment. 

Prevent, by any means available, spillage from entering drains or water courses.

DO NOT discharge into sewer or waterways.

Persistence and degradability

Ingredient Persistence: Water/Soil Persistence: Air

water LOW LOW

Bioaccumulative potential

Ingredient Bioaccumulation

No Data available for all ingredients

Mobility in soil

Ingredient Mobility

No Data available for all ingredients

SECTION 13 Disposal considerations

Waste treatment methods

Product / Packaging
disposal

Containers may still present a chemical hazard/ danger when empty.
Return to supplier for reuse/ recycling if possible.

Otherwise:
If container can not be cleaned sufficiently well to ensure that residuals do not remain or if the container cannot be used to
store the same product, then puncture containers, to prevent re-use, and bury at an authorised landfill.
Where possible retain label warnings and SDS and observe all notices pertaining to the product.

Legislation addressing waste disposal requirements may differ by country, state and/ or territory. Each user must refer to laws
operating in their area. In some areas, certain wastes must be tracked.
A Hierarchy of Controls seems to be common - the user should investigate:

Reduction
Reuse
Recycling
Disposal (if all else fails)

This material may be recycled if unused, or if it has not been contaminated so as to make it unsuitable for its intended use. Shelf
life considerations should also be applied in making decisions of this type. Note that properties of a material may change in use,
and recycling or reuse may not always be appropriate. In most instances the supplier of the material should be consulted.

DO NOT allow wash water from cleaning or process equipment to enter drains.
It may be necessary to collect all wash water for treatment before disposal.
In all cases disposal to sewer may be subject to local laws and regulations and these should be considered first.
Where in doubt contact the responsible authority.
Recycle wherever possible.
Consult manufacturer for recycling options or consult local or regional waste management authority for disposal if no suitable
treatment or disposal facility can be identified.
Treat and neutralise at an approved treatment plant.
Treatment should involve: Mixing or slurrying in water; Neutralisation with suitable dilute acid followed by: burial in a land-fill
specifically licensed to accept chemical and / or pharmaceutical wastes or Incineration in a licensed apparatus (after
admixture with suitable combustible material).
Decontaminate empty containers. Observe all label safeguards until containers are cleaned and destroyed.
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SECTION 14 Transport information

Labels Required

Marine Pollutant

HAZCHEM 2X

Land transport (ADG)

UN number 1759

UN proper shipping name CORROSIVE SOLID, N.O.S. (contains potassium hydroxide)

Transport hazard class(es)
Class 8

Subrisk Not Applicable

Packing group II

Environmental hazard Environmentally hazardous

Special precautions for
user

Special provisions 274

Limited quantity 1 kg

Air transport (ICAO-IATA / DGR)

UN number 1759

UN proper shipping name Corrosive solid, n.o.s. * (contains potassium hydroxide)

Transport hazard class(es)

ICAO/IATA Class 8

ICAO / IATA Subrisk Not Applicable

ERG Code 8L

Packing group II

Environmental hazard Environmentally hazardous

Special precautions for
user

Special provisions A3 A803

Cargo Only Packing Instructions 863

Cargo Only Maximum Qty / Pack 50 kg

Passenger and Cargo Packing Instructions 859

Passenger and Cargo Maximum Qty / Pack 15 kg

Passenger and Cargo Limited Quantity Packing Instructions Y844

Passenger and Cargo Limited Maximum Qty / Pack 5 kg

Sea transport (IMDG-Code / GGVSee)

UN number 1759

UN proper shipping name CORROSIVE SOLID, N.O.S. (contains potassium hydroxide)

Transport hazard class(es)
IMDG Class 8

IMDG Subrisk Not Applicable

Packing group II

Environmental hazard Marine Pollutant

Special precautions for
user

EMS Number F-A, S-B

Special provisions 274
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Limited Quantities 1 kg

Transport in bulk according to Annex II of MARPOL and the IBC code

Not Applicable

Transport in bulk in accordance with MARPOL Annex V and the IMSBC Code

Product name Group

manganese dioxide Not Available

iron Not Available

zinc Not Available

potassium hydroxide Not Available

graphite Not Available

barium sulfate Not Available

water Not Available

Transport in bulk in accordance with the ICG Code

Product name Ship Type

manganese dioxide Not Available

iron Not Available

zinc Not Available

potassium hydroxide Not Available

graphite Not Available

barium sulfate Not Available

water Not Available

SECTION 15 Regulatory information

Safety, health and environmental regulations / legislation specific for the substance or mixture

manganese dioxide is found on the following regulatory lists

Australia Hazardous Chemical Information System (HCIS) - Hazardous

Chemicals

Australian Inventory of Industrial Chemicals (AIIC)

International WHO List of Proposed Occupational Exposure Limit (OEL)

Values for Manufactured Nanomaterials (MNMS)

iron is found on the following regulatory lists

Australia Standard for the Uniform Scheduling of Medicines and Poisons

(SUSMP) - Schedule 2

Australia Standard for the Uniform Scheduling of Medicines and Poisons

(SUSMP) - Schedule 4

Australia Standard for the Uniform Scheduling of Medicines and Poisons

(SUSMP) - Schedule 5

Australia Standard for the Uniform Scheduling of Medicines and Poisons

(SUSMP) - Schedule 6

Australian Inventory of Industrial Chemicals (AIIC)

International WHO List of Proposed Occupational Exposure Limit (OEL)

Values for Manufactured Nanomaterials (MNMS)

zinc is found on the following regulatory lists

Australia Hazardous Chemical Information System (HCIS) - Hazardous

Chemicals

Australian Inventory of Industrial Chemicals (AIIC)

International WHO List of Proposed Occupational Exposure Limit (OEL)

Values for Manufactured Nanomaterials (MNMS)

potassium hydroxide is found on the following regulatory lists

Australia Hazardous Chemical Information System (HCIS) - Hazardous

Chemicals

Australia Standard for the Uniform Scheduling of Medicines and Poisons

(SUSMP) - Schedule 10 / Appendix C

Australia Standard for the Uniform Scheduling of Medicines and Poisons

(SUSMP) - Schedule 5

Australia Standard for the Uniform Scheduling of Medicines and Poisons

(SUSMP) - Schedule 6

Australian Inventory of Industrial Chemicals (AIIC)

graphite is found on the following regulatory lists

Australian Inventory of Industrial Chemicals (AIIC) International WHO List of Proposed Occupational Exposure Limit (OEL)

Values for Manufactured Nanomaterials (MNMS)
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barium sulfate is found on the following regulatory lists

Australian Inventory of Industrial Chemicals (AIIC) International WHO List of Proposed Occupational Exposure Limit (OEL)

Values for Manufactured Nanomaterials (MNMS)

water is found on the following regulatory lists

Australian Inventory of Industrial Chemicals (AIIC)

National Inventory Status

National Inventory Status

Australia - AIIC / Australia
Non-Industrial Use

Yes

Canada -  DSL Yes

Canada - NDSL No (manganese dioxide; iron; zinc; potassium hydroxide; graphite; barium sulfate; water)

China - IECSC Yes

Europe - EINEC / ELINCS /
NLP

Yes

Japan - ENCS No (iron; zinc; graphite)

Korea - KECI Yes

New Zealand - NZIoC Yes

Philippines - PICCS Yes

USA - TSCA Yes

Taiwan - TCSI Yes

Mexico - INSQ Yes

Vietnam - NCI Yes

Russia - FBEPH Yes

Legend:
Yes = All CAS declared ingredients are on the inventory
No = One or more of the CAS listed ingredients are not on the inventory. These ingredients may be exempt or will require
registration.

SECTION 16 Other information

Revision Date 09/22/2021

Initial Date 09/18/2021

Other information

Classification of the preparation and its individual components has drawn on official and authoritative sources as well as independent review by the Chemwatch

Classification committee using available literature references.

The SDS is a Hazard Communication tool and should be used to assist in the Risk Assessment. Many factors determine whether the reported Hazards are Risks

in the workplace or other settings. Risks may be determined by reference to Exposures Scenarios. Scale of use, frequency of use and current or available

engineering controls must be considered.

Definitions and abbreviations

PC－TWA: Permissible Concentration-Time Weighted Average

PC－STEL: Permissible Concentration-Short Term Exposure Limit

IARC: International Agency for Research on Cancer

ACGIH: American Conference of Governmental Industrial Hygienists

STEL: Short Term Exposure Limit

TEEL: Temporary Emergency Exposure Limit。

IDLH: Immediately Dangerous to Life or Health Concentrations

ES: Exposure Standard

OSF: Odour Safety Factor

NOAEL :No Observed Adverse Effect Level

LOAEL: Lowest Observed Adverse Effect Level

TLV: Threshold Limit Value

LOD: Limit Of Detection

OTV: Odour Threshold Value

BCF: BioConcentration Factors

BEI: Biological Exposure Index

AIIC: Australian Inventory of Industrial Chemicals

DSL: Domestic Substances List
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NDSL: Non-Domestic Substances List

IECSC: Inventory of Existing Chemical Substance in China

EINECS: European INventory of Existing Commercial chemical Substances

ELINCS: European List of Notified Chemical Substances

NLP: No-Longer Polymers

ENCS: Existing and New Chemical Substances Inventory

KECI: Korea Existing Chemicals Inventory

NZIoC: New Zealand Inventory of Chemicals

PICCS: Philippine Inventory of Chemicals and Chemical Substances

TSCA: Toxic Substances Control Act

TCSI: Taiwan Chemical Substance Inventory

INSQ: Inventario Nacional de Sustancias Químicas

NCI: National Chemical Inventory

FBEPH: Russian Register of Potentially Hazardous Chemical and Biological Substances
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