
Mini C-pan arm

Designed and made in Denmark

Specifications:
Model number: 9.MCPA1
Max load capacity for horizontal movements: 11 lb / 5 kg
Max load capacity for vertical movements: 6.6 lb / 3 kg
Weight (body): 3.3 lb / 1.5 kg
Pan range (vertical and horizontal): 23.6 in / 60 cm
Minimum curve radius (outward): 23,6 in / 60 cm
Tripod mount: 3/8” -16" and 1/4” -20 female
Camera plate mount: 1/4"-20 and 3/8”-16

The Mini C-Pan Arm is a unique 
camera guide system that allows you 
to mechanically move your camera in 
horizontal, vertical, and diagonal paths.

The Mini C-Pan Arm is capable of following 
curved camera paths as well, and its total move-
ment range is 3.5 times its folded length. 

When making a non-curved movement, the arm 
functions as a traditional, straight track slider. 
Small adjustments to the arm allow the camera 
to move in a curved path.

This product complies with the CE directive
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Straight and curved movements:
(for accurate movements, set both knobs to the same position on the scale).

Set adjustment knobs on both 
camera and base plate to the mid 
position for straight movement 
(indicated by a straight line).

Straight movements

Setting the adjustment knobs at 
any position towards the outward 
curved symbol creates an 
outward curved movement.

Curved movements (outward).

Setting the adjustment knobs at 
any position towards the inward 
symbol creates an inward curved 
movement.

Curved movements (inward)

Set curved movements:

SUBJECT SUBJECT SUBJECT

3. Loosen the adjustment
handle and slide it to the right.
Slide it until the camera lens
lines up with the subject again.
Tighten adjustment handle.

1. Align the camera lens and Mini 
C-Pan’s arms with the subject.

2. Move arm out to one side.
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