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Installation instructions

Digital Gauge Cluster
Honda S2000 AP2
Compatible with: Honda S2000 AP1 from 2004 to 2005

This installation guide aims to provide Honda S2000 users with a 
simple procedure for installing a Digital Gauge Cluster. 

Tools required: - 14mm (9/16 inch) wrench, 
  - Torx bits, 
           - Phillips screwdriver
  - Knife.

Disconnect the battery.1
Before you disconnect the battery, take a picture of your 
current mileage. 

Locate your battery (in the engine bay). Disconnect the 
negative battery terminal. When working on your car’s 
electrical system, always disconnect your battery.

Remove the airbag.2
Remove the two plastic covers on the side of the steering 
wheel to locate the two Torx bolts. Un both the left and 
right sides and pull out the airbag. Make sure to undo the 
yellow airbag connector and horn.

Disconnect the negative battery terminal.

Remove the steering wheel.3
Make sure both the steering wheel and wheels are 
straight. Undo the one 14 mm bolt and mark the position 
and pull off the steering wheel. Remove the airbag by removing the 2 Torx bolts from the side.

Installed ID4Motion Digital Gauge Cluster.

Remove the steering wheel with the center bolt. 
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Remove turn signal assembly.
4

Undo the bottom cover from the turn signal assembly 
behind the steering wheel. This is secure with three 
screws from below. 

The turn signal assembly is mounted with three screws, 
remove these and unplug the two connectors. Now you 
can pull the part off. 

Undo the two top screws in front of the cluster

x
xx

Remove the dashboard panel by pulling from the 
corner.

Remove turn signal assembly.

x
xx

Unscrew the gauge cluster and unplug the connectors.

Remove the dashboard panel. 

Undo the two top screws in front of the cluster. 

Gently pull the assembly away from the rest of the dash, 
starting at the A/C and Radio control units. It will pop 
loose.

Pull the unit forward and disconnect the connectors (four 
in total):

* Start button connector
* Radio controls connector
* Cruise control connector
* A/C controls connector

5

Disconnect the gauge cluster.
Undo the four screws securing the cluster and pull it out. 
Disconnect the wiring from the back. 

6

Connect the control box.

Connect the original cluster wiring to the control box, and 
find a place to mount it below the dashboard. 

note: See the last page for Engine Coolant Temperature 
modification.

7
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Remove a plastic piece.9
Test fit the digital gauge cluster. In some models, there 
is some extra plastic inside the dashboard. Remove this 
with a sharp knife to make the digital gauge cluster fit on 
the original mounting points. 

Mount the digital gauge cluster on the original mounting points.

Remove excess plastic from the inside of the dashboard. 

Mount the Digital Gauge Cluster.10
Connect the new wiring to the Digital Gauge Cluster and 
mount it on the original mounting points.

Note: Before mounting the cluster, choose if you want to 
install the matt finish screen protector. 

Installation finished. 12
Once all the above steps are complete, the installation 
is Completed. You can connect the battery and start the 
car. Please set te correct ODO before driving. 

Do you have difficulty with the installation, please send an 
email to: Technicalsupport@ID4Motion.com

Reinstall everything back.11
In the reverse order you took everything off, now reinstall 
it. Mount the dashboard panel and connect the start 
button, Radio controls, Cruise control, and A/C controls. 
Be careful and readjust if the panel doesn’t look to fit. 

Refit the turn signal assembly, steering wheel, and airbag 
ensuring everything is in line. 

Connect new wiring harness.8
Connect the ID4Motion wiring to the control box and find 
a place to mount the keypad.

Note: If you use an aftermarket ECU, Connect the lose 
wires CAN-BUS high (Green) and low (Yellow) to your 
ECU CAN-BUS output.

Connect the new wiring harnees to the control box

After installation, adjust your settings in the menu by pressing 
the keypad.
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Extra Modifications. 

Engine Coolant Modification.

If you want to display the correct Engine Coolant Temperature, make sure to do the following modification. 

Uncover your ECU in the driverside footwell behind the side panel. Make sure you are still using the original 4-connector 
S2000 ECU. Cut the Yellow/Green wire that goes to the A1 location on your ECU and combine this with the Red/white wire 
on the C26 location (the blue connector.) 

Note: if you are using an Aftermarket ECU, don’t do this Modification, connect the loose CAN-BUS high and low wires to 
your ECU to show the correct coolant temperature. 


