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Installation instructions

Blind Spot Recognition
BMW Digital Cluster

The purpose of this installation guide is to provide users of a BMW 
digital cluster with a simple procedure for installing the blind spot 
recognition. Follow the instructions given below:

Position the module.1
After the bumper is removed, find a proper position for 
the probe module, which is located on the arc surface of 
the bumper.

Set a reference line.3
Set a reference line parallel to the rear of the car.

Set the correct angle.4
Check the mounted angle like the picture shown on the 
right and than lock the upper and lower screws tightly.

  The module should be installed with a 20° angle outwards.
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  The Module should be positioned 55 to 90 cm above the ground.
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Install the bracket.2
Install the bracket and lock it tightly. The radar module 
is tighted a little bit with the supplied screw for further 
adjusting the angle (lock tightly later on).

 Module Bracket installed
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Run the software update.7
Follow the Installing instructions for performing a 
software update step by step.

Installation finished.8
Once all the above steps are complete the installation of 
the blind spot recognition is finalized.

Connect the power cable5
Connect the positive wire (red) of the power cable to a 
positive terminal which is controlled by ignition (ACC).

Connect the negative wire (black) of the power cable to 
the negative terminal of the battery.

Assemble the 3 additional wires.6
Assemble the additional wires of both sensors and 
ground to the (36-pin) cluster connector. Each wire has a 
crimp pin, so no solder is required.

Open the locking mechanism.

Connector (12-pin) digital cluster

6.1

Insert the ground pin into pin-connection 2.6.2

Insert the left pin into pin-connection 16.6.3

Insert the right pin into pin-connection 34.6.4

Use a small flat blade screwdriver to push open 
the black plastic locking tab of the connector. 
The locking tab will only move about 1 mm out.

There are two cables connect to the digital cluster. The 
36-pin connector is recognized by the number of pin-
connections and relatively large size.

Close the locking mechanism.6.5
Once the crimp pin is inserted correctly make 
sure to close the locking tab of the connector.

Pin-connection 1, 15, 20, 25, 30 and 35 of the connector 
are marked by numbers to correctly determine which pin-
connection is which.
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Angle Reference

20˚


