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Using The Zamboni Blade Angle Tool

Using The Zamboni Blade Angle Tool
The Blade Angle Tool can be used to set the proper blade angle after a blade change or 
anytime to check that the blade angle and height is properly set.

Always use the proper/required Personal Protective Equipment relating 
to the type of service to be performed!

1. Locate your Blade Angle Tool. 

2. Align the center angle section of the Blade Angle Tool with the blade at the side of the 
conditioner (Figure 1). 

3. Carefully adjust the blade angle by turning the blade adjustment wheel which is located to 
the right of the operator area. 

4. When the base of the tool is parallel to the conditioner’s runner, the blade angle is correct. 

5. Verify the angle by visually comparing the blade holding bar with the blade angle 
adjustment decal (Figure 2). If the lines on the decal are parallel with the blade holding bar, 
then the blade is at the correct angle. 

6. Adjust the conditioner blade height adjustment screws (Figure 3) to level each side of the 
blade in relation to the conditioner runners. 

7. Remove the blade angle tool from underneath the conditioner. 

8. Flip it over and run the backside of the gauge along the runner. 

Figure 2 Blade Angle Adjustment Decal

Blade Angle Adjustment Decal

Figure 1 - Blade Angle Tool

Blade Angle Tool

Click here to watch the Blade Angle Tool video

https://zamboni.com/video/blade-angle-gauge-tool/
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Blade Adjustment Screw Blade Adjustment Screw

Conditioner

10º

A properly angled blade is set to 10º

9. Turn the conditioner blade height adjustment screws (Figure 3) until the edge of the blade 
is even with the bottom surface of the runner. 

10. Confirm that the blade corner is at the same level as the runner by sliding the upside-down 
Blade Angle Tool along the runner. If it just barely touches the corner of the blade; you 
have the correct angle. 

11. The center of the blade will now be approximately 1/16” lower than the outer edge. 

12. Repeat steps 6 through 11 on the opposite side of the conditioner. 

13. Turn the blade height adjustment wheel counter-clockwise to raise the blade slightly to 
complete the blade adjustment process.

Figure 3 

Blade

Figure 3 - Adjustment Screws

Figure 4  - Blade set to 10º
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Blade Angle Adjustment Decal
A blade angle decal is located on the inside of the conditioner left side plate  
(see Figure 2). When the blade holding bar is lined up, parallel to the series of lines, 
the blade angle is approximately 10°.

Figure 5   Blade Angle Adjustment Decal

Blade Holding Bar

Blade Angle Decal

Blade Angle Decal

Wrong: too little angle Wrong: too much angle Right: 100 angle
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Figure 5   Aligning the Blade with Conditioner Runners

Procedure for Setting Blade Angle and Depth of Cut
Step 1:  Set blade at approximately 10o angle as shown on the blade angle adjusting plate 
(Figure 5) by rotating center hand wheel control.

Step 2: Align leading edge of blade EVEN with BOTH conditioner runners. It is quite helpful 
to use a flat washer, a large coin or the blade adjusting tool (Part No. 84-01100) to check this 
alignment as shown below.

WARNING!

Use caution as blade is sharp. 

Note:  If blade is even with both runners, the majority of the blade will be about 1/16" below 
the runner as shown in Figure 4. Since a 1/16" cut would normally be quite a heavy cut, 
turn the hand wheel counter-clockwise to raise the blade slightly. (With a new 5" wide 
blade, 4 turns of the hand wheel is equal to approximately 1/16").

BladeConditioner 
Runner

Blade Adjusting Tool

Blade Height 
Adjuster

Slide blade adjusting tool under conditioner runner until aligned.
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