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Read through the entire product manual before
attempting to use this product. 
Always treat a firearm as if it were fully loaded.

WARNING READ CAREFULLY BEFORE USE

Always practice safe and proper firearm handling 
procedures.

CAUTION BE SURE THAT YOUR FIREARM IS UNLOADED AND 
ALWAYS POINTED IN A SAFE DIRECTION.

SUPPLIES NEEDED
THINGS YOU WILL NEED FOR INSTALLATION

WARNING ! The Trinity Force rail system should be installed by a competent, qualified gunsmith/installer with an understanding of the weapon platform that 
                     the rail is being installed on.

WARNING ! The performance and safety of any weapon platform depends on correct assembly of all components. Please familiarize yourself with the following 
                     instructions prior to installing the TF Rail. Before installing the rail system ensure that it is compatible with the weapon platform that you intend to 
                     install it on. 

IMPORTANT
READ BEFORE INSTALLATION

 - Bench vice

 - Trinity Force  AR lower receiver vice adapter block (or 
      other compatible model) 

 - Armorers Wrench or castle nut wrench

 - Flathead screw driver or similar tool 

 - Open Workspace

 - Nonpermanent thread locking compound 
   (ex: Loctite brand 242) (optional)

INSTALL PREP
REMOVING OLD PARTS & PREPPING YOUR RIFLE 

1. Before beginning the installation process, use proper firearm safety 
        procedures. Inspect the rifle to make sure the rifle is not loaded and 
        is safe to disassemble.  

2. Once you have verified the firearm is unloaded and safe to disassemble, 
        remove the upper receiver from the lower receiver. Remove the 
        charging handle and bolt carrier group completely.  

3. Place the lower receiver assembly in a bench vice using a lower 
        receiver vice block or similar vice block adapter to avoid damage to the 
        firearm. 

4. If your rifle already has a receiver extension installed, remove the bu�er 
        and spring by depressing the bu�er retaining pin with a flat head screw 
        driver or similar tool while keeping a thumb on the bu�er to contain the 
        spring tension as you extract the bu�er and spring.

5. Once the bu�er and spring have been removed, use an armorers wrench 
        or castle nut wrench and unscrew the castle nut until it is completely 
        backed o� to the end of the receiver extension thread cuts. 

6. Pull the end plate away from the receiver and make sure to contain the
        detent spring and detent inside the receiver.  Begin unscrewing the 
        receiver extension until it is full removed and inspect the lower receiver 
        for any cracks or flaws.  

WHAT’s INCLUDED
TF PARTS THAT COME WITH THE DEFENDER l2 STOCK KIT

REMINDER: The stock kit is compatible ONLY with Mil-Spec AR rifle platforms. 

RECEIVER EXTENSION TUBE 

BUFFER CASTLE NUT END PLATE

BUFFER SPRING
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WARNING! Before firing a live cartridge, perform a complete function test of the weapon as recommended by the manufacturer of the platform. It 
                   is the responsibility of the installer to ensure that the weapon is in proper working order before the weapon is fired.

CAUTION: The rifle should be regularly inspected to ensure optimal performance, safety, and to check for replacement of worn or damaged parts.

WARNING! NEVER alter or modify your stock kit. DOING SO MAY INCREASE THE RISK OF PROPERTY DAMAGE, BODILY INJURY, OR DEATH.

INSTALLING THE STOCK KIT
STEP 1 STEP2

Insert the rear takedown pin into the receiver and place the pin detent and detent 
spring into the rear of the receiver so that the detent locks up with the takedown 
pin. 

Begin to slide the endplate towards the receiver while ensuring the detent spring 
does not bend or kink under pressure. Once the endplate contacts the receiver 
begin hand tightening the castle nut until it secures the endplate.

NOTE: (Blue, NOT RED) Thread locking compound or castle nut staking is 
recommended but not required. Trinity Force recommends using a certified 
gunsmithor armorer if you are unsure about your ability install this stock kit 
properly.

Begin to tighten down the castle nut with an armourer’s wrench or a castle nut
wrench. 

WARNING: Trinity Force recommends using approximately 40 ft. · lb of torque 
when securing the castle nut. 

STEP 3
Insert the bu�er and bu�er spring into the receiver extension and apply firm pressure to 
the face o� the bu�er when it comes into contact with the bu�er retaining pin. If properly 
installed, the bu�er will force the retaining pin down and out of the way with with firm 
pressure froma thumb or forefinger. 

To install the Defender Stock, slide it on the end of the receiver extension and pull down on 
stock lever until the stock position pin clears the receiver extension channel wall. You are 
now free toposition the stock in whatever length of pull position fits you best. Use the hex
screws on the body of the stock to secure the stock inside the adjustment channel. 

NOTE: Ensure your stock kit  is properly installed and firmly secured before firing the gun. 
a series of function checks should be performed before firing live round out of the rifle. 

STEP 4

Firmly secure the lower receiver in the vice block. Then screw castle nut onto the
receiver extension with the large cuts facing to the rear of the extension until the
castle nut cannot be rotated any farther. 

Slide the endplate onto the receiver extension so that the tab in the endplate 
aligns with the groove in the Receiver extension and the indentation is facing 
towards the rear of the extension.  
  

Begin to thread the receiver extension into the receiver and rotate it until the notches 
clear the bu�er retaining pin hole. Insert the bu�er retaining pin spring and bu�er 
retaining pin and depress with a finger or flathead screwdriver while rotating the receiver 
extension back over the pin so that it locks into place. 
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