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1. Retrofitting Dual Lock System to Spin-Snap Lock 
 
 

Please read the following instructions before attempting to install your new 
Spin-Snap lock system. 

 
 
You have received: 
 

 One Spin-Snap Lock - Part# P355-254A 
 

 One Hex Plug - Part# 355-27 
 
 
Tools Required: 
 

 One 1” wrench or one adjustable wrench 
 

1.1.  Removing the existing Snap lock and Spin lock 
 

1. Lower all adjusting tubes to the bottom so they 
cannot accidentally fall. 
 

2. Using the wrench, loosen and remove the Spin 
lock and the Snap lock by turning them counter-
clockwise. (Fig.1) 
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Fig.1 - Removing Existing Locks 
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1.2.  Installing the Spin-snap lock & hex plug 
 

1. Before installing it, open the Spin-snap lock by 
turning the lock handle counter-clockwise until it is 
fully open. 
 

2. Carefully turn the Spin-snap lock clockwise into 
the bottom threaded collar by hand and finish 
tightening it firmly using the wrench. (Fig.2) 
 

3. Carefully turn the hex plug clockwise into the top 
threaded collar by hand and finish tightening it 
firmly using the wrench. (Fig.2) 
 

4. Repeat the procedure for all remaining Just For 
Kids uprights. 

 
If you are replacing an existing Spin-snap 
lock, you will only have one bushing on 
your Just for Kids upright. In that specific 
case you will not need the Hex Plug at all. 

 
 

1.3.  Adjustment using the Spin-snap lock 
 

1. Loosen the lock handle by turning it counter-clockwise. 
 

2. While holding the adjusting tube or rail, pull the plunger lock to disengage it from the 
adjusting tube hole. 
 

3. Raise or lower rail to a desired height and release the plunger lock, making sure it 
fully engages into a hole before proceeding. 
 

4. Firmly tighten the lock handle by turning it clockwise. 
 

5. Check the adjusting tube to ensure it is locked in place. 
 
 

 

Fig.2 – Installing Spin-Snap Lock & Plug 
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