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Installation instructions

Digital Gauge Cluster
BMW 3 Series E46
Compatible with: BMW E46 manufactured from 1997 to 2007 

This installation guide aims to provide BMW 3 Series E46 users 
with a simple procedure for installing a Digital Gauge Cluster. 
Installation video: Click to watch the video

Tools required: - 10mm (3/8 inch) wrench, 
  - T10 Torx bit, 
           - Phillips screwdriver
  - Step Drill + file (Optional)

Disconnect the battery.1
Before you disconnect the battery, take a picture of your 
current mileage and maintenance . 

Locate your battery (based in the car’s boot). Disconnect 
the negative battery terminal.

When working on your car’s electrical system, always 
disconnect your battery.

Adjust the steering wheel.2
Adjust the steering wheel position with the lever on the 
side. Move it down and towards you, out of the way. 

(Protect the steering wheel with a towel to prevent 
scratches.)

Flip the adjustment lever and move the steering wheel down 
and towards you. Make sure you protect your steering wheel.

Remove the original cluster.3
Remove the two T10 Torx screws on the top of the 
cluster. Pull and tilt the cluster towards you, removing it 
from the dashboard. 

Remove the cluster, tilt it forwards, and disconnect the two 
connectors on the back.

Disconnect the wiring harness 4
On the rear of the cluster, detach the connector by 
pressing the knots and switching the lever.

Installed ID4Motion Digital Gauge Cluster.

Disconnect the wiring by pressing on the knots of the 
connector and flipping the lever.

←

←

https://www.youtube.com/watch?v=NzNyoZsg8Yc
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Remove the storage compartment.5
Remove the storage compartment on the driver’s side 
door below your light switch by removing two Philips 
screws.

Optional - Route the Control pad wiring into the storage 
compartment and connect the pad. 

Optional - Make a hole for the control pad wiring and a square 
hole for the USB extension female plug.

x
xx

Optional - Press the female USB extension plug into 
the hole of the storage compartment, locking it into 
place. 

Remove the storage compartment below your light switch.

x
xx

Connect your new wiring harness and USB extention 
cable to the digital cluster.

Optional - Controls in storage compartment 5.1
Place the control pad out of sight by locating it in 
the storage compartment. Us a step drill to make 
a hole and route the keypad wiring through the 
back.

Optional - USB in storage compartment 5.2
Place the (optional) USB extension cable inside 
the storage compartment. Us a step drill to make 
a hole and make it square with a file. Press in the 
USB extension cable, locking it in place.

Connect the supplied wiring harness.
The supplied wiring has two connectors that go into the 
original wiring. Connect these and push the remaining 
wiring down in the dashboard to create room for the 
digital gauge cluster. 

Route the control pad cable to the underside of the 
dashboard or the storage compartment.

6

Connect the Digital Gauge Cluster.
Now connect the two connectors to the Digital Gauge 
Cluster before placing it into the dashboard.

7

Optional - USB extension cable7.1
Route the USB extension cable from the storage 
compartment to the cluster and connect it.
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Reconnect the battery.10
Close the door and reconnect the battery. 

Now you will be able to start the digital gauge cluster by 
putting in your key. 

Place the Digital Gauge Cluster.

Position the Cluster in its location, placing it behind the 
dashboard. Place the right corner first, holding it at 30° 
degrees from the dashboard and tilting it 45° degrees 
forwards.

Snap the front cover into the digital gauge cluster, making sure 
it fits tight to the screen without gaps.

Align the digital gauge cluster with the top mounting points.

Hook the cluster in to place, making sure not to to damage 
your dashboard. 

Adjust your menu settings. 11
You can adjust the digital gauge cluster settings with the 
keypad. Make sure the last digits of the milage are set, 
the time and date. 

Now you can customize your cluster with themes, 
indicators, and change max. ranges of the RPM and 
Speed. 

8

Installation finished. 12
Once all the above steps are complete, the installation is 
finished.

Do you have difficulty with the installation, please send an 
email to: Technicalsupport@ID4Motion.com

Place the front cover.
Align the digital gauge cluster with the top mounts.

Note: The clips of the top mounts are adjustable. Make 
sure these are fitted correctly. 

Clip the bottom from the front cover into the cluster. 
Make sure it is tight to the cluster. Next, fit the top part 
snug to the cluster, align it with the mounting points, and 
secure the Torx screws.

9

After installation, adjust your settings in the menu by pressing 
the keypad.


