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1 Flight Deck Console Assembly Instructions 
 

 

GF-FDC  

Flight Deck Console 

Assembly Instructions 

 

The Flight Deck Console is a sturdy, floor mounted enclosure for housing GoFlight GF-AC Cockpit 

Control System modules. Up to 14 modules can be installed in the console. 

 

Your Flight Deck Console kit contains the following parts: 

 
Quantity Description 

1 Rear end panel (A) (has writing on top edge) 

1 Left side panel (B) 

1 Right side panel (C) 

1 Bottom panel (D) (same as front end panel) 

1 Front end panel (D) (same as bottom panel) 

1 Chart pocket (E) 

4 Adhesive rubber feet 

23 8-32 x 3/8” button socket cap screws (22 are 

needed for assembly; one extra is provided) 

4 8-32 hex nuts 

1 3/32” hex key 

 
FLIGHT DECK CONSOLE  
ASSEMBLY 
 
1. Unpack all parts from the shipping carton.  Using the list above, 

identify each part in the carton. 

 

All screws, nuts, rubber feet and hex key can be located in the 

hardware pack. 
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Cleaning Assembly & Mounting Holes 

During manufacturing, residue from the powder coating process may accumulate in the threaded holes. 

This can make it difficult to align and easily tighten the 8-32 hex screws when assembling the FDC 

console or mounting cockpit control modules into the bays. To remedy this, it is suggested that you 

carefully clean out the holes. Ideally, the use of an 8-32 TAP would be the preferable method. The 

alternative is to use one of the 8-32 hex cap screws. Use a hex key or driver to run the screw all the way 

into the threaded hole, and then back out again prior to assembly of all parts. 

 
 
 
2. Locate the left side (B), right side (C), and rear end (A) panels. Stand 

the left and right side panels side-by side as shown in the diagram. Using 

the hex key, attach the rear end panel to the side panels as shown, using 

six 8-32 x 3/8” screws. 

 
 
 
 
 
 
 
 
3. Locate the front end panel (D). Using the hex key, attach the panel to 

the front edge of the console as shown, using six 8-32 x 3/8” screws.  

Note that the back end panel and the bottom panel are identical, so you 

can use either of the two in this step. 

 
 
 
 
 
 
 
 
 
4. Turn the console upside down so that it is resting on the module bay 

mounting rails.  Locate the bottom panel (D). Using the hex key, attach 

the panel to the bottom edge of the console as shown, using six 8-32 x 

3/8” screws. 

 

 

 

 

5. Remove the adhesive backing from the rubber feet.  Attach one rubber 

foot in each of the locations shown, pressing them firmly into place. 

 

Once the feet have been attached, stand the console upright again. 
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6. Locate the chart pocket (E). Note that 

the left and right side panels of the 

console each have four holes for chart 

pocket mounting. Attach the chart pocket  

to whichever side of the console you 

prefer, using the hex key, four 8-32 x 3/8” 

screws, and four 8-32 nuts. 

 
      Left side attachment.  Right side attachment. 

 
Your Flight Deck Console is now fully assembled, and ready for installing GF-AC 
cockpit control modules. 
 

USING THE FLIGHT DECK CONSOLE 
 
Covering Unused Module Bay Space 

The Flight Deck Console can accommodate up to fourteen (14) 2”-height GoFlight cockpit control 

modules. If you do not have enough modules to fill the console and wish to cover empty spaces in the 

console’s module bays, 2”-height module bay covers are available from GoFlight.   

 

Installing USB Hubs, Cables, and Power 
Since each GoFlight cockpit control module is an individual 

USB device, filling up the Flight Deck Console with modules 

will result in lots of USB cables to manage. Here are some 

suggestions that we hope you will find helpful: 



* The large open volume inside the Flight 

Deck Console can be used for housing USB 

hubs, power supplies, and power distribution 

strips. Adhesive-backed Velcro® is useful 

for fastening the hubs, power supplies and 

power distribution strips inside the console. 



* Zip ties and split loom tubing can be used to   

bundle cables. Zip ties with label plates are 

also useful for labeling cables by number or 

by module. 



* Use two 7-port USB hubs, and daisy chain the upstream port of the first hub to a 

downstream port on the second. You can then connect the upstream cable from the 

second hub to your PC for a “single cable” connection. This arrangement will support up 

to 13 cockpit control modules, which is generally enough to fill the console.  



* Use the opening in the lower front end of the console for access to the equipment 
installed inside the console. 
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Installing Cockpit Control Modules 
 
To install GoFlight cockpit control modules into 

the console, use the two thumbscrews supplied 

with each module.  

For a more permanent installation, you can use 8-

32 cap screws to fasten the modules into the 

console in place of the thumbscrews. These are the 

same type of screws used to assemble the console. 

They can be found at most hardware stores, or you 

can order a set direct from GoFlight if necessary. 

 

Before fastening each module to the mounting rails, 

plug the module’s USB cable into the connector on 

the back of the module.  

 

 
Installing GoFlight cockpit control modules into the Flight Deck Console 

Module Clearance 
 

Because of the Flight Deck Console’s unique shape, and different behind-panel clearance requirements 

for various GF-AC modules, not all combinations of modules will fit in every possible module bay location. 

You are most likely to encounter this issue when installing modules in the vertical and diagonal bay 

sections of the Flight Deck Console.  

 

Cleaning Rail Mounting Holes 
 
During manufacturing, a small amount of residue from the powder coating process sometimes gets into 

the threaded holes in the module mounting rails. This can make it difficult to hand-tighten the 

thumbscrews when mounting cockpit control modules into the bays. To remedy this, you can clean out 

the holes by using the extra 8-32 cap screw and the hex key (provided) or a driver provided in the 

hardware pack. Use the hex key to run the screw all the way into the threaded hole, and then back out 

again. Once you do this, you should be able to tighten down the thumbscrew more easily. Applying a 

small amount of graphite to the screw threads also makes them easier to install. 

 

NOTE: When tightening the GF-TQ6 mounting thumbscrews, be careful not to over 
tighten the screws as it is possible to strip the threads in the mounting 
holes and/or break the mounting screws if excessive force is applied. 
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GoFlight Technologies Warranty 
 
This product is warranted to the original purchaser to be free from defects in materials and workmanship for a period 
of one (1) year from the date of purchase. During this warranty period, GoFlight Technologies, Inc. ® (“GoFlight”) will, 
at its option, repair or replace, at no charge, any component determined to be defective. The liability under this 
warranty is limited to the repair and/or replacement of the defect or defective part, and does not include shipping 
expenses. This warranty does not apply if, in the determination of GoFlight, this product has been damaged by 
accident, abuse, improper usage, or as a result of service or modification by anyone other than GoFlight. 
 
NO OTHER WARRANTIES ARE EXPRESSED OR IMPLIED, INCLUDING BUT NOT LIMITED TO IMPLIED 
WARRANTIES OF SALABILITY AND FITNESS FOR A PARTICULAR PURPOSE. GOFLIGHT TECHNOLOGIES, 
INC. IS NOT RESPONSIBLE FOR CONSEQUENTIAL DAMAGES. SOME STATES DO NOT ALLOW EXCLUSION 
OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR 
EXCLUSION MAY NOT APPLY TO YOU. 
 
This warranty gives you specific legal rights, and you may also have other rights which vary from state to state. 
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