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B U S T E R A N D P U N C H . C O M

H A N G E R  S H E L F  
PREPARATION AND INSTALLATION

 
INSTRUCTION MANUAL

D E T A I L S  K I T

C O N T E N T S



w

1070 MM

1

Mark two points, 
centre-distance 1070 mm.

Ensure that holes are level.

Drill two 2mm pilot holes 
where the marks are.
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Consult this diagram to determine the height your shelf will sit on the wall.

BRACKET MOUNTING SCREW POSITION

2

Screw in two screws in 
the top mounting holes 
on both brackets.

Do not fully tighten down.

Make sure the brackets 
are perfectly straight.

Secure brackets by adding 
the remaining six screws.

Ensure the brackets are 
hanging straight before 
tightening screws.
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3 Screw a coin cap and a coin screw 
mounting component together, 
through the top holes (one each 
side) in the Hanger shelf body.

Make sure 
the mounting 
component 
is the correct 
orientation.



4 Hang the shelf on the brackets.

Use the coin screw connector and 
slot the shelf into the brackets.

Once the connector is in the hole, 
the shelf should drop down into 
the slot on the bracket.



5 Screw in the remaining two coin screw into 
the bottom holes.

Check all four screws to make sure they are 
all tight.

Ensure the screws are not cross-threaded.

6 Assemble the pan rail to the shelf using the 
two connecting bolts supplied, threading the 
bolts into the pan rail.

Use a 3mm allen key bolt to tighten them.

NOT INCLUDED



8 Screw in the four grub screws to the 
holes on the back of the guard rail, 
ensuring they are tight. 

Once grub screws are tight, tighten the 
two M5 x 10 mm countersunk bolts for 
the guard rail on the bottom of the shelf.

Assemble the guard 
rail on to the shelf, 
locating the pan rail 
connecting bolts.

Loosely screwin the two 
M5 x 10 mm countersunk 
bolts using a 5 mm allen 
key (NOT INCLUDED). 
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[ end. ORDINARY. ]


