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Technical Data

Ultra-Wound Cotton
CSS

The Ultra-Wound range is offered in three medias with a wide span 
of micron ratings and is perfectly suited for prefiltration steps to 
protect more expensive secondary or final filtration systems.

Cotton is used principally where polypropylene is incompatible 
with the filtrate, the bleached cotton of the Ultra-Wound CSS, 
which meets FDA standards, is specifically designed for water and 
food applications, with its 304 stainless steel core ensuring high 
temperature capabilities.
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RECOMMENDED FILTER HOUSINGS
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Ultrafilter Scandinavia offers a wide selection of filtration 
products for compressed air, liquids and gas. We have 
stock in Denmark and from here we distribute all of our 
products to Scandinavia and the Baltic countries. 

Ultrafilter Scandinavia is a part of the Ultrafilter group. 
Our production facility is in Germany and we have 
several subsidiaries in Europe and the United States. 

You can buy our products on local websites. Information 
about our products as well as brochures and manuals 
can be found on our website 
(www.ultra-filter.com). 

We can adapt all of our filtration products to your needs, 
and we offer visits from our consultants in order to find 
the right solution for you. We also offer on going service 
on our products once they are installed. 

www.ultra-filter.com

At www.ultra-filter.com you will find a wide 
selection of filtration products ready for you to 
order.  
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