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A THOUSAND YEAR 
LOVE STORY FROM  
THE FOREST
The Mesopotamians were among the first in the 
world to manufacture pine tar – over 7,000 years 
ago. Since then, many more have discovered the 
protective properties of pine tar – everyone from 
the ancient Greeks to the Vikings. Today, pine tar 
is primarily used to protect our homes and that is 
what results in high pressure at the ‘Tjärlek factory’. 
Green Tar is this year’s new product and comple-
ments Red Tar, Black Tar, Brown Tar and Tar Vitriol. 
Tjärlek by Auson is an ode to our forests.

Painting over distemper paint
Is your distemper paint or iron vitriol-treated house star-
ting to look time-worn? Then you can paint over it with 
Green Tar, Red Tar, Black Tar, Brown Tar or Tar Vitriol. You 
will achieve a durable finish and your exteriors will not 
crack or flake. We are confident in our claim that pine tar 
is the absolute best product on the market for use on dis-
temper painted buildings. 

Nature’s own paint
Natural, organic and sustainable. The trend of natural and 
organic raw materials, furniture and skincare products has 
never been as popular as it is now. And a more natural 
product than pine tar is hard to find. Pine tar is quite literal-
ly a product from the forest. It is obtained through the dry 
distillation of wood – particularly pine. We use gum tur-
pentine, which is also extracted from trees, as a solvent. 
The result is a paint that protects and reinforces the wood. 

Impregnation that lasts
By treating wood with pine tar, you are adding natural 
substances which the tree itself uses against attacks from 
mould and wood-decay fungus. The wood also receives 
an impregnation that prevents moisture from penetrating 
and instead allows it to breathe. This helps prevent the 
wood from drying out and cracking. The wonderful smell 
of tar diminishes with time, but is testament to the fact 
that you have treated the wood with nature’s own paint. 

Wood – natural and alive
Tradition, quality and feel. There is a reason why we have 
built houses from wood from time immemorial. It is safe 
to say that it really is the best and most natural material 
available. At the same time, it is alive and is affected by 
everything that happens around it. Wind and weather, acid 
rain, insects, mould and algae are examples of things that 
adversely affect the surface of wood. But this is actually 
something you can avoid if you treat the wood with pine 
tar – all thanks to the impregnating properties. Depending 
on the species of pine used for production, the pine tar 
takes on a different scent and colour.
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THE ANCIENT ROMANS

A medic in the Roman army named Pedanius Dioscorides 
was the first European to ‘discover’ and write about pine 
tar and its excellent properties (1st century CE). 

ANCIENT GREECE

One of the oldest extant written sources that uses 
the term ‘pine tar’ is Naturalis Historia by Pliny the 
Elder (1st century CE). Evidence indicates that 
pine tar was one of the ingredients used to seal 
wine barrels.

ONE OF THE FIRST  
MANUFACTURING PROCESSES

The story of pine tar begins in Mesopotamia over 
7,000 years ago. Pine tar actually constitutes one of 
the first manufacturing processes in history.

THE TOWER OF BABEL

Pine tar and pitch, which is produced by boiling tar, 
had wide areas of application. It is rumoured that 
pitch was used as mortar for the Tower of Babel. 
And it was also said to have been used in the  
basket which carried Moses and saved him  
from a cruel pharaoh.

WATER-REPELLENT PROPERTIES  
- PERFECT FOR BOATS

Pine tar has been used extensively in boat and ship 
construction. Discovery of the ‘Nydam boat’ (310-320 
CE) clearly shows that Scandinavians treated materials 
vulnerable to rot with pine tar. When the Vasa founde-
red in 1628, a barrel containing pine tar broke and the 
contents spilled over the anchor rope. The fibres of the 
rope were impregnated and the rope was preserved in 
good condition through the centuries. The anchor rope 
now rests on shelves in the basement of Vasa Museum.

IMPREGNATION OF LEATHER 
AND FISHING GEAR

Pine tar has long been used to impregnate 
fine leathers and fishing gear. It was also 
used to treat hooves and lubricate cart axles 
in the past.

PINE TAR AS AN EXPORT

As early as the 1300s, pine tar became a Swedish 
export product. From the 17th century, it became 
Sweden’s third largest export product after copper 
and iron. In the early 1800s, more than 180,000 bar-
rels per year left Sweden and Finland via Vasa and 
Stockholm’s tar kilns. The term ‘Stockholm tar’ still 
exists today.

PINE TAR AND HEALTH

Was pine tar really used to heal wounds and lung 
diseases? Yes, according to the history books. Pine tar 
demonstrated antibacterial and antiseptic properties in 
the medical treatment of humans and animals. It is also 
recorded that pine tar could be an effective antidote to 
deadly toxins and a medicine for coughs, asthma and 
swollen tonsils. Proof that the protective properties of 
pine tar were already known long ago.

MOMENTS IN THE  
HISTORY OF PINE TAR
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“THE HOUSE HAS GOT 
A WINTER COAT.”

You would be hard-pressed to find a better location. 
Sun all day long and an unbeatable view out over the 
ocean. There is really only one drawback with this 
location – the black distemper painted exterior has 
suffered from the effects of the constant sunlight and 
sea winds. However, Malin and Linus’ dream house in 
Vallda Sandö has now been given a new ‘winter coat’ 
called Black Tar.

THE ASK FAMILY
Members: Malin (42), Linus (48) and two children.

Occupations: Malin works as an AD and project 
manager and Linus is a tennis instructor at Vallda 
Tennis Club.

Reside in: Vallda Sandö.
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“The new paint feels incredibly substantial and somehow 
reassuring. It feels like we have enveloped the house in 
a protective and cosy winter coat. Now we feel ready for 
the storms and cold sea winds of winter – whereas these 
previously were a severe test of the paint on the exterior,” 
says Malin Ask.

Tired of repainting
Their dream house, covering an area of 226 square met-
res, was completed ten years ago. During the decade 
since they moved in, Malin and Linus have had to repaint 
the house four times, both because the wood has dried 
out and cracked and because the paint had lost its lustre. 
As the summer of 2017 approached, and it was time to 
get out the paint brushes yet again, they decided to get 
to the root of their ‘exterior problem’.

”We simply got tired of the paint we were using and ha-
ving to repaint so often. What if we could find a paint 

that really impregnates the exterior and protects against 
sea winds? It also needed to be a substance that could 
be used over the top of our old paint. We started Goog-
ling around and were pleasantly surprised when we came 
across Black Pine Tar.

Comprehensive protection
The misconception that pine tar was some kind of thick 
and sticky substance quickly became a distant memory. 
Malin and Linus hired two painters from Darius Bygg & 
Alltjänst, who painted the house twice during the month 
of May.

”When they started painting, our closest neighbours 
commented that the tar smell was a bit pungent, while 
those who live a little further away simply thought it smel-
led nice. The strong tar smell does wear off after three to 
four weeks and develops into a pleasant fragrance that 
makes me think of boathouses in Bohuslän,” says Malin.

• Excellent protection against wind and weather

• A paint that makes you feel  

‘at one with nature’

• Beautiful matte colour

• Works perfectly over  

distemper paint

• Pleasant pine tar smell

WHY WE LOVE BL
ACK TAR
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What was your first impression of Auson and the 
‘Tjärlek factory’?
“I was immediately hooked on the wonderful atmosphere 
in the factory and all of the colourful people who con-
stantly give me energy. There is an enormous sense of 
commitment here and, as opposed to Akzo Nobel which 
has an international board, I have had excellent opportu-
nities to have an influence over my workday.” 

Which pine tar is your personal favourite? 
“Black Tar. It’s the most elegant. But I have a white house 
that would not look particularly charming in black. Ho-
wever, I am thinking of painting over my brown chicken 
coop with Black Tar. That’s where I get my breakfast eggs 
every morning.” 

What is the best thing about your job? 
“The variation in duties, the fact that I have such a di-
verse role. It’s often stressful, but it’s never boring. I like 
a fast tempo!” 

What makes you extra enthusiastic and motivated 
at work? 
“It is essentially the production itself that I’m really enthu-
siastic about. I love the feeling when we get our products 
out, especially when our backs are against the wall. It’s 
never good to sit back, one needs to feel alive.” 

Can you describe a normal day at work? 
“It goes fast. I usually arrive just before the others bet-
ween 6:30 and 6:45. I read my emails and prioritise 
production tasks for the day. Then we get our morning 
meeting underway during which any changes to routines 
and priorities are communicated to all. The day continues 
with the phone ringing all the time, I answer various staff 
questions, write reports to order recipients, hold purcha-
sing meetings, plan improvement work and investments, 
work with new ISO certifications, hold job interviews and 
commemorate retirements. I end my day by responding 
to all the emails I couldn’t manage to get to in the prece-
ding 8 hours [laughs].” 

How would you describe the current challenges fa-
ced by the ‘Tjärlek factory’? 
“Tar paints are becoming increasingly popular and more 
and more cans are being sold every year. This means we 
need to adapt our production and manufacturing met-
hods. If, for example, all the farmers in Sörmland were 
to repaint their barns with Red Tar, we would have to in-
crease production and perhaps order new machines. But 
these are fun and exciting challenges!”

JOHAN SPORRONG
Age: 46 

Resides in: Älvängen with his wife, 4 children 
and chickens. 

Occupation: Factory manager, site manager, 
work leader and HR manager for Auson.

Interests: My family, my house and running. 
This year I’m going to run the Göteborg half 
marathon with my 17 year old son.

THE MANAGER OF THE ‘TJÄRLEK FACTORY’   
“IT’S NEVER BORING HERE”

From a large chemical group to a small family com-
pany in Kungsbacka, Johan Sporrong is the manager 
of the ‘Tjärlek factory’ who left Akzo Nobel after a 
20-year career. Here he gets to work with Seydi who 
always dances and sings, with Izza who starts every 
day with a laugh, and with Makkonen who is still hap-
py to be here after 30 years.



7

BORNSTEIN LYCKEFORS ARKITEKTER   
“WE ARE IN LOVE 
WITH BLACK TAR.”

They describe themselves as being ‘material lovers’ 
and work with ambitious architecture. Johan and 
Andreas at Bornstein Lyckefors are architects who 
think that tar paints deserve more attention. “We fell 
in love with Black Tar and will definitely use it more,” 
says Johan Olsson.

Black tar on roofs, too
It was when working on a modern house of 260 square 
metres in Mölndal that Bornstein Lyckefors became aware 
of Black Tar. They were looking for a paint that really could 
withstand the elements – not least because the roof would 
be painted, too.

“We were also struck by the incredibly beautiful colour that 
highlighted the texture of the wood. For those of us who 
care about the materials we use, it also feels good to use 
nature’s own paint,” says Johan, who managed the house 
project.

Abstract and playful
The architectural style is abstract and playful, and the end 
result was a real dream house for Farshad, Arlena and their 
two children. Its height and the roof angle of 45 degrees 
means that the house really stands out in the residential 
neighbourhood with lots of older houses. Inside, the house 
has unique features such as a straight staircase of perfora-
ted sheet metal and a special solution that magically hides 
away the TV in the living room.

“Farshad and Arlena were really open to new solutions 
when we designed the house. Creating a house that is 
painted completely with Black Tar is in itself quite unique. 
We have heard only positive remarks about the colour and 
everyone thinks the exterior has lovely texture and lustre,” 
says Johan.

BORNSTEIN LYCKEFORS  
ARKITEKTER

Run by: Johan Olsson, Andreas Lyckefors 
and Per Bornstein. 

Works on: Public and private buildings, de-
tached houses and interior architecture. 

Won awards such as: WAN Awards, nomi-
nated for the Guldstolen in 2016 as well as 
being nominated for the Villapriset in 2017 – 
Sweden’s top architecture prize for detached 
houses.
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“Pine tar... but surely that’s only used on boats?” 
That was Darius Banevicius’ first reaction when 
he and his father Steponas were tasked to paint a 
modern house with Black Tar, over the top of the 
existing distemper paint. Now, they have already 
finished painting their second house with pine tar 
and will happily talk about how neat it looks.

“At first we thought it was a bit messy and a problem 
that it dries slower than some other exterior paints. 
But we quickly realised that it nevertheless has several 
strengths. Above all, there are not many paints that give 
such a neat finish,” says Darius Banevicius from Darius 
Bygg & Alltjänst.

The first House in Vallda
A modern single storey house with sea views in Vallda 
Sandö was the first house for Darius and his father when 
it came to working with pine tar. They painted the 226 
square metre house twice during the month of May.

“It is important that the weather is good and it is prefera-
ble to paint in direct sunlight. Also invest in good quality 
bushes, be careful all the time when painting and cover 
any surfaces that will not be painted.”

”It’s great not having to prime.”
After the summer, Darius and Steponas were given the 
task of painting Red Tar over the existing red distemper 
paint on a house. It was Auson who recommended Da-
rius Bygg & Alltjänst to the home owner in Hjuvik after 
their fine painting work in Vallda Sandö.

“It was really great to also paint with Red Tar. Not nee-
ding to do any priming is a real advantage of pine tar, 
and painting over distemper paint produces an extra fine 
result. It is an exclusive feeling to paint with pine tar,” 
says Darius.

THE PROFESSIONAL PAINTERS’ 
BEST PAINTING TIPS

Plan for good weather and paint  
in direct sunlight.1.
Brush off the old paint.2.
Be extra careful to cover up  
everything that should not be painted.3.
Don’t scrimp on the balsam 
turpentine (for planed wood at 
least 20%, while unplaned wood 
requires a dilution of 30-40%).

4.

Invest in good brushes –  
they wear down fast otherwise.5.
Be incredibly careful all the time 
when painting.6.

DARIUS BYGG  
OCH ALLTJÄNST

Run by: Darius Banevicius and his father Steponas. 

Works on: Groundwork, stone laying and painting buil-
ding exteriors. 

Based in: Vallda.

PROFESSIONAL PAINTERS DARIUS AND STEPONAS  
“AN EXCLUSIVE FEELING.”



9

RED-TARRED MOUNTAIN  
CABIN AT THE TOP OF SÄLEN

SOME TIPS FROM  
INGMARI AND IWAN

 
Paint early in the season because the  

drying time is longer than ‘regular’ paints. 

Paint on warm days – the paint runs  
more smoothly then. 

Red Tar adheres well, so make sure  
to protect/cover surfaces that are  

not being painted.

THE BORGE FAMILY

Members: Ingmari and Iwan Borge. 

Occupations: Pensioners today, but previously ran the construction 
company INBO Bygg AB. 

Reside in: Onsala outside Kungsbacka. Own a semi-detached house in 
Sälfjällstangen together with friends Eva and Björn Jonsson.

At the very top of Sälfjällstangen is a charming red 
cabin overlooking Sälen’s Högfjällshotell and the 
majestic slopes. During the summer, the building is 
subjected to the baking sun, whereas in winter, icy 
winds take their toll on the distemper painted ex-
terior. But now, thanks to Red Tar, the owners are 
looking forward to no longer having to repaint the 
cabin every summer.

“The high altitude means the cabin is heavily exposed to 
the elements both during summer and winter. We have 
had to dedicate a portion of our summers to repainting the 
building, which I built myself in 1990. The building is semi-
detached with a snowmobile garage, and we’re co-owners 
with our friends. We are all from the west coast and we 
enjoy coming here a few times a year,” says Iwan Borge.

Snowmobile garage tested first
When Iwan planned to build a bungalow for friends Eva and 
Björn, they discovered there was a paint which could be 
used on distemper painted buildings. Prefab house manu-
facturer Larssonhus had Red Tar samples and Iwan was 
eager to test the paint on the new bungalow. The snowmo-
bile garage, which was also treated with distemper paint, 
was used for the trial run.

“We immediately fell in love with the beautiful red hue and 
its impregnating properties. It was also important that the 
paint was as close in colour as possible to the distemper 
paint – which we noticed straight away. When the time 
came to choose a paint for the bungalow, Red Tar was the 
obvious choice. In fact, we were so pleased that, during 
winter of 2016, we had the rest of the buildings painted as 
well.”
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He has worked in the paint industry for 30 years 
and is a former regional manager of Akzo Nobel. 
Today, Bert Olsson is best known as ‘the Paint 
Doctor’ in Kungsbacka and Åsa where he runs the 
Nordsjö stores S O Börjessons Färg & Tapeter to-
gether with his wife Ulrika. And he only has good 
things to say about pine tar. 

“Demand for tar paints has grown significantly in the last 
two years and we have had a large increase in sales. It is 
primarily the younger demographic which has discove-
red the elegant matte paints, which is especially great. 
Many people are pleasantly surprised that the paints can 
be used on distemper painted houses – which no other 
paint on the market can do,” says Bert ‘the Paint Doctor’ 
Olsson and he says that Tar Vitriol is his personal favou-
rite among the tar paints. 

Named ‘Paint Store of the Year’ 
Reaching a younger demographic is also something that 
Bert and Ulrika have had as a clear goal since they took 
over the store almost four years ago. S O Börjessons Färg 
& Tapeter has been around for just over 60 years and is 
one of the oldest paint resellers Sweden. To rejuvenate 
the shop and attract new customers, they redesigned the 
interior and began to sell some decor to complement the 
wide paint and wallpaper range which includes all the fa-
mous brands on the market.

“We work with products that accentuate people’s homes 
both inside and outside – and we must live up to that 
ourselves. In 2016 we were crowned the ‘Paint Store of 
the Year’ by Nordsjö, so our investment has produced re-

sults! Constantly developing our stores, keeping up with 
trends and being innovative are what makes the job so 
fun.” 

Sought after as ‘the Paint Doctor’
The fact that he is a sought-after ‘Paint Doctor’ in Kungs-
backa and Åsa is a privilege and something that Bert 
learns a lot from. It is a free service that S O Börjessons 
Färg & Tapeter offers both to individuals and professional 
painters. It means that Bert inspects houses to determine 
which paint was used on the exterior or on the walls in-
doors.

“In this way, I can recommend the right paint to my custo-
mers and help them to determine which paints they can 
paint with. You have to know which paint was previously 
used before taking out the brushes for a new paint. If you 
have bought a new house or perhaps inherited one from 
a relative, it is not always easy to know,” explains Bert.

S O BÖRJESSONS  
FÄRG & TAPETER
NORDSJÖ IDÉ OCH DESIGN

Run by: Bert and Ulrika Olsson.

Situated in: Åsa, where a new store is being  
established, and in Kungsbacka.

Operating for: Just over 60 years.

Number of employees: 8 for both stores.

RESELLER BERT  
‘THE PAINT DOCTOR’ OLSSON
“RECORD DEMAND FOR PINE TAR.”

THE PAINT DOCTOR’S 
3 BEST TIPS

1. Find out which paint was previously used 
on the exterior.

3. Don’t skimp on the pine tar! That’s good advice 
regardless of which paint you use.

2.
Do not paint too early in the season. It is 
important that the exterior is dry! Use a 
moisture meter to determine moisture con-
tent – it should not exceed 16%.
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The house has sweeping views over Byfjorden with 
a plot that extends all the way down to the beach. 
Uddevalla bridge is located just behind. For ho-
meowners Catharina and Håkan Alexandersson it 
was important to have a natural house colour that 
blends into the surroundings. Tar Vitriol met all their 
requirements.

“We first looked at Iron Vitriol, but were pleased when we 
found Tar Vitriol instead. We then got in touch with another 
‘MammutHus builder’ who was satisfied and after that the 
choice was easy. We have only received positive com-
ments. Everyone really thinks that the house is such a nice 
colour,” says Catharina Alexandersson.

Construction of the house started in February 2016 when 
the concrete elements for the basement were delivered. 
The house went up as early as April and the family moved 
in at the end of the year. The actual painting was done in the 
summer and took a total of two weeks.

“We are most satisfied with how unbelievably easy it was 
to paint with the Vitriol Pine Tar plus that the colour turned 
out as well as we hoped. The fact that the colour tone shifts 
and changes over time depending on the conditions is so-
mething we really like about Tar Vitriol.”

MammutHus is a Finnish house supplier that constructs houses 
from timber.

MODERN LOG HOUSE  
NEAR UDDEVALLA BRIDGE

THEREFOR
E YOU SHO

ULD 

CHOOSE TA
R VITRIOL

1. The colour is good for the wood and the house

2. It smells good when painting

3. The colour is really stylish

THE ALEXANDERSSON  
FAMILY

Members: Catharina and Håkan Alexandersson. 

Occupations: Catharina works in IT and Håkan 
works with shop fittings at a factory.

Reside in: Uddevalla.



 

SIZE ART. NO.  
0,9-L TIN 60550401
2,7-L TIN .............................................. 60550473
9-L TIN ................................................. 60550556

NEW!

Modern grey, lovely black, traditional red, classic 
brown or beautiful green. Auson has five pigmented 
pine tars derived from the base product Genuine 
Pine Tar. All colours are totally natural products 
from the forest which protect and reinforce the 
wood, and give it an attractive matte colour.

For all types of wood materials
The pigmented pine tars are perfect colours for your exte-
rior walls, but also mountain cabins, boathouses, summer 
cabins and barns. Basically, any material made of wood. 
You can also paint over wood exteriors previously trea-
ted with traditional distemper paint with excellent results. 
The pigmented pine tars penetrate deep into the wood 
and add the natural substances which the trees use to 
protect themselves against micro-organisms such as 
mould and wood-decay fungus, for example. The wood 
structure remains visible and the surface is allowed to 
age with beauty.

Care for your house with Tjärlek
Painting with pine tar is an experience. The characteristic 
smell gives you the feeling of working directly with na-
ture. Since pine tar is a natural product, different batches 
may vary slightly in colour. If you are going to use more 
than one tin, you should mix the amount you estimate 
will be needed for the area to be painted. You will then 
obtain the same colour over the whole wooden surface. 
The drying time may also vary, depending on weather 
and wind conditions. All our pigmented pine tars give a 
classic matte finish. Use gum turpentine as a solvent for 
Black Tar, Red Tar, Brown Tar and Green Tar. The paints 
become thinner and the feeling of the wood becomes 
more apparent. Discover nature’s own paint. 

WHICH PINE TAR IS YOUR FAVOURITE?

Auson Green Tar is a genuine pine tar reinforced 
with green pigment, which ensures a lovely matte 
colour in addition to protection from rot, mould 
and drying-out. The classic green hue is perfectly 
suited to both houses and fences. Dilute with ap-
prox. 20% gum turpentine for unplaned wood. 
Planed wood requires a dilution of 30-40%. You 
can use Green Tar on wood that has previously 
been treated with distemper paint.

Coverage: 5-8m2/litre depending on the surface.

GREEN TAR

SKIP MIXING - START PAINTING!
Soon it will be even easier to paint with pine tar! In late 2018 and early 2019 
we will add gum turpentine to Black Tar, Red Tar, Green Tar and Brown Tar. 
This means that you can start painting directly on unplaned wood without 
having to first mix in the gum turpentine. Planed wood and harder woods 
require additional gum turpentine to be mixed in. Between 10-20% is re-
commended depending on the surface and the wood.

NYTT RE
CEPT!

NEW RECIPE!

Färdigblandad - klar att använda

Ready to use

Läs mer i instruktionerna

Read more in the instructions
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SIZE ART. NO.
0,9 L TIN .............................................. 60500401
2,7-L TIN .............................................. 60500473
9-L TIN ................................................. 60500556

Auson Black Tar is a genuine pine tar reinfor-
ced with black pigment, which ensures a lovely 
matte colour in addition to protection from rot, 
mould and drying-out. The classic black colour 
is perfect for modern wooden houses, fences 
or boathouses. Dilute with approx. 20% gum 
turpentine for unplaned wood. Planed wood re-
quires a dilution of 30-40%. You can use Black 
Tar on wood that has previously been treated with 
distemper paint.

Coverage: 5-8 m2/litre depending on the surface.

BLACK TAR

SIZE ART. NO.
0,9-L TIN .............................................. 60510401
2,7-L TIN .............................................. 60510473
9-L TIN ................................................. 60510556

Auson Red Tar is based on its predecessors, 
Genuine Pine Tar and Iron Oxide. This gives the 
exterior wall the traditional red colour that has 
been popular in Sweden since time immemorial. 
It also provides the best protection from wind 
and weather. Red Tar is perfect for both classic 
summer cottages with white house corners and 
wooden houses with modern architecture and 
colour schemes. Dilute with approx. 20% gum 
turpentine for unplaned wood. Planed wood re-
quires a dilution of 30-40%. You can use Red Tar 
on wood that has previously been treated with 
distemper paint.

Coverage: 5-8 m2/litre depending on the surface.

RED TAR

SIZE ART.NO
0,9-L TIN .............................................. 60530401
2,7-L TIN .............................................. 60530473
9-L TIN ................................................. 60530556

Auson Brown Tar is a classic pine tar. The brown 
colour has its origins in the national romantic pe-
riod of the last century. Now, more than 100 years 
later, brown wood exteriors have once again be-
come popular. Brown Tar gives a matte brown 
colour and a beautiful wood surface. And, of 
course, the pine tar offers protection from strong 
sunlight, moisture, mould and rot. Dilute with ap-
prox. 20% gum turpentine for unplaned wood. 
Planed wood requires a dilution of 30-40%. You 
can use Brown Tar on wood that has previously 
been treated with distemper paint.

Coverage: 5-8 m2/litre depending on the surface.

BROWN TAR

SIZE ART. NO.  
1-L TIN 60590401 
3-L TIN ................................................. 60590473 
10-L TIN ............................................... 60590556

TAR VITRIOL
Auson Tar Vitriol is a thin tar glaze that gives a 
stylish, modern grey colour. The colour will initial-
ly look brownish since the pine tar first sits on the 
surface along with the pigment. But even on the 
first application, it penetrates the wood to protect 
it from moisture, while the grey pigment remains 
on the surface. The end result is a stylish grey 
colour that blends in with nature and protects the 
wood. Tar Vitriol contains gum turpentine. You 
can use Tar Vitriol on wood that has previously 
been treated with iron vitriol.

Coverage: 6-10 m2/litre depending on the sur-
face.
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Top score in 

Folksam’s paint 

review 2012!
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SUSTAINABLE 
CLASSICS

PINE TAR

NATURE’S
OWN PAINT
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SIZE ART. NO.
1-L TIN ................................................. 60100441
3-L TIN ................................................. 60100473
10-L TIN ............................................... 60100556
200 KG DRUM ..................................... 60100743
1000-LIT BARREL ................................ 60100800

Auson Genuine Pine Tar is the predeces-
sor of the pigmented pine tars. Genuine 
Pine Tar is traditional kilned pine tar and is 
perfectly suited to modern wooden houses, 
timber houses, wooden roofs, jetties and 
other outdoor wooden structures. It also 
has good penetration on unplaned wood. 
Genuine Pine Tar has healing properties and 
works well on, among other things, the hoo-
ves of horses and other animals. By diluting 
with gum turpentine or heating the tar, you 
can enable faster penetration in the wood 
and make it less sticky. An old recipe for 
wood treatment is one-third each of Ge-
nuine Pine Tar, gum turpentine and boiled or 
raw linseed oil.

Coverage: 2-4 m2/l depending on the sur-
face.

GENUINE PINE TAR

Auson Roslag Mahogany is a low-viscosity 
tar glaze that provides a darker mahogany 
tone. It is based on an old Swedish recipe 
consisting of Genuine Pine Tar, linseed oil 
and gum turpentine. Since Roslag Maho-
gany has a very low viscosity, it should be 
applied in two thin coats. Remember to let 
the surface dry thoroughly between coats. 
Feel free to use Auson Roslag Mahogany on 
jetties, boats, shingled roofs and, of course, 
on different types of wooden buildings.

Coverage: 6–12 m2/litre depending on the 
surface.

ROSLAG  
MAHOGANY

SIZE ART. NO.
1-L TIN ................................................. 60301401
3-L TIN ................................................. 60301473
10-L TIN ............................................... 60301556

IMPREX

SIZE ART. NO. 
1-L TIN ..................................................61100411
3-L TIN ..................................................61100473
10-L TIN ................................................61100556
200 KG DRUM ......................................61110743

Auson Imprex is special light-coloured tar 
that takes on a glaze-like quality with time. 
It gives a natural beautiful wood surface that 
is ideal for treating boats, shingled roofs and 
wooden buildings, for example. The tar has 
good penetration properties, it preserves the 
wood and makes the surface water-repel-
lent.

Coverage: 2–4 m2/litre

The ancestor 
of all  

our tars
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PATIO 
OIL

SIZE ART. NO.
1-L TIN ................................................. 60700401
3-L TIN ................................................. 60700472
10-L TIN ............................................... 60700556

TAR OIL
Are you tired of your discoloured wooden 
deck?  Then Auson Tar Oil is something for 
you. It is a pure natural product that pro-
tects the wood and preserves the light hue. 
With Auson Tar Oil, you achieve long lasting 
protection and a stylish surface with a clear 
wood pattern. Your deck stays looking fresh 
for many years, and treating it every two or 
three years is enough. The oil is also excel-
lent for fences, untreated garden furniture 
and planter boxes.

Coverage: 6-10 m2/litre depending on the 
surface.

TREATED WITH ORDINARY OIL

TREATED WITH TAR OIL

• Remember that the wood must be 
thoroughly cleaned before you begin to 
apply the oil. Remove dirt and old oil re-
sidue from a previously treated surface 
with a suitable cleaning agent. 

• It is important that the wood is comple-
tely dry when applying the oil. The sur-
face may very well be dried in the sun 
beforehand. Therefore, treatment should 
not take place too early in the spring. 

• Use a brush, roller or low pressure spray, 
and remove any surplus oil with a rag. 
When you have finished with the oil, 
clean the brushes with detergent/soapy 
water or gum turpentine.

TIPS AND TRICKS!

“One coat every two or  
three years is enough. TAR OIL 

PRESERVES THE WOODEN  
DECK’S LIGHT HUE.”
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SIZE ART. NO.
3-L TIN ................................................. 20400473

SIZE ART. NO.
1-L TIN ................................................. 20300401
3-L TIN ................................................. 20300473

Chinese Wood Oil is a classic Chinese oil 
based on “Tung oil” combined with linseed 
oil and solvents.

Coverage: 4–10 m2/litre

Sleeper oil is used for surface treatment and 
dark varnishing of railway sleepers, posts 
and fences. Sleeper oil is based on genuine 
pine tar which provides the best protection 
against the elements. Sleeper oil is painted 
on in quantity so that the oil can penetrate 
the wood.

Coverage: 5–8 m2/litre

CHINESE  
WOOD OILSLEEPER OIL

SIZE ART. NO.
3-L TIN ................................................. 20800473

Auson Wood Oil is a traditional deck oil 
based on linseed oil and white spirit. This 
forms a water-repellent surface that pro-
tects the wood against drying out and 
cracking. At the same time, the wood oil ac-
centuates and preserves the natural beauty 
of the wood.

Coverage: approx. 10 m2/litre

WOOD OIL

SIZE ART. NO.
1-L BOTTLE ......................................... 67000201
5-L CAN ............................................... 67000265

For surface protection of wood, manufac-
turing paint and mixing with pine tar.

SIZE ART. NO.
1-L BOTTLE ......................................... 67100201
5-L CAN ............................................... 67100265

For surface protection of wood, manufac-
turing paint and mixing with pine tar.

RAW  
LINSEED OIL

BOILED  
LINSEED OIL

SIZE ART. NO.
1-L BOTTLE ......................................... 66000201
5-L CAN ............................................... 66000265
25-L CAN ............................................. 66000259
178 KG DRUM ..................................... 66604790

Genuine gum turpentine is a biodegradable 
solvent used to dilute pine tar and linseed 
oil paints.

GUM  
TURPENTINE

SIZE ART. NO.
1-L BOTTLE ......................................... 50100201
5-L CAN ............................................... 50100265

For diluting asphalt products and paints, as 
well as cleaning brushes and tools.

ALIPHATIC 
NAPHTHA
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CARE FOR 
YOUR ROOF
SEALING LAYER THAT 
HOLDS ALL YEAR ROUND
Auson offers a complete range of 
sealing layers for your roof. The 
roof is the most exposed part of 
your home. It must withstand the 
elements – 365 days a year. By re-
gularly checking and maintaining 
the roof, you can extend the life of 
your roof significantly. 

Our range includes roofing com-
pound, primer, joint sealer and 
gluing compound. Auson also ma-
nufactures asphalt solutions of va-
rying viscosities and properties.

EASY 
HUNTING
WITH WILD BOAR TAR

SIZE ART. NO.
600 ML AEROSOL CAN ....................... 60100096
5-L TIN ................................................. 60101545

Auson Wild Boar Tar is used to make hun-
ting wild boar easier. Impregnate a tree 
trunk or wooden post with the scent by 
brushing a generous layer of tar onto the 
surface. The tar will then attract the wild 
boar, as it signals that the tree is rich in 
resin which wild boar use to rid themsel-
ves of skin parasites. Wild boar like to 
rub themselves against the tarred tree. 
By using Auson Wild Boar Tar regularly, 
you can attract wild boar to your hunting 
ground all year round.

Coverage: 2–4 m2/litre depending on the 
surface.

WILD BOAR TAR
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SIZE ART. NO.
5-L TIN ................................................. 10000405
10-L TIN ............................................... 10000406

SIZE ART.NO.
1-L TIN ................................................. 10700401
5-L TIN ................................................. 10700405

Fibre-reinforced and rubber-reinforced asp-
halt filler with additives to provide adhesion 
even on damp surfaces (such as for emer-
gency repairs in the rain). Forms an elastic 
and waterproof seal that is highly resistant 
to all types of weather. For the repair of 
small leaks, poor joints and cracks on tar 
paper roofs. Larger joints and blisters (cut 
open) are reinforced with glass fibre cloth. 
The mastic is also suitable for repairing 
sheet steel joints, concrete and wood, as 
well as caulking wooden boats. Easy to 
apply with a mastic spatula.

SIZE ART. NO.
5-L TIN  ................................................ 10500405

Low viscosity asphalt solution with damp-
expelling additives. Penetrates deep be-
neath the surface, impregnates and seals. 
Used as a primer for old, dry tar paper befo-
re renovating with Roofing Compound. Also 
used for pre-treatment of surfaces to be 
insulated against damp with Cold Asphalt.

Amount:  0.3–0.5 lit/m2 depending on the 
surface

Fibre-reinforced and rubber-reinforced asp-
halt compound that forms an impermeable 
and elastic surface. Highly resistant to all 
types of weather. Supplied ready-mixed to 
a consistency that is easy to paint. Very dry 
tar paper is pre-treated with our Roof Pri-
mer.
Amount: 0.5–1 lit/m2 depending on the  
 surface. 
 (Less can be used if the surface 
 is pre-treated with Roof Primer)

ROOFING COMPOUND ROOF PRIMER JOINT SEALER

SIZE ART. NO.
300-ML CARTRIDGE ........................... 10800093
1-L TIN ................................................. 10800401
5-L TIN ................................................. 10800405

For gluing joints on tar paper, repairing 
cracks, sealing connections, sealing sheet 
metal joints, folded seams and other roof 
details.

Amount:  1 litre for 10–15 m overlapping 
joints

SIZE ART.NO.
20-KG CAN .......................................... 11700218

Asphalt repair compound is a proven cold 
bitumen solution with small stones used to 
repair holes and pits in asphalt. The product 
can also be used as a filler around drains 
and to round off sharp edges. Asphalt re-
pair compound can be used throughout the 
year.

SIZE ART. NO.
1-L TIN ................................................. 10900401
5-L TIN ................................................. 10900405
10-L TIN ............................................... 10900406

Easily painted asphalt solution that provides 
a moisture- and water-resistant surface on 
foundations and concrete surfaces above 
and below ground. Can also be used for the 
protection of underground steel and sheet 
steel structures. When diluted with 10-20% 
white spirits, Cold Asphalt can also be used 
as a primer on dried tar paper.

Amount:  0.3–0.5 lit/m2 depending on the 
surface

GLUING COMPOUND COLD APPLIED ASPHALT ASPHALT RESTORER
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Auson AB is the leading importer and manufacturer of tar 
products in Sweden and the Nordic region. The company 
was founded in 1928 and today offers traditional and 
environmentally friendly products in corrosion protection, 
noise reduction, pine tar and various asphalt solutions. 
Auson has approximately 50 employees and a turnover of 
SEK 125 million. For Auson, the manufacturing process, 
unique products and quality are important core values for 
the business.

TRADITION AND INNOVATION SINCE 1928

Auson AB
Verkstadsgatan 3,
SE-434 42 Kungsbacka
Sweden
Tel +46 (0)300-56 20 00

www.auson.se
www.tjärlek.se

Auson’s business system complies with the requi-
rements in SS-EN ISO 9001 and SS-EN ISO 14001.
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Auson is founded in Gothenburg 
by Arthur Udesen from 
Copenhagen who starts  
trading in oil products.

Production starts with 
wood impregnation, 
asphalt products and 
corrosion protection. In 
1955, Auson relocates 
to Kungsbacka. Arthur’s 
children Leif and Lis join 
the business.

Auson establishes 
itself as supplier to 
Sweden’s leading 
vehicle manufacturer.

Manufacturing 
relocates to a new, 
modern factory in 
Kungsbacka.

Brothers Per & Erik Udesen 
continue to run the company. 
Today, Auson is regarded as 
one the leading companies in 
the industry. The company is 
turning 90!

ISO 
14001

ISO 
9001

AUSON 90 ÅR 1928 – 
20

18
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ÄRLEK SEDAN 1928


