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Forward traveling vibratory plates

 Good getting ahead on any surface. 
The forward traveling vibratory plates from Wacker Neuson.



Comfortable versatility 
with soil and asphalt compaction.
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Well-thought-out details for a comfortable handling are the standard for 
the forward traveling vibratory plates from Wacker Neuson as for example, 
the guide handle. Be-cause of it they can be moved easily and precisely, 
and this at full performance.



WP

HEIDL: Freisteller WP1550 mit Wassertank

1 Compact transport dimensions.
 The guide handle can be completely tilted 
 to the front, allowing it to be transported 
 in the trunk of a car.

2 Water tank.
 For asphalt compression, a water tank 
 with sprinkler system can be ordered 
 as an accessory.
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WP 1235

WP 2050

Perfect for gardening 
and landscaping.
The WP series.

The vibratory plates of the WP series are particularly compact 
devices that are su-perbly suited for compression work in 
gardening and landscaping. Both on mixed soils as well as on 
composite material pavement, these devices provide excellent 
agility and maneuverability. They are therefore ideal when wor-
king on small areas. A water tank with sprinkler set for asphalt 
compression is available as one of the accessories that make 
the WP series a light-weight all-rounder for all cases.

-  Great agility thanks to the special base plate shape and 
 the clever guide handle and frame concept

- Robust structure minimizes maintenance effort: 

 protected v-belt drive and base plate of wear-resistant 
 spheroidal graphite iron

- Three grip recesses in the console simplify transport 

- Models: 10 / 12 / 15 / 20 kN compression force

The chamfered floor panel makes 
compression easier on the spot.

Straight edges enable optimal 
compression along walls.



WPP

Agile even on the smallest of areas.

1 Stable frame.
  The well-thought-out guide handle concept 

and the handle points on the front of the 
frame provide outstanding stability also in 
lateral operation.

2 High mobility on the construction  
 site
  The stable transport roller simplifies changes 

of location at the construction site. Its wide 
contact surface prevents tracks on fresh 
asphalt.

21
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WPP 1550

Robust and mobile on 
asphalt, soil and pavement. 
The WPP series.

WPP series vibratory plates are the high-performance 
pros for compressing asphalt and composite materi-
al pavement, as well as compressing mixed soils on 
small surfaces. Owing to their robust structure they 
are excellent for permanent professional use in gar-
dening and landscaping, as well as for road building, 
for example compressing gravel sand foundation for 
walkways, roads and parking spaces. The WPP series 
includes models with and without water tank.

-  Excellent maneuverability thanks to the special 
 base plate shape 

- Remote gas control easy to get to for simple, 
 safe starting and stopping of the device

- Highly wear-resistant base plate of spheroidal 
 graphite iron; wear-resistant v-belt

- Sprinkler system: Optimal water distribution 
 across the entire width of the base plate; 

 Automatic inflow control for vibrations only

The water tank has two filters and can be 
taken off for filling without using a tool.
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1 DPS 1850H Vario: From light weight to powerful.
  The adjustable centrifugal force adds the respectively required 

hold pressure on the ground at steady frequency. Thanks to 
variable speed settings and a retrofittable water tank, it can 
also be used optimally on asphalt.

2 DPS 1850 Asphalt: Perfect wearing courses.
  The infinitely adjustable sprinkler system prevents the formation 

of cracks and gluing on the asphalt. The asphalt guide handle 
enables lateral guiding for optimal compression along edges.

3 DPS 1850H Basic: Flexible for any need.
  With just a few grips, matching accessories (water tank, 

protection frame, asphalt guide bracket, plate slider equipment) 
can be mounted as well.

DPS
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DPS 1850H 
Basic

DPS 1850H 
Asphalt
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Three models for all scenarios:
DPS 1850H: Basic, Asphalt, Vario.

VARIO:
ADJUSTABLE CENTRIFUGAL FORCEThe forward traveling DPS 1850H vibratory plate offers 

a wide spectrum of uses with its three model variants for 
tough permanent use at the construction site. Contributing 
to this are a diesel engine equipped with higher power 
reserves, a wear-resistant base plate made from ductile 
graphite iron, as well as a maintenance-free and durable 
exciter bearing. The operator is also taken into account: 
great comfort is offered by the ergonomically positioned 
gas levers as well as the vibration absorbing, adjustable 
guide handle. 

-  DPS 1850H Basic: The strong all-rounder for
 compressing soil

-  DPS 1850H Asphalt: Optimal for processing cover 
 and base courses

-  DPS 1850H Vario: Ideally suited for compressing 
 soils with different layer heights as well as different 
 pavements



WPU

1 Transport positioning.
  With the guide handle completely tilted to the front, the 

dimensions of the WPU 1550 are so compact that they 
can also be transported in the trunk of a car.

2 Reverse gear.
  Quick forward travel speed and a reverse gear in addition – 

these are the best prerequi-sites for the professional and 
efficient use.

3 Lifting point.
 A stable lifting point integrated in the protection frame 
 simplifies the transport of the de-vice.

3
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The smallest areas demand high maneuverability, agility, 
and simple transport and op-erating options. All of this 
comes together in the WPU 1550, the smallest reversible 
from Wacker Neuson. Because of these attributes, it is 
the first choice especially for asphalt compression. But it 
also provides top services for compressing gravel sand 
foundations of walkways, roads, parking spaces as well 
as for gardening and landscap-ing. With high stability 
and robustness, and low maintenance expense, it also 
scores high in terms of efficiency.

- Tremendous stability also in lateral operation owing to the  
 special base plate shape and versatile grips on the frame

- Remote gas control easy to get to for simple starting and  
 stopping of the device

- Stable transport roller with wide contact surface prevents 
 tracks on fresh asphalt

- The robust, low-maintenance structure guarantees a long  
 useful life

- Highly wear-resistant base plate of spheroidal graphite iron

- Sprinkler system for an optimal water distribution 
 across the entire width of the base plate

- Automatic inflow control for vibrations only

Even more agility required?
The smallest reversible: 
WPU 1550.
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BS 60-2i

Additional compression devices from Wacker Neuson,
getting your processes ahead efficiently.

You will make a winning impression at every construction site with 
more efficiency. We see to this with innovative product solutions 
and smart structures. Compact de-signs combined with highest 
capacity render unanticipated efficiency in their use. 

Forward traveling, reversible and remote controlled vibratory plates, 
rammers, hand-held, ride-on and remote controlled rollers – you 
can find an unsurpassed wide product range in the area of soil and 
asphalt compression and the right device for any application.

TWO-CYCLE 

RAMMERS:

WORLDWIDE ONLY 

AVAILABLE FROM 

WACKER NEUSON
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The right accessories 
for any job.

Water tank (l) Protection frame Transport
equipment

Plate slider
equipment

ACCESSORIES FOR VIBRATORY PLATES

WP 1030A  8

WP 1235A  8

WP 1540A  9

WP 1540W  9

WP 1550A  9

WP 1550W  9

WP 2050A  9

WP 2050W  9

WPP 1540A  8 Integrated

WPP 1540Aw Integrated 8 Integrated

WPP 1540W  8 Integrated

WPP 1540Ww Integrated 8 Integrated

WPP 1550A  9 Integrated

WPP 1550Aw Integrated 9 Integrated

WPP 1550W  9 Integrated

WPP 1550Ww Integrated 9 Integrated

WPP 1550A  9 Integrated

WPU 1550A  12 Integrated

WPU 1550Aw Integrated 12 Integrated

DPS 1850H Asphalt Integrated 11

DPS 1850H Basic / Vario  11

The self-explanatory model guide:
 Available Not available



* Abhängig vom Boden und von Umgebungseinflüssen

Technical data.

WP 1030 A WP 1235 A WP 1540 A WP 1540 W WP 1550 A WP 1550 W WP 2050 A WP 2050 W WPP 1540 A
WPP 1540 Aw

WPP 1540 W
WPP 1540 Ww

WPP 1550 A
WPP 1550 Aw

WPP 1550 W
WPP 1550 Ww

Operating weight in kg 50 60 75 75 85 85 100 100 81 81 86 86

Centrifugal force in kN 10 12 15 15 15 15 20 20 15 15 15 15

Base plate size (w x l) in mm 300 x 496 350 x 546 400 x 586 400 x 586 500 x 586 500 x 586 500 x 586 500 x 586 400 x 586 400 x 586 500 x 586 500 x 586

Operating width in mm 300 350 400 400 500 500 500 500 400 400 500 500

Operating height, min., in mm 629 606 652 632 632 632 632 632 547 547 547 547

Frequency in Hz 98 98 98 98 98 98 98 98 98 98 98 98

Max. forward travel * in m/min 26 27 29 29 29 29 28 28 29 29 29 29

Max. surface capacity * in m2/h 468 567 696 696 870 870 840 840 696 696 870 870

Engine type Air-cooled, single cylinder, 4-cycle gasoline engine Air-cooled, single cylinder, 4-cycle gasoline engine

Engine manufacturer Honda Honda Honda Wacker Neuson Honda Wacker Neuson Honda Wacker Neuson Honda Wacker Neuson Honda Wacker Neuson

Engine GX 100 GX 120 GX 160 WM 170 GX 160 WM 170 GX 160 WM 170 GX 160 WM 170 GX 160 WM 170

Displacement cm3 98 118 163 169 163 169 163 169 163 169 163 169 

Max. engine output  
(DIN ISO 3046) kW

2.1 2.6 3.6 3.7 3.6 3.7 3.6 3.7 3.6 3.7 3.6 3.7 

at torque 1/min 3,600 3,600 3,600 3,600 3,600 3,600 3,600 3,600 3,600 3,600 3,600 3,600

Fuel consumption in l/h 0.33 0.8 1.8 1.8 1.8 1.8 1.8 1.8 1.8 1.8 1.8 1.8

Tank volume (fuel) in l 1.2 2.5 3.7 3.7 3.7 3.7 3.7 3.7 3.7 3.7 3.7 3.7

Power transmission From the drive engine to autom. centrifugal force belt drive directly to the exciter. From the drive engine to autom. centrifugal force belt drive directly to the exciter.

DPS 1850 H Basic DPS 1850 H Vario DPS1850 H Asphalt

Operating weight kg 111 112 128

Underride height in mm 625 625 625

Base plate size (l x w) mm 600 x 500 600 x 500 600 x 500

Centrifugal force in kN 18 Level 1 
Level 2

11 
18

18

Frequency in Hz 90 98 90

Max. forward travel * in m/min 22 Level 1 
Level 2

20
14

22

Engine type 1 B 20 1 B 20 1 B 20

Engine manufacturer Hatz Hatz Hatz

Engine Air-cooled, single cylinder, 4-cycle gasoline engine

Displacement cm3 232 232 243

Max. capacity (IFN DIN ISO 3046) in kW 3.4 3.4 3.4

at torque 1/min 3,600 3,600 3,600

Fuel consumption in l/h 1,0 1,0 1,0

Tank volume (fuel) in l 3,0 3,0 3

Power transmission From the drive engine to autom. centrifugal force belt drive directly to the exciter.

WPU 1550A WPU 1550Aw

Operating weight kg 96 100

Base plate size (l x w) mm 586 x 500 586 x 500

Underride height in mm 556 556

Transport dimensions (l x w x h) in mm 1,012 x 500 x 586 1,012 x 500 x 586

Operating width in mm 500 500

Centrifugal force in kN 15 15

Frequency in Hz 98 98

Max. forward travel * in m/min 29 29

Max. surface capacity * in m2/h 870 870

Engine type GX 160 GX 160

Engine manufacturer Honda Honda

Engine Air-cooled, single 
cyl-inder 4-cycle 
gasoline engine

Air-cooled, single  
cylinder 4-cycle  
gasoline engine

Displacement cm3 163 163

Nominal capacity (SAE J1349) in kW 3.6 3.6

at torque 1/min
 

3,600 3,600

Fuel consumption in l/h 0.8 0.8

Tank volume (fuel) in l 3.6 3.6

Power transmission From the drive engine to centrifugal force belt drive directly to the exciter.

* Depends on the soil and environmental influences



2 Norton Shores, USA

1 Milwaukee, USA

8  Manila, Philippinen

3  Korbach, Deutschland

7  Kragujevac, Serbien

4  Pfullendorf, Deutschland

6  Linz, Österreich

5  Reichertshofen, Deutschland

Production worldwide.
Service near you.

8  Manila, Philippinen

3  Korbach, Deutschland

7  Kragujevac, Serbien

4  Pfullendorf, Deutschland

6  Linz, Österreich

5  Reichertshofen, Deutschland

Always in your area: www.wackerneuson.com/retailers
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PRODUCTION LOCATIONS 
OF THE WACKER NEUSON GROUP

1  Milwaukee, USA
2 Norton Shores, USA
3 Korbach, Germany
4 Pfullendorf, Germany
5 Reichertshofen, Germany
6 Linz, Austria
7 Kragujevac, Serbia
8 Manila, Philippines

MODERN PRODUCTION FACTORY. 

In Manila, Philippines, our modern factory is 
synonymous with forward traveling vibratory 
plates. The high educational standard of the 
employees and efficient processes account 
for a high quality standard.
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The value wheel from  
Wacker Neuson: Our customer‘s 
success is at our core.

We win over with the values of a medium-sized, publicly traded  
and family-owned company. With the strength and expertise  
of a globally active organization. With people fulfilling our credo 
every day with life and ideas.

We believe in quality, innovation, performance and character.  
And we believe in the sustainable success of our customers, 
which is what it is ultimately all about.
 
Always in your area: www.wackerneuson.com

CUSTOMER

PERFORMANCE

INNOVATION QUALITY

CHARACTER
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