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Installation instructions V1

Digital Gauge Cluster
BMW 5 Series E39
Compatible with: High cluster after 9-1997 & low cluster after 9-1998

This installation guide aims to provide users of a BMW 5 Series 
E39 with a simple procedure for installing a Digital Gauge Cluster. 

Tools require: 10mm (3/8 inch) wrench, T10 Torx bit, scissors, 
and a multitool with cutter attachment.

Disconnect the battery.1
Locate your battery (It is based in the car’s boot). 
Disconnect the negative battery terminal.

When working with your car’s electrical system, always 
disconnect your battery.

Adjust the steering wheel.2
Adjust the steering wheel position with the lever on the 
side. Move it down and towards you, out of the way. 

(Protect the steering wheel with a towel to prevent 
scratches.)

Flip the adjustment lever and move the steering wheel down 
and towards you. Make sure you protect your steering wheel..

Remove the orginal cluster.3

Remove the two T10 Torx screws on the top inside of the 
cluster. Remove the front cover and unplug the two light
switches. 

Remove the cluster, tilt it forwards, and disconnect the wiring.. 

Installed Digital Gauge Cluster.

Uninstall your air vent and light switch.

Remove the two exterior plates next to the steering wheel. 
Next, remove the four T10 screws behind these plates. 

Tilt the cluster towards you, removing it from the 
dashboard. On the backside, detach the connector by 
pressing and switching the lever.  
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slide the wiring adapter on.5
Connect the blue adapter to the original wiring cable from the 
gauge cluster. Slide to remove the old �tting and slip on the  
new blue �tting. 

Cutting the dashboard.4

Cut away a piece of plastig from behind the cluster. 

Cut out the template.4.1

Place the template sicker on the dashboard.4.2

Use scissors to cut out the white sticker template 
around the black lines.

 
 
  

Cut into the dashboard.4.3
Using a multitool or Dremel tool, cut around the 
template. Make sure to cut around the template. Place the template sticker on exactly on the shown line. It

should �t precisely on the edge. 

x
x

Note! Don’t forget to plug in the extended USB cable! (Paid extra)

Tilt the screen 45° degrees toward you, the left side 

Stick the template to the dashboard, following
the curves of the dashboard. 

Cut out the template and stick it on your dashboard.

Place the Digital Gauge Cluster behind the dashboard.7
Position the Digital Gauge Cluster in its correct location, 
placing it behind the dashboard. First, put it in the top
of the cluster, push it in as far as possible and push it
down in the previously made hole.

 

x
x

install the right/left clamps using the bolts.

Installation note #1 7.1
Make sure to install the right/left clamps on
the side of the display using the bolts included
in your kit.

Installation note #27.2
Ensure the wires run on top to the side, to have 
enough clearance behind the cluster. 

To create su�cient space for the display, you will need to

Slide the old �tting to the side and slide on the new blue adapter.
Be carefull! Don’t pull on directly on the cables.

Plug in the wiring harness.6
Connect the new wiring to the original wiring from the 
gauge cluster. And install the optional extra USB cable or 
keypad.

4

4

5

6

7



+31 (0)546 66 04 12 • sales@id4motion.com • www.id4motion.shop

Installation instructions V1

Reconnect the battery.10
Close the door and reconnect the battery.

 

Now you will be able to start the new digital gauge cluster 
by putting in your key. 

Install the front cover.
Line up the top bracket with the bolt holes. Snap the 
front cover into the bottom bracket. Make sure it snaps
on properly.  
 

After installation, adjust your settings in the menu by pressing 
the side stock or the option keypad.

Snap the front cover into the digital gauge cluster, making sure 

Mold Flashing from the dashboard or extra metal clips may 

Adjust your menu settings. 
11

You can adjust the digital gauge cluster settings with the 
keypad included in the set. Fine-tune in the 
menu as you prefer.

Possible settings: Time, Date, Temperature Unit, Distance 
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Once all the above steps are complete, the installation is 

email to: Sales@ID4Motion.com

Re-install the original front9
Place the original front cover infront of the cluster, plug in
the cables for the two light switches and press the cover
in to its place.

Screw all the bolts back in to place and snap the side plates
into place. 
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