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Technical Data

POLYPROPYLENE DEPTH FILTER

Polypropylene

90%

1 3 5

80°C

5” 93/4” 10”

DOE or Code 7 (others available)

10 15 20 30 50 75

97/8” 191/2” 20” 30”291/4” 40”39”

PF-SC
Single

PF-MC
Multi DOE

PF-ME
Multi Code 7

PF-SCP
Plastic

RECOMMENDED FILTER HOUSINGS

Ultra-Depth PP-TF is a high flow, graded depth filter with 
high contaminant capacity for long life. Constructed from 
FDA approved polypropylene with excellent performance 
characteristics, it is an economic choice for a wide range of 
applications.

Ultra-Depth PP-TF is available in a range of industrial 
standard lengths as either absolute or nominal rated 
cartridges.
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Ultra-Depth PP-TF

Maximum Differential Pressure
Normal flow direction at:

20°C (68°F):  3,5 bar

60°C (140°F):  1,0 bar

80°C (176°F):  0,5 bar
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Element Dimensions (mm)
Element size Length Diameter

5” (05/30) 125 63
10” (10/30) 254 63
20” (20/30) 508 63
30” (30/30) 762 63

40” (40/30) 1016 63

Materials
Filter media Polypropylene

End fittings (on request) Polypropylene

Features Benefits

Meltblown Polypropylene

Extensive research and selection of the 
latest and most advanced polypropylene 

meltblown filter media, results in improved 
performance, leading to extended filter life 

at a given efficiency.

Graded depth media

The graded structure of the media provides 
prefiltration of the process fluid prior to the 
absolute rated final layer. This combination 

provides economy of use and a smaller 
process footprint.

High degree of chemical compatability Constructed entirely of polypropylene

Nominal removal ratings
Ultra-Depth PP-TF cartridges are validated 

using recognised industry standard test 
methods.

Suitable for steam and hot water 
sanitisation

PP-TF cartridges are resistant to repeat 
steam sterilisation and hot water cycles.

Environmentally friendly

Ultra-Depth PP-TF filters are 
environmentally friendly, all spent 

cartridges can be readily incinerated to 
trace ash.

POLYPROPYLENE DEPTH FILTER
Ultra-Depth PP-TF

Cartridge Construction
The high quality robust polypropylene and/or nylon construction of Ultra-
Depth PP-TF cartridges, allows for excellent chemical compatibility with a 
wide range of fluids.

The meltblown polypropylene and nylon media provides a bonded matrix 
thus eliminating fibre migration.

The inherent structural stability of the PP-TF, prevents ‘channelling’ and 
avoids the risk of particle unloading even under impulse conditions.

The PP-TF fusion bonded construction ensures cartridge integrity. No 
surfactants or bonding agents are used, minimising extractables.
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Ultrafilter Scandinavia offers a wide selection of filtration 
products for compressed air, liquids and gas. We have 
stock in Denmark and from here we distribute all of our 
products to Scandinavia and the Baltic countries. 

Ultrafilter Scandinavia is a part of the Ultrafilter group. 
Our production facility is in Germany and we have 
several subsidiaries in Europe and the United States. 

You can buy our products on local websites. Information 
about our products as well as brochures and manuals 
can be found on our website 
(www.ultra-filter.com). 

We can adapt all of our filtration products to your needs, 
and we offer visits from our consultants in order to find 
the right solution for you. We also offer on going service 
on our products once they are installed. 

www.ultra-filter.com

At www.ultra-filter.com you will find a wide 
selection of filtration products ready for you to 
order.  
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