
 
 

 
 
 
 

2016 ONWARDS LIQUID COOLED TRIUMPH TWINS 
 

Congratulations on the purchase of your TT Wheel Kit!  You have purchased the finest 
wheels you can put on your Triumph Twin!   

 
Please read these instructions thoroughly before installation. 

 
You can download these instructions at www.canyonmotorcycles.com. 

 
PROUDLY MADE IN THE USA! 
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IMPORTANT!  WE DO NOT RECOMMEND HOME INSTALLATION OF THIS 
WHEEL KIT DUE TO THE COMPLEX ABS BRAKE SYSTEM, SPECIAL TOOLS 
THAT ARE REQUIRED AND ‘A LEVEL’ MECHANICAL EXPERIENCE.  
 
PLEASE TAKE YOUR BIKE AND THIS WHEEL KIT TO YOUR LOCAL TRIUMPH 
CERTIFIED DEALERSHIP TO BE INSTALLED BY AN ‘A LEVEL’ TECHNICIAN 
ONLY, WHO HAS THE NECESSARY EXPERIENCE, TOOLS AND ACCESS TO 
THE CORRECT AND LATEST VERSION SERVICE MANUAL ONLY AVAILABLE 
AT TRIUMPH ONLINE.   
 
CRITICAL: Use only high quality factory tools, verify all install steps and torque settings 
for updates in factory service manual BEFORE installation  
 
RIDE WITH CONFIDENCE AND HELP KEEP THE SERVICE INDUSTRY ALIVE J  
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1. PARTS LIST 

TT Front Wheel stage 1 or 2 with tires  1 
TT Rear Wheel stage 1 or 2 with tires  1 
Bobber Speedmaster only - 2mm oversize 
RH Rear cush drive spacer   1 
TT Offset Front Sprocket (wide kit only)                  1 
TT Offset Rear Sprocket (wide kit only)  1 
Drive chain 520x100 link (wide kit only)   1 
Drive chain rivet link (wide kit only)   1 
RH footrest hanger spacer washers M8 (all 
models except Thruxton 1200 & R)   6 
Bobber Speedmaster only - 8xM6 front 
sprocket cover spacer washers.    8 
Bobber Speedmaster only – TT 2mm 
oversize RH Cush drive/wheel spacer   1 
Rear brake line Zip Ties  4 
Manual  1 

[Billet wheel kit only] Front Rotor Carrier Hardware 
Type Size Quantity 
Rotor Bolts M8x1.25 10 
Acorn Nuts (stainless) M8x1.25 10 
Washers (stainless) M8 10 
Spring washers (stainless) M8 10 
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2. OEM PARTS REMOVAL 
 
IMPORTANT:  You will need to remove and retain the following parts from your OEM 
wheels as described in the factory service manual.  They will need to be re-used with 
your new TT Wheels on installation. 
 
Canyon Tip - Remove the front and rear ABS sensors first, they are very easily damaged 
and expensive to replace! Note the shims between the sensor and mount, pay close 
attention to these, as you will need to measure the sensor air gap when reinstalling your 
new TT wheels. 
 
To remove wheels, brakes, drive chain and sprockets, refer to the Genuine Triumph 
Service Manual, section “Brakes”>“Wheels and Tires”>“Final Drive”.  Once you have 
removed the brakes, wheels, drive chain and sprockets; follow the steps below exactly. 
 
Canyon Tip - The OEM rotor bolts use heavy-duty lock tight and are very difficult to 
remove, do not use a impact gun. First heat them up with a MAP or Butane torch to melt 
the lock tight, Use a high quality impact driver with T40 bit to break loose and undo with 
hand or air tools. If damaged new hardware is available from probolt.com 
 
Rear Wheel Parts-remove and retain these rear wheel parts:  

• 1 x ABS Pulser ring. 
• 4 x T20 ABS Pulser ring screws (if fitted) 
• 1 x Rear rotor (unless you have stage 2 kit or aftermarket brake kit) 
• 4 x T40 rear rotor bolts 
• 1 x OEM sprocket carrier with bearing and seal 
• 1 x OEM Rubber Cush drive dampener  
• 6 x Sprocket nuts 
• 1 x Left-hand top hat wheel spacer (see Figure 1) 
• 1 x Right-hand external alloy Cush drive spacer (see Figure 1) [Bobber and 

Speedmaster wide kits remove and replace with supplied TT 2mm oversized 
Cush/wheel spacer] 

 
Critical:  The internal stepped Cush drive spacer.  This may be hard to see, but it is going 
to be reused with your OEM Cush drive. (see Figure 1) 
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Front wheel parts-remove and retain these front wheel parts: 

• Remove left and right wheel spacers. (See Figure 2) 
• Remove brake rotors and ABS pulser rings as described in Triumph Service 

manual. 
 
Clean all five spacers and ABS Pulser rings (service ABS Pulser ring if it needs attention) 
Inspect all spacers for wear. 
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Inspect your OEM rotors for run-out and wear and check against Triumph specifications. 
Replace if out of spec or discard if new brake kit is being fitted.  Inspect and clean all 
rotor bolts for reuse or discard if using new hardware.  Inspect OEM Cush drive unit, 
clean and service or replace worn bearing or seal.  Clean all five spacers and ABS Pulser 
rings.  Inspect all spacers for wear, check if ABS pulser rings are straight. 
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3. BRAKE ROTOR AND PADS INSTALLATION 
 
If you purchased a brake kit including pads install front and rear pads as described in 
your applicable factory manual - Section “Brakes” and install as per factory manual. 
 
If you are using your original brake rotors or aftermarket brake rotors refer to service 
manual - Section “Brakes” and install as per factory manual.  
 
CANYON TIP- Some aftermarket rotors might have a step recess cut into them for the 
rotor bolt to sit, if so they will need a support washer to take up the space. Otherwise 
when tightening the ABS side rotor, it could bend the Pulsar ring and cause ABS issues, 
contact the rotor manufacture for washers or updated rotor. 
 
Note: The ABS Pulser ring is to be fitted to the left hand brake disc. 
 
Brake rotor installation for TT spoke wheels:  
 
1. Locate the brake discs and ABS pulser ring (left hand side) to the front and rear wheel 

as noted during removal. 
2. Use High-temperature, medium strength thread lock on rotor bolts.  We recommend 

only genuine Hondalock 2HT.  Warning:  this lock-tight must be high temperature. 
3. Fit rotor bolts and tighten to 22 Nm. 

  

Brake rotor installation for billet Sulby TT wheels with dress up hardware kit: 
 
We supply some of our TT wheels with front and rear rotor bolts and to give our TT 
wheels a classic vintage design, we supply a stainless steel M8x1.25 acorn dress-up kit.  
This should be installed with only high-quality tools, a correctly calibrated torque wrench, 
using great care and finesse, as these bolts are obviously very critical.   
 
If supplied we pre-fit all of our rotor hardware in the correct mounting sequence.  Please 
pay very careful attention to the order of assembly.  (See figure below.) 
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To install rotors, you will need the following: 
• High-quality torque wrench 
• 5 or 6 mm Allen bit 
• 13 mm wrench, preferably a ratcheting type such as a gear wrench 
• High-temperature, medium strength thread lock.  We recommend only genuine 

Hondalock 2HT.  Warning:  this lock-tight must be high temperature. 
 
1. Remove M8 acorn nuts, spring washer and washer.  Note the order of removal. 
2. Remove rotor bolts from rotor carrier. 
3. Lay all your bolts out on the workbench and apply specified lock-tight to rear part of 

threads on rotor bolt to ensure lock-tight will be engaged in carrier. 
4. Install rotor on carrier and install rotor bolts and first torque diagonally to 12 nm (9 

ft/lbs), then diagonally again to final torque spec of 22 nm (16 ft/lbs).   
5. Installing the acorn nuts can cause the rotor bolts to back out on final torque, we 

recommend allowing lock-tight to set for one hour. 
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6. Install M8 washer, followed M8 spring washer and finally M8 acorn nut.  Hold the 
rotor bolt firmly with the correct Allen tool and carefully tighten M8 acorn nuts to a 
22 nm (16 ft/lbs) and allow lock-tight to set for a minimum of two hours. 

7. The rotor bolts and dress acorn nuts should be checked carefully at 50 miles. 
 

 
 
 
CAUTION:  ALWAYS REPLACE BRAKE PADS WITH NEW MATCHING 
MANUFACTURER’S BRAKE PADS WHEN INSTALLING NEW ROTORS.  REFER 
TO MANUFACTURER’S RECOMMENDATIONS FOR RUNNING IN AND CARE 
OF ROTORS. 
 
Check all rotor bolts, sprocket nuts, ABS pulser ring screws and dress acorn nuts if 
applicable carefully at 50 miles. 
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4. FRONT WHEEL AND BRAKE CALIPER 
INSTALLATION 

1. Lightly smear the TT wheel seals with grease and fit spacers into the left hand and 
right hand sides of the hub. 

2. Position the wheel between the forks. 
3. Raise the wheel until it is in alignment with the spindle holes in both forks. Take care 

to not dislodge the spacers. 
4. Refit the wheel spindle from the right hand side and tighten to 65 Nm. 
5. Thoroughly clean and degrease the brake discs. 
6. Fit the brake caliper and tighten the mounting bolts to 21 Nm. 

Canyon Tip - The OEM hubs and calipers and fork lowers are castings and tolerances can 
be varied, your new TT wheels are precision machined. 

Thruxton R with radial Brembo’s: 

These calipers DO NOT have a locating dowel pin on the Showa forks therefore center 
the caliper over the rotor and hold in position while tightening caliper bolts to spec. In 
some cases it may be necessary to dress the inner face of caliper with a file to achieve 
clearance. We have found this a common issue on this bike. 
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Thruxton, T120, T100, Bobber, Street Twin / Cup / Scrambler and Speedmaster (2 
piston Nissan or Brembo calipers): 

The LH caliper may need shims between the caliper and fork, same for the RH caliper on 
twin disc models, in some cases the caliper hanger may need to be dressed with a file. 

 

1. Maintaining the above position, tighten the fork pinch bolt to 23 Nm. * 
2. Check the operation of the front brake. Rectify as necessary. * 

*Applies to all twin disc models with twin piston nissin calipers.  
 
 
 
 
  



	
	

CANYON MOTORCYCLES ONLINE LLC 
1980 N. TOPANGA CANYON BLVD, TOPANGA CA 90290 | TEL (310) 455 7433 | FAX (310) 317-7803 

WWW.CANYONMOTORCYCLES.COM 

	

12	

5. OFFSET SPROCKETS, CHAIN AND CUSH 
INSTALLATION 

 
We supply some of our TT wheels with offset chain and sprocket kits and follow the 
applicable Triumph service manual - Section “Final Drive” and install as per factory 
manual as follows: 

1) If necessary, replace any rear sprocket studs that have been loosened or removed as 
follows: 
a) Remove and discard any of the studs that have become loose. 
b) Fit new studs and tighten to 30 Nm. 
c) Check the height of the studs when fitted to the sprocket carrier. The top of the 

stud must be between 16.5 to 18.5 mm above the sprocket carrier face. 
2) Fit the rear TT sprocket to the sprocket carrier as noted during removal. 
3) Fit new lock nuts using locktight and evenly and progressively tighten to 55 Nm. 
4) Install the Cush drive rubbers to the wheel hub. 
5) Install your oem internal cush drive spacer into the sprocket carrier bearing.  IF YOU 

ARE MISSING OR DO NOT HAVE THIS PART DO NOT INSTALL OR RUN 
THIS TT WHEEL KIT, IT WILL CAUSE A CRITICAL BEARING FAILURE AND 
COULD RESULT IN ACCIDENT OR DEATH!  

6) BOBBER AND SPEEDMASTER ONLY – Install TT 2mm oversized RH Cush 
drive/wheel spacer supplied.  

 
Please contact your Triumph dealer to order. 

 
WARNING! 

Turn over and install stepped spacer into sprocket carrier bearing.  This is a critical step 
of your TT Wheel installation and must not be omitted.  Omitting this step will cause 
critical bearing failure resulting in serious injury or death. 
 

 
7) Fit the sprocket carrier to the new TT wheel hub 

Canyon Tip: Spray silicone rubber lube liberally on the Cush rubber dampener BEFORE 
installing it in TT Cush drive. It can be a very tight fit, push sprocket carrier ALL THE 
WAY IN, if you don’t the wheel will be difficult to install.  



	
	

CANYON MOTORCYCLES ONLINE LLC 
1980 N. TOPANGA CANYON BLVD, TOPANGA CA 90290 | TEL (310) 455 7433 | FAX (310) 317-7803 

WWW.CANYONMOTORCYCLES.COM 

	

13	

 

 
Check all rotor bolts, sprocket nuts, ABS pulser ring screws and dress acorn nuts if 
applicable carefully at 50 miles. 
 
Offset Front Sprocket installation (Wide Wheel Kit Only): 
 
Refer to your service manual to remove right-hand sprocket cover, footrest and outrigger 
assembly and front sprocket, taking care not to damage the lock washer, as this will be re-
used.  It is helpful to have an assistant apply the rear brake hard and loosen the sprocket 
nut before rear wheel is removed.   
Refer to Section Final Drive, Front Sprocket Removal and Installation of Triumph 
Factory Service Manual. 
 
Install TT offset front sprocket to gearbox shaft adding a small amount of grease to the 
splines.   
Canyon Tip - ALWAYS use a new OEM sprocket lock-washer, bend the edges of washer 
slightly with pliers BEFORE install, this will to make it easy to bend tab over on locknut. 
 
Install factory lock washer and nut and tighten to 132 nm (97 ft/lbs).  Secure the sprocket 
nut in position by bending down the lock washer tab so it firmly contacts the nut flats.   
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T120, T100, Bobber, Street Twin / Cup / Scrambler only 
Refit the right-hand footrest outrigger and rear master cylinder assembly as per the 
factory manual. ALSO INSTALLING the 6 x M8 stainless washers between the frame 
and the outrigger (3 each on the 2 M8 bolts with the 12mm heads) to allow for clearance 
of the offset chain and sprockets.  
 
Check for clearance and re-route any wiring or brake components that may hit chain.  
 
Fit the sprocket cover as the factory manual.   
 
 

 
Canyon Tip -If the chain slider is new it can push the chain towards the RH frame rail 
when looking at it. You will need to use a small Dremel tool or cutting tool to trim it 
down to resolve this minor issue.  
 
Bobber and Speedmaster:  
1. Space out the coolant bottle plate with 3 x M6 washers on both the 6mm locating 

bolts for the plate to allow for offset chain clearance. 
2. Space out front sprocket cover with 2 x M6 washers on each of the 4 cover bolts.   
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6. REAR WHEEL AND CALIPER INSTALLATION 
1. Lubricate the lips of the wheel bearing seals with a smear of multipurpose grease. 
2. Fit the spacer to the hub and drive flange. 
3. Bobber Speedmaster kits only- Use supplied TT 2mm oversize RH Cush drive/wheel 

spacer to spread swing arm so chain clears inside face of swing arm.  
4. Position the wheel in between the swing arm.  

Canyon Tip- To avoid scratching your new wheels, remove brake pads from caliper as 
per factory manual to give more room to install caliper, be sure to place shop towels 
around caliper to avoid damaging rim. Reinstall new brake kit pads after wheel is fitted as 
per factory manual. 

5. Fit the brake caliper mounting plate, locating its slot on the swinging arm lug. 
6. Lift the wheel into position, ensuring the spacers and caliper mounting plate remain 

correctly positioned, and insert the spindle from the left hand side. 
7. Fit the washer and a new nut to the spindle and hand tighten. 

Canyon Tip –Degrease and wash new chain before install, This will prevent your new TT 
wheels from being covered in excess chain grease once installed, Re-lube with a light 
chain lube such as Honda Pro lube.  

8. CRITICAL: Install drive chain as per factory service manual and rivet link as per 
chain manufactures instructions found on applicable chain manufactures website.  
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9. This must be done by a certified Triumph technician with the chain manufacturers 
correct tools.  DO NOT ATTEMPT THIS AT HOME! 

Adjust the drive chain free play.  For this you will need a professional alignment tool.  
Many of our TT wheel kits have very tight clearance between tire and chain, measure the 
distance between the swing arm pivot bolt and the rear axel on both sides, adjust the 
adjusters to get wheel perfectly aligned. This will take a few attempts to get correct.  You 
can run a tire to chain clearance of 2.5mm. 

10. Rotate the wheel and look for tight spots, at this point Measure the drive chain’s 
vertical movement, mid-way between sprockets. 

11. If correct, the vertical movement of the drive chain mid-way between the sprockets 
should be 20 - 30 mm. 

12. Release the lock nuts on both the left hand and right hand chain adjuster bolts. 
13. Moving both adjusters by an equal amount, turn the adjuster bolts clockwise to 

increase chain free-movement and anticlockwise to reduce chain free-movement. 
14. When the correct amount of chain free movement has been set, push the wheel into 

firm contact with the adjusters. 
15. Check for equal adjustment on both sides using the graduation marks on the swinging 

arm. 
16. Tighten both adjuster lock nuts to 20 Nm and the rear wheel spindle nut to 110 Nm. 
17. Repeat the chain adjustment check. Readjust if necessary. 
18. Then tighten the spindle nut to 110 Nm. 
19. Operate the brake pedal a few times to ensure the brake pads are in firm contact with 

the disc. 
20. Refit the exhaust silencers  
21. Check the operation of the rear brake. Rectify as necessary. 
22. Refit the sprocket cover and right-hand footrest outrigger as per the factory manual.  

Leave OEM chain guard off. 
 
Note: As your chain now runs an offset, you will need to check be sure: 

• That your chain adjusters are not damaged and rear sprocket studs and hardware 
clears swing arm. 

• If you have aftermarket shocks, check for clearance.  Some wide spring shocks 
such as Hagon require the shocks to be spaced.  This may require custom spacers. 

• That the internal frame bolts on the rear master cylinder do not protrude and also 
the footrest hanger is not bent.  This can be an overlooked and hard to see part 
that is likely to hit chain and may cause vibration (or worse) if any contact. 

• Check that all of the parts in the front sprocket area have clearance and space as 
needed, pay close attention to any wiring in this area and secure with zip ties if 
needed. 
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7. REAR SWING ARM AND BRAKE LINE 
T120, T100, Bobber, Street Twin/Cup/Scrambler (steel swingarm): 

Chain Guard: 
1. Leave the OEM chain guard off and bend the mounting bracket out to clear the chain.   

 
2. CRITICAL!!! YOUR WIDE WHEEL WILL NOW HIT REAR BRAKE LINE!!  

THIS IS AN EASY REMEDY BUT DON'T FORGET THIS STEP! 
3. Pull the 2 plastic rear brake line guide clips. 
4. Then take a small crescent wrench and bend out the 2 steel brake line tabs as much as 

possible. 
5. Discard OEM brake like clips, they will not hold the line on the outside of the tab 

very well and will pop off, instead secure with 2 zip ties to each tab. 
6. Check the chain slider on your swing arm, if its brand new on some models it will 

now guide the chain towards the frame. Trim the center ridge of the slider with a 
knife or dremel to allow for a straight smooth chain run.  

7. Double check all final clearances before riding and inspect again after 50 miles and 
every service. 
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Thruxton, Thruxton R (alloy swingarm): 
 
1. Install the OEM chain guard as per factory manual. 
2. CHECK REAR BRAKE LINE AND ABS WIRE GUIDE FOR TIRE CLEARANCE. 

FAILURE TO DO THIS WILL RESULT IN BRAKE FAILURE. 
 

Canyon Tip - the Thruxton comes with a really nice plastic brake line guide BUT when 
removing rear wheel or caliper can dislodge the line and wire. Be sure to secure!  
 
3. Make sure the ABS wire goes in first followed by the brake line, secure so they will 

not pop out with 4 zip ties as shown. 
4. Check final clearance. 
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8. ABS SENSOR INSTALL AND CLEARANCE 

CHECK 
 
Install front and rear abs sensors, it is critical that the air gap be checked and set, if 
possible run the sensors at .4mm for the best reading, the Triumph system is very 
sensitive and this can cause all kids of issues and error codes.  

 
 
Air Gap Measurement 

1. Using feeler gauges, measure the air gap between the wheel speed sensor and the 
pulser ring. 
• ABS sensor (front sensor shown) 
• Shim 
• Pulser ring 
• Fixing 

2. Rotate the wheel and repeat the measurement in several places to ensure the pulser 
ring is not distorted or bent. Renew a damaged pulser ring. 

3. Adjust the air gap using the correct shim to achieve an air gap between 0.40 mm and 
1.20 mm. 

4. Shims are available in the following sizes - 0.5 mm, 1.0 mm, 1.5 mm and 2.0 mm. 
5. If necessary, remove the wheel speed sensor, fit the correct thickness shim and refit 

the wheel speed sensor and tighten the fixing to 9 Nm. 
6. Repeat the air gap measurement. Readjust as necessary. 
Tire Pressures: Check and inflate front and rear tires to correct pressure as specified in 
factory service manual or tire manufactures website (all tire pressures to be checked cold)  
 
Double-check your work…stand back and admire your TT Wheel Kit in all its glory! 
 
Test ride bike for 50 miles check and verify all hardware torque.  If you have new tires 
and brakes, take great care to ride carefully until they’re broken in according to 
manufacturer’s specifications. 
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9. CARE AND SERVICE 
 
Care: 
Your TT wheels were built by hand with quality workmanship and pride.  Maintained, 
cleaned and looked after properly, they will bring you pleasure for years to come! 
 
Canyon Motorcycles does not guarantee that your parts will not rust or corrode, 
especially where two surfaces meet and cannot be coated.  Metal constantly exposed to 
water (sprinklers, other) or salt (air) will continue to corrode, even if powder coated.  
Polished, Chrome and Scotch-brighted surfaces deteriorate naturally over time. 
 
Please do not clean your powder coated surface if it is warm, as the heat "softens" the 
coating and can mar the finish. Let the parts cool completely before cleaning. 
 
To clean your TT wheels we recommend Mr. Motul Bike wash only.  Spray onto wheels 
liberally and agitate with a soft brush (such as a quality soft bristle paint brush), being 
careful not to scratch anything.  If you have excess chain lube to remove, only use 
genuine gunk de-greaser and work into chain sprockets brakes and rear wheel.  Before 
this dries, wash off with hot soapy water and rinse with cold water, and blow dry with 
shop airline. 
 
To detail the powder coat we recommend Mr. Motul Shine and Go to restore the original 
luster. Polished and Scotch-brighted surfaces should be polished by hand with a soft cloth 
and a quality alloy polish such as Mother’s Alloy Polish. 
 
DO NOT use cleansers that abrasives, or contain ammonia or other harsh chemicals such 
as Windex. 
 
Please do not use a scrub pad of any kind on this finish.  
 
Please do not use any of the following chemicals to clean this surface: Alcohol, Acetone, 
M.E.K. (Methyl Ethyl Ketone) or any paint thinners. Using any of the aforementioned 
chemicals may discolor or soften the finish. 
 
Service: 
1. After initial 50 miles and every 500 miles thereafter, check all wheel, brake and 

sprocket bolts.  Also check chain adjustment as per factory manual. 
2. At every tire change, wheels should be checked, spokes torqued and trued by a 

professional wheel builder to maintain your warranty. 
3. Inspect Cush drive rubbers and replace if needed.  Note:  These are a normal “wear 

and tear” item and will need replacing over time. 
4. Inspect all wheel bearings and seals; clean and grease seals, replace any suspect 

bearings as a precaution if needed. 
5. Inspect brake rotors for run out and wear; pay close attention to brake calipers and 



	
	

CANYON MOTORCYCLES ONLINE LLC 
1980 N. TOPANGA CANYON BLVD, TOPANGA CA 90290 | TEL (310) 455 7433 | FAX (310) 317-7803 

WWW.CANYONMOTORCYCLES.COM 

	

21	

service calipers if pistons are sticking. 
6. Wheel bearing service: 

• TT wheels are designed to use all the OEM Triumph wheel bearings, crush-tubes, 
seals and spacers.   

• If any wheel bearing, seal or Cush drive bearing needs replacement, it will require 
specialist tools and equipment.  Contact your TT Wheel or Triumph dealer. 

• All bearings and spare parts can be ordered on our website or from Triumph 
dealers under each specific model designation as a direct TT Wheel replacement.   

7. Wheel service: 
• We also offer a full TT wheel overhaul and trueing service.  Contact us for more 

details.  
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10. WARRANTY 
 

1-year warranty on all Canyon Motorcycles Online LLC original parts, hubs, Cush drive, 
spokes and nipples 

 

 
 
Manufacturer’s warranty on all rims, bearings, seals, rotors, hardware, tires, and tubes. 

 
Alteration or modification of any motorcycle may increase the risk of injury or accident and may render the motorcycle illegal for 
public road use and will void your warranty.  Obey all local laws and regulations. 
 
I acknowledge that there is inherent danger in owning and operating a motorcycle.  I acknowledge that CANYON MOTORCYCLES 
ONLINE LLC (and/or its affiliates) has no control over potential improper installation of any parts, accessories or wheels purchased 
online by me, therefore, it is my intent to indemnify CANYON MOTORCYCLES ONLINE LLC from any claims and/or litigation 
arising out of my actions in connection with purchase of motorcycle accessories and/or TT Wheels.  I shall fully defend, indemnify, 
and hold harmless CANYON MOTORCYCLES ONLINE LLC from any and all claims, lawsuits, demands, causes of action, liability, 
loss, damage and/or injury, of any kind whatsoever (including without limitation all claims for monetary loss, property damage, 
equitable relief, personal injury and/or wrongful death), whether brought by an individual or other entity, or imposed by a court of 
law or by administrative action of any federal, state, or local governmental body or agency, arising out of, in any way whatsoever, 
any acts, omissions, negligence, or willful misconduct on the part of CANYON MOTORCYCLES ONLINE LLC, its officers, owners, 
personnel, employees, agents, contractors, invitees, or volunteers. 


