
Autohelm 3000 Wheel Drum Installation
The drum is clamped to the helm spokes using the U-bolts 
provided and may be used on wheels with 3, 5 or 6 spokes 
according to the diagram at right.  For 3 and 6 spoke 
wheels you will use the 3 U-bolts provided.  For 5 spoke 
wheels you should have ordered the 5 spoke wheel 
upgrade which supplies an additional 2 U-bolts for a total 
of 5 U-bolts.

The drum should ideally be mounted behind the wheel (ie. 
between the wheel and pedestal), which will require you to 
remove the helm wheel from the pedestal.  If there is 
insufficient clearance behind the wheel the drum may be 
mounted on the other side of the wheel.

The drum kit comes with 3 sets of spacers (5 if you ordered a 5 spoke upgrade).  The U-bolts 
are 1” (25 mm) diameter and the spacers convert them to fit all the other common spoke 
diameters of 3/4”, 5/8”, 1/2” and 3/8” (19, 16, 12 and 9 mm).  If your spokes are tapered, choose 
the spacers which fit over your spokes at the radius where the drum will be installed.

Each U-bolt has a backing 
plate which should be 
mounted on the other side 
o f the drum f rom the 
spacers.  The backing 
plates are contoured to fit in 
the curve of the wheel.  Do 
not instal l wi thout the 
backing plates as this may 
result in the drum breaking.

After roughly positioning the drum, lightly tighten the U-bolts.  
Check the concentricity (run-out) by rotating the wheel.  The 
drum should be positioned to achieve a maximum run-out (non 
centre wobble) of no more than 2mm (1/16”).  Now tighten the 
U-bolts to hold the wheel in place.  Do not over tighten.

If you have any problems, please contact us at info@i3DGear.com

Visit i3DGear.com to see our entire line of quality 3D printed Autohelm, Raymarine and 
Simrad spare parts.
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