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PRODUCTION TECHNOLOGY 

Objective Exam 
Name: ______________________________ Hall Ticket No.  

 
Answer All Questions. All Questions Carry Equal Marks. Time: 20 Min. Marks: 10. 

 
 I  Choose the correct alternative: 
 
 1.   The following gas is used together with sodium silicate as a binder     [     ]   
      a) H2    b) CO2    c) N2           d) C2H2 

 
 2.   The following  is  the clay free silica sand       [      ] 
     a) Facing sand       b) Green sand      c) Dry sand             d) Parting sand 
        
 3.  Following is used for making the hollow cavities in the casting    [    ] 
    a) Chaplet   b) Vent rod  c) Core   d) Chill 
 
 4.  Which of the following welding technique uses a consumable electrode   [     ] 
     a) MIG welding  b) TIG welding        c) Laser welding  d) Thermit welding 
 
 5.  In the following casting process, the use of gates and runners can be eliminated  [         ]  
      a) Die casting    b) Investment casting  
      c) Centrifugal casting   d) C-process 
 
 6.  Electronics components are usually joined by      [      ] 
     a) Soldering   b) Brazing    c) Welding             d) None 
    
 7.  Cupola is best suited for melting       [     ] 
     a) Alloy of copper     b) Non ferrous metals 
     c) Aluminum alloys    d) Ferrous metals 
 
  8.  Blow holes of casting due to         [     ] 
    a) Lower permeability of mould   b) Lower flowability  
   c) Higher refractoriness    d) Hard ramming 
 
  9.  Liquid contraction during solidification will be take care of by    [ ] 
    a) Runner   b) Sprue   c) Riser   d) Gate 
 
 10.  Which of the following welding used for car bodies     [    ]  
   a)  Arc welding   b) Gas welding   
  c) Explosive welding   d) Resistance welding 
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II Fill in the blanks: 
 
11.  In gas welding when oxygen is less it is called _____________ flame.       
 
12.  An intermediate moulding flask used in three piece moulding is __________         
 
13.  Progressive solidification starts from the mould wall and moves towards ______________ of        
 the mould.             
 
14.  _________ welding is solid state welding.            
 
15. ______________ is a replica of the final object to be made by the casting process.            
 
16.  The commonly used flux for brazing is _______________.                
 
17.  The process of removing unwanted material from casting is called_____________  
  
18.  In the following die casting machine, holding furnace is the integral part  of   _____________ 
   
19.  The ______________ dissolved in the molten metal causes the Pin holes casting defects  
   
20.  ____________ polarity is preferred for thin material welding 
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Answer All Questions. All Questions Carry Equal Marks. Time: 20 Min. Marks: 10. 
 
 I  Choose the correct alternative: 
 
1.  Which of the following welding technique uses a consumable electrode   [     ] 
     a) MIG welding  b) TIG welding      c) Laser welding  d) Thermit welding 
 
 2.  In the following casting process, the use of gates and runners can be eliminated  [         ]  
      a) Die casting    b) Investment casting  
      c) Centrifugal casting   d) C-process 
 
3.  Electronics components are usually joined by      [      ] 
     a)  Soldering   b) Brazing    c) Welding             d) None 
    
 4.  Cupola is best suited for melting       [     ] 
     a) Alloy of copper     b) Non ferrous metals 
     c) Aluminum alloys    d) Ferrous metals 
 
 5.  Blow holes of casting due to         [     ] 
    a) Lower permeability of mould   b) Lower flowability  
   c) Higher refractoriness    d) Hard ramming 
 
 6.  Liquid contraction during solidification will be take care of by    [ ] 
    a) Runner   b) Sprue   c) Riser   d) Gate 
 
 7.  Which of the following welding used for car bodies     [    ]  
   a)  Arc welding   b) Gas welding   
  c) Explosive welding   d) Resistance welding 
 
8.   The following gas is used together with sodium silicate as a binder     [     ]   
      a) H2    b) CO2    c) N2           d) C2H2 

 
9.   The following  is  the clay free silica sand       [      ] 
     a) Facing sand       b) Green sand      c) Dry sand             d) Parting sand 
        
10.  Following is used for making the hollow cavities in the casting    [    ] 
    a) Chaplet   b) Vent rod  c) Core   d) Chill 
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II Fill in the blanks: 
 
11.  _________ welding is solid state welding.            
 
12. ______________ is a replica of the final object to be made by the casting process.            
 
13.  The commonly used flux for brazing is _______________.                
 
14.  The process of removing unwanted material from casting is called_____________  
  
15.  In the following die casting machine, holding furnace is the integral part  of   _____________ 
   
16.  The ______________ dissolved in the molten metal causes the Pin holes casting defects  
   
17.  ____________ polarity is preferred for thin material welding 
 
18.  In gas welding when oxygen is less it is called _____________ flame.       
 
19.  An intermediate moulding flask used in three piece moulding is __________         
 
20.  Progressive solidification starts from the mould wall and moves towards ______________ of        
 the mould.             
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Answer All Questions. All Questions Carry Equal Marks. Time: 20 Min. Marks: 10. 
 
 I  Choose the correct alternative: 
 
1.  Electronics components are usually joined by      [      ] 
     a) Soldering   b) Brazing    c) Welding             d) None 
    
2.  Cupola is best suited for melting       [     ] 
     a) Alloy of copper     b) Non ferrous metals 
     c) Aluminum alloys    d) Ferrous metals 
 
 3.  Blow holes of casting due to         [     ] 
    a) Lower permeability of mould   b) Lower flowability  
   c) Higher refractoriness    d) Hard ramming 
 
 4.  Liquid contraction during solidification will be take care of by    [ ] 
    a) Runner   b) Sprue   c) Riser   d) Gate 
 
 5.  Which of the following welding used for car bodies     [    ]  
   a)  Arc welding   b) Gas welding   
  c) Explosive welding   d) Resistance welding 
 
6.   The following gas is used together with sodium silicate as a binder     [     ]   
      a) H2    b) CO2    c) N2           d) C2H2 

 
 7.   The following  is  the clay free silica sand       [      ] 
     a) Facing sand       b) Green sand      c) Dry sand             d) Parting sand 
        
 8.  Following is used for making the hollow cavities in the casting    [    ] 
    a) Chaplet   b) Vent rod  c) Core   d) Chill 
 
 9.  Which of the following welding technique uses a consumable electrode   [     ] 
     a) MIG welding  b) TIG welding         c) Laser welding  d) Thermit welding 
 
 10.  In the following casting process, the use of gates and runners can be eliminated  [         ]  
      a) Die casting    b) Investment casting  
      c) Centrifugal casting   d) C-process 
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II Fill in the blanks: 
 
11.  The commonly used flux for brazing is _______________.                
 
12.  The process of removing unwanted material from casting is called_____________  
  
13.  In the following die casting machine, holding furnace is the integral part  of   _____________ 
   
14.  The ______________ dissolved in the molten metal causes the Pin holes casting defects  
   
15.  ____________ polarity is preferred for thin material welding 
 
16.  In gas welding when oxygen is less it is called _____________ flame.       
 
17.  An intermediate moulding flask used in three piece moulding is __________         
 
18.  Progressive solidification starts from the mould wall and moves towards ______________ of        
 the mould.             
 
19  _________ welding is solid state welding.         
    
20. ______________ is a replica of the final object to be made by the casting process.            
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 I  Choose the correct alternative: 
 
1.  Blow holes of casting due to         [     ] 
    a) Lower permeability of mould   b) Lower flowability  
   c) Higher refractoriness    d) Hard ramming 
 
 2.  Liquid contraction during solidification will be take care of by    [ ] 
    a) Runner   b) Sprue   c) Riser   d) Gate 
 
3. Which of the following welding used for car bodies     [    ]  
   a)  Arc welding   b) Gas welding   
  c) Explosive welding   d) Resistance welding 
 
4. The following gas is used together with sodium silicate as a binder     [     ]   
      a) H2    b) CO2    c) N2           d) C2H2 

 
5.   The following  is  the clay free silica sand       [      ] 
     a) Facing sand       b) Green sand      c) Dry sand             d) Parting sand 
        
 6. Following is used for making the hollow cavities in the casting    [    ] 
    a) Chaplet   b) Vent rod  c) Core   d) Chill 
 
 7.  Which of the following welding technique uses a consumable electrode   [     ] 
     a) MIG welding  b) TIG welding      c) Laser welding  d) Thermit welding 
 
 8.  In the following casting process, the use of gates and runners can be eliminated  [         ]  
      a) Die casting    b) Investment casting  
      c) Centrifugal casting   d) C-process 
 
 9.  Electronics components are usually joined by      [      ] 
     a)  Soldering   b) Brazing    c) Welding             d) None 
    
 10.  Cupola is best suited for melting       [     ] 
     a) Alloy of copper     b) Non ferrous metals 
     c) Aluminum alloys    d) Ferrous metals 
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II Fill in the blanks: 
 
11.  In the following die casting machine, holding furnace is the integral part  of   _____________ 
   
12.  The ______________ dissolved in the molten metal causes the Pin holes casting defects  
   
13.  ____________ polarity is preferred for thin material welding 
 
14.  In gas welding when oxygen is less it is called _____________ flame.       
 
15.  An intermediate moulding flask used in three piece moulding is __________         
 
16.  Progressive solidification starts from the mould wall and moves towards ______________ of        
 the mould.             
17.  _________ welding is solid state welding.            
 
18. ______________ is a replica of the final object to be made by the casting process.            
 
19.  The commonly used flux for brazing is _______________.     
            
20.  The process of removing unwanted material from casting is called_____________  
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