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Answer All Questions. All Questions Carry Equal Marks. Time: 20 Min. Marks: 10. 
 
I. Choose the correct alternative: 
 
1.  The conditional branch instruction JNS performs the operations when if __   [ ] 

a) ZF =0   b) SF=0   c) PF=0   d) CF=0  
 
2.  Access time is faster for          [ ] 

a) ROM   b) SRAM   c) DRAM   d) PROM 
 
3.  In ADC 0808 if _______ pin high enables output.       [ ] 

a) EOC   b) I/P0-I/P7   c) SOC   d) OE  
 
4.  8086 is interfaced to two 8259s (Programmable interrupt controllers). If 8259s are in master slave 

configuration the number of interrupts available to the 8086 microprocessor is   [ ] 
a) 8    b) 16    c) 15    d) 64  

 
5.  Which processor structure is pipelined?        [ ] 

a) all x80 processors  b) all x85 processors  c) all x86 processors  d)None 
 
6.  The advantage of memory mapped I/O over I/O mapped I/O is,     [ ] 

a) Faster    b) Many instructions supporting memory mapped I/O  
c) Require a bigger address decoder   d) All the above  

 
7.  What is the store by register?         [ ] 
  a) data                 b) operands                    c) memory                  d) None of these 
 
8.   Which is used to store critical pieces of data during subroutines and interrupts:  [ ] 

a) Stack  b) Queue        c) Accumulator  d) Data register 
 
9. BIU STAND FOR:          [ ] 

a) Bus interface unit  b) Bess interface unit  c) a and b d) None of these 
 
10.  What is the output of the following code?        [ ] 

AL=88 BCD, CL=49 BCD  
ADD AL, CL 
DAA  
a) D7, CF=1   b) 37, CF=1   c) 73, CF=1   d) 7D, CF=1  
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II Fill in the Blanks 
 
11.   The CPU sends out a ____ signal to indicate that valid data is available on the data bus. 
 
12.  The _______ address of a memory is a 20 bit address for the 8086 microprocessor. 
 
13.  EPROM stands for _______. 
 
14.  The language that the computer can understand and execute is called _______. 
 
15.  ___ bit in ICW

1 
indicates whether the 8259A is cascade mode or not. 

 
16.  Which type of RAM needs regular referred _______. 
 
 17.  NMI stands for _______. 
 
18.  _______is the size of the vector interrupt table. 
 
19.  Expand DAA _______. 
 
20.  In 8279, a scanned sensor matrix mode, if a sensor changes its state, the ___ line goes ____ to 

interrupt the CPU. 
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Answer All Questions. All Questions Carry Equal Marks. Time: 20 Min. Marks: 10. 
 
I. Choose the correct alternative: 
 
1.  8086 is interfaced to two 8259s (Programmable interrupt controllers). If 8259s are in master slave 

configuration the number of interrupts available to the 8086 microprocessor is   [ ] 
a) 8    b) 16    c) 15    d) 64  

 
2.  Which processor structure is pipelined?        [ ] 

a) all x80 processors  b) all x85 processors  c) all x86 processors  d)None 
 
3.  The advantage of memory mapped I/O over I/O mapped I/O is,     [ ] 

a) Faster    b) Many instructions supporting memory mapped I/O  
c) Require a bigger address decoder   d) All the above  

 
4.  What is the store by register?         [ ] 
  a) data                 b) operands                    c) memory                  d) None of these 
 
5.   Which is used to store critical pieces of data during subroutines and interrupts:  [ ] 

a) Stack  b) Queue        c) Accumulator  d) Data register 
 
6. BIU STAND FOR:          [ ] 

a) Bus interface unit  b) Bess interface unit  c) a and b d) None of these 
 
7.  What is the output of the following code?        [ ] 

AL=88 BCD, CL=49 BCD  
ADD AL, CL 
DAA  
a) D7, CF=1   b) 37, CF=1   c) 73, CF=1   d) 7D, CF=1  
 

8.  The conditional branch instruction JNS performs the operations when if __   [ ] 
a) ZF =0   b) SF=0   c) PF=0   d) CF=0  

 
9.  Access time is faster for          [ ] 

a) ROM   b) SRAM   c) DRAM   d) PROM 
 
10.  In ADC 0808 if _______ pin high enables output.       [ ] 

a) EOC   b) I/P0-I/P7   c) SOC   d) OE  
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II Fill in the Blanks 
 
11.  The language that the computer can understand and execute is called _______. 
 
12.  ___ bit in ICW

1 
indicates whether the 8259A is cascade mode or not. 

 
13.  Which type of RAM needs regular referred _______. 
 
14.  NMI stands for _______. 
 
15.  _______is the size of the vector interrupt table. 
 
16.  Expand DAA _______. 
 
17.  In 8279, a scanned sensor matrix mode, if a sensor changes its state, the ___ line goes ____ to 

interrupt the CPU. 
 
18.   The CPU sends out a ____ signal to indicate that valid data is available on the data bus. 
 
19.  The _______ address of a memory is a 20 bit address for the 8086 microprocessor. 
 
20.  EPROM stands for _______. 
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I. Choose the correct alternative: 
 
1.  The advantage of memory mapped I/O over I/O mapped I/O is,     [ ] 

a) Faster    b) Many instructions supporting memory mapped I/O  
c) Require a bigger address decoder   d) All the above  

 
2.  What is the store by register?         [ ] 
  a) data                 b) operands                    c) memory                  d) None of these 
 
3.   Which is used to store critical pieces of data during subroutines and interrupts:  [ ] 

a) Stack  b) Queue        c) Accumulator  d) Data register 
 
4. BIU STAND FOR:          [ ] 

a) Bus interface unit  b) Bess interface unit  c) a and b d) None of these 
 
5.  What is the output of the following code?        [ ] 

AL=88 BCD, CL=49 BCD  
ADD AL, CL 
DAA  
a) D7, CF=1   b) 37, CF=1   c) 73, CF=1   d) 7D, CF=1  
 

6.  The conditional branch instruction JNS performs the operations when if __   [ ] 
a) ZF =0   b) SF=0   c) PF=0   d) CF=0  

 
7.  Access time is faster for          [ ] 

a) ROM   b) SRAM   c) DRAM   d) PROM 
 
8.  In ADC 0808 if _______ pin high enables output.       [ ] 

a) EOC   b) I/P0-I/P7   c) SOC   d) OE  
 
9.  8086 is interfaced to two 8259s (Programmable interrupt controllers). If 8259s are in master slave 

configuration the number of interrupts available to the 8086 microprocessor is   [ ] 
a) 8    b) 16    c) 15    d) 64  

 
10.  Which processor structure is pipelined?        [ ] 

a) all x80 processors  b) all x85 processors  c) all x86 processors  d)None 
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II Fill in the Blanks 
 
11.  Which type of RAM needs regular referred _______. 
 
12.  NMI stands for _______. 
 
13.  _______is the size of the vector interrupt table. 
 
14.  Expand DAA _______. 
 
15.  In 8279, a scanned sensor matrix mode, if a sensor changes its state, the ___ line goes ____ to 

interrupt the CPU. 
 
16.   The CPU sends out a ____ signal to indicate that valid data is available on the data bus. 
 
17.  The _______ address of a memory is a 20 bit address for the 8086 microprocessor. 
 
18.  EPROM stands for _______. 
 
19.  The language that the computer can understand and execute is called _______. 
 
20.  ___ bit in ICW

1 
indicates whether the 8259A is cascade mode or not. 
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I. Choose the correct alternative: 
 
1.   Which is used to store critical pieces of data during subroutines and interrupts:  [ ] 

a) Stack  b) Queue        c) Accumulator  d) Data register 
 
2. BIU STAND FOR:          [ ] 

a) Bus interface unit  b) Bess interface unit  c) a and b d) None of these 
 
 
3.  What is the output of the following code?        [ ] 

AL=88 BCD, CL=49 BCD  
ADD AL, CL 
DAA  
a) D7, CF=1   b) 37, CF=1   c) 73, CF=1   d) 7D, CF=1  
 

4.  The conditional branch instruction JNS performs the operations when if __   [ ] 
a) ZF =0   b) SF=0   c) PF=0   d) CF=0  

 
5.  Access time is faster for          [ ] 

a) ROM   b) SRAM   c) DRAM   d) PROM 
 
6.  In ADC 0808 if _______ pin high enables output.       [ ] 

a) EOC   b) I/P0-I/P7   c) SOC   d) OE  
 
7.  8086 is interfaced to two 8259s (Programmable interrupt controllers). If 8259s are in master slave 

configuration the number of interrupts available to the 8086 microprocessor is   [ ] 
a) 8    b) 16    c) 15    d) 64  

 
8.  Which processor structure is pipelined?        [ ] 

a) all x80 processors  b) all x85 processors  c) all x86 processors  d)None 
 
9.  The advantage of memory mapped I/O over I/O mapped I/O is,     [ ] 

a) Faster    b) Many instructions supporting memory mapped I/O  
c) Require a bigger address decoder   d) All the above  

 
10.  What is the store by register?         [ ] 
  a) data                 b) operands                    c) memory                  d) None of these 
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II Fill in the Blanks 
 
11.  _______is the size of the vector interrupt table. 
 
12.  Expand DAA _______. 
 
13.  In 8279, a scanned sensor matrix mode, if a sensor changes its state, the ___ line goes ____ to 

interrupt the CPU. 
 
14.   The CPU sends out a ____ signal to indicate that valid data is available on the data bus. 
 
15.  The _______ address of a memory is a 20 bit address for the 8086 microprocessor. 
 
16.  EPROM stands for _______. 
 
17.  The language that the computer can understand and execute is called _______. 
 
18.  ___ bit in ICW

1 
indicates whether the 8259A is cascade mode or not. 

 
19.  Which type of RAM needs regular referred _______. 
 
20.  NMI stands for _______. 
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